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• Direct drive  - no oil or belts

•
• Designed for agriculture agriculutre or industrail  use
• Multiple input voltages options A B
• No Guy wire  options
• 3-year warranty

Qty Model ✔
Blade to ceiling 

inches Fan Diameter ✔ Voltage ✔ HP
Max Effective 

Diameter Max Speed Weight CFMx1000 Dimension 

240v 1ph 240 3ph

480v 3ph

240v 1ph 240 3ph

480v 3ph

240v 1ph 240 3ph

480v 3ph

240v 1ph 240 3ph

480v 3ph

18" B: 18"

X 24" 240v  1ph 120v 1ph B: 24"

30" 240 3ph 480v 3ph B: 30"

18" B: 18"

X 24" 240v 1ph 120v 1ph B: 24"

30" 240 3ph 480v 3ph B: 30"

18" B: 12"

X 24" 240v 1ph 120v 1ph B: 18"

30" 240 3ph 480v 3ph B: 24"

Qty Item # Options

FanWTMT48
AW_BARJMT
AW_W010
AW_W006
FanGWK

Qty Item # Qty Item #

FanDP12
FanDP24
FanDP36
FanDP48 Custom drop length is also available

CONTROLS

Qty Item #

VSD-M2
FCT-1AC
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Forward  & reverse  |  variable speed

FAN MODEL AND POWER UNIT

Fan3004T 27.5" 30’ A: 27.5”

Fan2402T 27.5" 24’ 2 240’ 74 RPM 426 lb 254 A: 27.5”

3 270’ 74 RPM 520 lb 379

Fan2002T 27.5" 20’ 2 200’ 98 RPM 443 lb 201 A: 27.5”

Fan1802T 27.5" 18’ 2 180’ 104 RPM 426 lb 162 A: 27.5”

97 RPM 166 lb 110

E201401 14’ 1 140’ 115 RPM 160 lb 94

E201601 16’ 1 150’

E201201 12’ 1 120’ 156 RPM 156 lb 81

MOUNTING - May add to A or B inches

Additional A or B inches

Bracket to Span Between 48’ on center Wood Truss 6”
Adjustable Bar Joist Mount.  66" to 84" OC.  18" end plate width 0”
Ibeam Clamp with swivel. For 4-6” width Ibeam.  Guy Wire Kit needed. 6”

96”
48”

Swivel for Drop Pipe.  Mount to a slanted ceiling. Guy Wire Kit needed. 6”
Guy Wire Kit with Turnbuckles and Connectors N/A

DROP PIPES - Adds to A or B inches

Description

Manual Control with Forward and Reverse
Fanchief Temperature Control -all as 1 group FCT-2AC FanCheif , 9 fans max indvidual speeds

additional Length (in) Notes
12” FanDP60 60” A. Blades more than 36" from ceiling

 B. I beam mounts 
C. Shakable fan installs. 
All require guy wires

24” FanDP72 72”
36” FanDP96



• Works with all AmeriWind fan models
• Controls 1 fan
• Simple and intuitive control
• 1-Year Warranty Analog - pot and SPDT switch

✔

Item # VSD-M2
Qty Fans Controlled 1

Weight (incl. enclosure) .75 lb
Power Supply (From Fan)

Size (D x W x H) 3.50” x 5.25” x4.00”

FCT- 2AC

• Control up to 12 fans a single group
• Simple and intuitive control
   according to a set temperature point
• Optional Humidity and Wind Speed control
• 1-Year Warranty Modbus or Analog 0-10v

✔

Item # FCT-1AC / FCT2AC
# Fans Controlled Up to 12/9 fans

Display 4.3”, TFT-LCD w/ LED backlight 
Resolution 470x270 pixels

Backlight life time 50000 hours
Weight (incl. enclosure) 2 lb 

Power Supply 110-240 V
Size  (D x W x H) 2.50” x 7.25” x 5.25 “

Language English

✔

Humidity Sensor FCT-1AC only
Wind Speed Sensor FCT-1AC only
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Control Options
MANUAL CONTROL

VSD-M2 Manual Control

AUTOMATED CONTROL

. Calculates  power cost 

. Modbus only - wireless / wired

Add-on Sensors   ( temperature sensor included by default)

Fan Chief time clockFCT -1AC FanChief  temperature 

. Controls up to 9 fans individually

. Time clock startup or shutdown

. Reads fault codes


