
Product Information
Bergolin 2C Repair Putty 4D9700

WIND POWER COATINGS



Optimum application even under rough conditions

The solvent-free Bergolin Repair Putty 4D9700 for fast 
repair and contour restoration of the blade surface sets 
more than twice as fast as conventional putty systems 
and can thus be sanded after a very short time. 
Application is already possible at a temperature of 5°C 
and a humidity of up to 90%. This means that repairs can 
be carried out in colder seasons just as reliably as in the
summer months.



TOPCOAT

GRP SUBSTRATEPUTTY

Example Layer Structure

GRP Substrate

Bergolin 2C Repair Putty 4D9700

Layer Thickness: approx. 1-2 mm per layer 
Application: cartridge application with spatula

Bergolin Topcoat



GENERAL 
PROPERTIES

+ Solvent free system

+ HSE-compliant 

+ Ideally suited for 
service

DURABILITY

+ Very good color  
and UV resistance

+ Excellent mechani-
cal durability

+ High weather  
durability

PROCESSING

+ Wide processing 
range

+ Simple, error-free 
handling

+ Fast curing and 
easy sanding

Product Benefits



Comparison / Steodur PUR Putty S 6D979 compared to Bergolin 2C Repair Putty 4D9700

   Steodur PUR Spachtel
S 6D979

Bergolin 2C Repair Putty
4D9700

VOC VOC free VOC free

Processing Time 3 minutes 3 minutes

Processing Conditions 15-35°C/60-95°F at <80% humidity 5-20°C/40-70°F at < 90% humidity

Sandable after
(at 20°C/ 70°F and 60% humidity) 60 minutes

Mixture 2C cartridge system 2C cartridge system

Sandable after …

Times are not binding and only for showing differences.
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Bergolin GmbH & Co. KG  was founded in 1909 and is 
specialized in the development and manufacture of 
high quality coating systems. In addition to the fields 
of industry and corrosion protection, Bergolin has 
been operating successfully in the wind power indus-
try for more than 20 years. 

The company specializes in rotor blade coating sys-
tems and is one of the world's leading suppliers to 
this segment, with over 100,000 coated specimens 
for various OEMs.

The Company



Branches  Germany (HQ), USA, Poland, India, China  

Locations



GERMANY

Bergolin GmbH & Co. KG
Sachsenring 1
27711 Osterholz-Scharmbeck
Germany

www.bergolin.de
windpower@bergolin.de
+49 (0) 4795 / 95899-0

POLAND

Bergolin-Polska Sp. z o.o
ul. Staszica 2
60-527 Poznan
Poland

www.bergolin.pl
windpower@bergolin.pl
+48 (61) 8480-701

USA

Bergolin US LP
1900 West Loop South
Suite 1550
Houston, TX 77027
United States

www.bergolin.com
info@bergolin-usa.com
+1 (832) 384-1203

INDIA

Bergolin India Pvt. Ltd.
AWFIS, ABIL Imperial
3rd Floor, Pan Card Club Road
Baner, Pune, 411045
Maharashtra
India

www.bergolin.com
windpower@bergolin.com
+91 (73) 18768097

CHINA

Bergolin Coatings Trading  
(Shanghai) Co. Ltd. 
No. 1788 West Nanjing Road  
Jing‘an District 
Shanghai 
P.R. China

www.bergolin.cn
windpower@bergolin.com.cn
+86 (21) 22310-407


