DIGITAL
SOURCES

LSIr

AESin3 LS1 control
(XLR3) (RI45)

LS1i

AES out
(XLR3)

For studio use only

(autio meter)

LS1 control out LS1 control in
(RI45) (R345)

COMPUTER or MEDIA PLAYER
(USB type B)

ANALOG
SOURCE

LS1

ANALOG in
(XLR3)

ANALOG in
(XLR3)

Please use the GRIMM RCA>XLR adaptor to connect a RCA S/PDIF source

Full control on the LS1 thru the USB port
connected to a computer using GRIMM
web-hosted app

1811
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Subwoofer
switch (in
yellow) only
on SBI

SB1/LSls

DIGITALIn 2
Control in
(RI45)

DIGITAL in
(XLR3)

DIGITAL in
(XLR3)

DIGITALIn 2
Control in
(RI45)

GRIMM PROPRIETARY (RJ45)

AES/EBU (XLR3)
POWER (IEC)
ANALOG (XLR3)

ETHERNET (RJ45)

DIGITAL thru
CONTROL thru
(RI45)

SUBIn
(XLR3)

0
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POWER in
(IEC C13)

ANALOG input
sensitivity

Left or right
speaker select

POWER out
(IEC C14)

POWER in
(IEC C13)

DIGITAL thru
CONTROL thru
(RI45)

ANALOG input
sensitivity

Left or right
speaker select

POWER in
(IEC C13)

SB1/LSls

-

SUBIn
(XLR3)
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POWER in
(IEC C13)

POWER out
(IEC C14)




