
FLASHING DIMENSIONS

DIMENSION SILL
TRAYS TO EXTEND
FULL DEPTH OF
ALUMINIUM
PROFILE

15

ALUMINIUM JOINERY
PROFILE WITH 35mm
FACINGS

ENVIRA SILL

ENVIRA CAVITY BATTEN 44 x
20mm DRAIN CAVITY H3.1
TRATED PINUS RADIATA

ENVIRA BEVEL BACK
WEATHERBOARDS -
PROFILE TO NZS 3617

WALL UNDERLAY
TURNED INTO FRAMING
REVEALS AND TAPED AT
JOINTS

DO NOT SEAL GAP
BETWEEN SILL
SECTION AND TIMBER
TRIM

PACKING AND WINDOW
SUPPORT BRACKETS
AS REQUIRED

AIRSEAL

INTERNAL LINING

FULL WIDTH LONG SILL
TREY WITH 10mm STOP-
ENDS (EACH END) AND
HOOK TO BACK EDGE

FULL WIDTH LONG
SILL TRAY POSITIONS
UNDER MULLIONS
AND JAMBS - LAP
UNDER JAMB PACKER
AGAINST TRIMMING
STUDS

3006 2D BEVEL BACK CAVITY FIX WINDOW
SILL
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