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Over-the-Head Microphone w/Earphone ®

Product Overview:
This directional microphone is much like the LA-262, but has separate cabling for the attached earphone (portable
receiver required). Often used for language interpretation and similar applications, in which the speaker needs to
hear a different audio source. Microphone windscreen and headset cushion are replaceable, sold separately
(LA-223).

Highlights:

e Use with Listen's LT-700 Portable Transmitter and Listen portable receivers or other audio input
¢ Two 3.5 mm connectors - one for microphone and one for earphone

e For vocal/speech applications

e Active earpiece

e Superior aural performance

e Adjustable microphone boom

¢ The transmitter and receiver antenna is built into the microphone/earphone cord

Includes:

One (1) LA-272 Over-the-Head Microphone w/ Earphone

Product Specification: Over-the-Head Microphone w/Earphone

Audio
Frequency Response Microphone: 30 Hz - 5 kHz Earphone: 20 Hz - 15 kHz
Impedance Microphone: 680 Ohm Earphone: 32 Ohm
Max Power Input Microphone: N/A Earphone: 130 mW
Phantom Power Microphone: 3 VDC Required Earphone: N/A

Compliance

Safety RoHS

Interconnections

Connector/s Two (2) 3.5 mm Mono

Physical
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LA-272

Over-the-Head Microphone w/Earphone

Listen’

Cable Length 36in. (92 cm)
Color Black
Weight 8 oz. (227 g)
Shipping Weight 11b. (0.5 kg)
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