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 Chainsaw Safety  
 

SEPTEMBER 2021  

Operating a chainsaw is particularly dangerous. Potential injuries can be reduced by using 
safe operating procedures and wearing the proper personal protective equipment.  

Before Starting a Chainsaw  

+ Inspect the controls, chain tension, all bolts and handles to ensure that they are 
functioning properly and are adjusted according to the manufacturer's instructions.  

+ Ensure the chain is always sharp and the lubrication reservoir full.  

+ Start the saw on the ground or on another firm surface. Do not drop start chainsaws.  

Fueling a Chainsaw  

+ Only use approved containers for transporting fuel to the saw.  

+ Fuel chainsaws at least 10 feet away from any sources of ignition. No smoking during 
fueling.  

+ Use a funnel or a flexible hose when pouring fuel into the saw.  

+ Never fuel a running or HOT saw.  

+ Allow the chainsaw to cool for five minutes before refueling.  

+ Start the saw at least 10 feet from the fueling area, with the chain's brake engaged.  

Chainsaw Safety  

+ Clear away dirt, debris, small tree limbs and rocks from the saw's chain path. Inspect the 
tree for nails, spikes or other metal prior to cutting.  

+ Shut off the saw or engage its chain brake when carrying the saw on rough or uneven 
terrain with the chain bar facing back.  

+ Keep your hands on the saw's handles, and maintain secure footing.  

+ Proper personal protective equipment must be worn when operating the saw, which 
includes hand, leg, eye, face, hearing and head protection.  

+ Ensure your employees wear the proper footwear and is equipped with a substantial heel.  

+ Leg protection should be made of cut-resistant material, such as ballistic nylon.  

+ The leg protection should cover the full length of the thigh to the top of the boot on each 
user’s leg.  

+ Do not wear loose-fitting clothing.  

+ Ensure the trunk or tree limbs do not bind against the saw.  
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+ Watch for branches under tension and spring poles, which could spring out when cut.  

+ Gasoline-powered chainsaws must be equipped with a protective device that minimizes 
chainsaw kickback.  

+ To avoid chainsaw kick-back, do not cut using the tip of the chain.  

+ If the chainsaw is equipped with a tip guard, ensure it is firmly attached to the saw.  

 


