SLUPERWINCH'
TERRA 25SR

2,5001b ATV/SIDE BY SIDE WINCH

STANDARD FEATURES SPECIFICATIONS
Power in and PO ERaa Rated Line pull 2500Ib /1134kg
Mechanical wrap spring brake Motor 1.3hp  (1.0kW)12v
Full metal gear train Gearing 3 Stage Planetary
Free spool clutch Gear Ratio 140:1
Highly efficient low amp draw motor Free spool clutch Turn dial
Single sealed solenoid Brake Mechanical and Dynamic
Circuit breaker protected Switch Mechanism Sealed Contactor
Durable handheld remote, 3m lead Wire Svnthetic
Handlebar mount rocker switch .
Rope guide Rollers Hawse
Eolpls Rope type Galvanised Dynema
Rope size 4.8mm x 15m 4.8mm x 15m
Weight 8.2kg 6.8kg
OPTIONAL ACCESSORIES PERFORMANCE 12VDC (15T LAYER ON DRUM)
Wireless Line Pull Line Speed Amps
Pulley Block Lbs Kgs FPM m/m 12v
0 25 7.6 25
2500 1134 9.5 2.9 162
DIMENSIONS (mm)

Mount bolt pattern: 76mm x 124mm
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