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     PN 1595200   12v 

       
 

 

 

Power in and Power Out 

Mechanical and dynamic brake 

Full metal gear train 

Free spool clutch  

Highly efficient low amp draw motor 

 

 

 

 

 

Rated Line pull  9,500lb /4309kg 
Motor   5.2hp   
Gearing   Differential Planetary 
Gear Ratio  218:1 
Free spool clutch Lift and Turn T Bar 
Brake   Automatic, mechanical 
Switch Mechanism Commercial Contactor 
Fairlead   Roller Fairlead or Hawse 
Galv wire rope  8.3mm x 29m 
Drum   64mm x 228mm 
Weight   41.2kg wire 
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TIGERSHARK 

9500 

9500lb PREMIUM RECOVERY WINCH 
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  PERFORMANCE 12VDC (1st LAYER ON DRUM) 
 
Line Pull  Line Speed 
 Amps 
Lbs Kgs  FPM m/m  12v 
0   19 5.7  80 
2000 907  13.8 4.2  165 
4000 1814  9.0 2.7  210 
6000 2722  6 1.8  298 
9,500 4309  4.0 1.2  340 
 

 

 

SPECIFICATIONS 

 

 

Commercial, integrally mounted solenoid 

Circuit breaker protected 

Durable handheld remote, 9m lead 

Roller fairlead 

Stainless steel components 

 

FEATURES 

 

 

OPTIONAL ACCESSORIES 

 

 
Pulley Block 

Wireless Remote 

Cable Dampener 

Mounting bolt pattern: 254mm x 114.3mm 
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