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• Power in and power out 

• Free spool clutch 

• Fast and yet safe line retrieval 

• Automatic full load holding brake 

• Strong weatherproof motor cover 

 

 

 

 

 

Rated Line Pull:  7,500 lbs (3401 kgs) 

Motor:   3.6hp (2.7 kW) 

Gearing:  3-Stage Planetary 

Gear Ratio:  249:1 

Solenoid:  Sealed, Breaker Protected 

Clutch:   Innovative "kick-flip" lever 

Brake:   100% Load Holding 

Rope wire  9.5 mm x 27 m 

Hook:   Heavy-Duty, Clevis 

Fairlead:  Exclusive Roller-Hawse 
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Remote:  30’ Pendant 

Drum Length:  123.7mm 

Drum Diameter: 63.5mm 

Installed Weight wire: 25kg 

Line Pull: 1lbs:  40 Amps/5MPM 

Line Pull: 7500lbs: 335 Amps/1.1 MPM 

Mounting:  4 bolt 

Warranty:  Limited Lifetime 

   3 year on Solenoid 

 

 

 

SPECIFICATIONS 

 

 

• Two models available 

• Designed & engineered by Superwinch 

• Wire and synthetic (SK75) rope options 

• Innovative, cutting edge technology 

• All steel 3 stage gear train 

FEATURES 

 

 

7,500lb PREMIUM TRAILER WINCH 
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