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KEY FEATURES 

5,000lb single line pull 
Fast retrieval speed 
Synthetic rope 
Alloy Hawse guide 
Wireless remote control 
Rocker switch built in 
Battery condition indicator 
  

DV5000 
HIGH PERFORMANCE WINCH 

 

PERFORMANCE 12VDC (1ST LAYER ON DRUM) 
Line Pull  Line Speed  Amps 
Lbs Kgs  m/m f/m  12v 

0   6.0 20.0  25 
1000 454  5.0 16.4  110 
2000 907  3.6 11.8  210 
3000 1361  2.5 8.2  270 
4000 1814  1.4 4.6  310 
5000 2268  1.0 3.1  390 

SPECIFICATIONS 

Rated Line pull  5000lb /2268kg 
Motor   1.8hp  (12v or 24v) 
Gearing   Differential Planetary 
Gear Ratio  170:1 
Free spool clutch Lift/Lever Action 
Brake   Automatic- wrap spring 
Switch Mechanism Commercial  Contactor 
Rope guide  Alloy hawse 
Synthetic Rope  6.4mm x 15.2m 
Drum   54mm x 83mm 
Weight   17kg 

 

 
 
 

Layer   Pull kg   Rope m 

1st    2268   2.4 
2nd    1876   5.3 
3rd    1600   8.7 
4th    1394   12.6 
5th    1235   15.2 

DIMENSIONS 


