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Rated Line pull  18,000lb /8165kg 
Motor   Series wound 6.8hp 
Gearing   3-Stage Planetary 
Gear Ratio  345:1 
Clutch   Kick-N-Flip 
Brake   Automatic cone brake 
Switch Mechanism Commercial Contactor 
Fairlead   Stainless Steel Roller Fairlead 
Galv wire rope  11.5mm x 26m 
Drum   88mm x 223mm 
Net Weight  60kg 
Dimensions  601mm * 216mm * 240mm 
Mounting Bolt Pattern 254mm * 114.3mm 
Remote Control  30’ wired remote 
Warranty Limited Lifetime Mechanical 

& 3 year Limited Electrical 
 
 
 

 

 

 

(mm) 

PN: 1518000 – 24v 

       
 

 

TIGER SHARK 18 

Mounting bolt pattern: 254mm x 114.3mm  

 

LINE SPEED & MOTOR CURRENT (1st LAYER) 
 
Line Pull  Lbs 0 2000 6000 12000 18000 

  Kgs 0 907 2710 5443 8165 

Line Speed MPM 6 3.8 2.5 1.9 1.1 

Motor Current Amps 55 60 100 195 220  

   
 

 

 

18,000lb PREMIUM RECOVERY WINCH 

SPECIFICATIONS 
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LINE PULL & CABLE CAPACITY 
 
Layer of cable  1 2 3 4 

 

Rated Line Pull Lbs 18000 15300 13580 10560  

Per Layer  Kgs 8165 6940 6160 4780 

 

Cable Capacity  Ft 17.7 37 63 85 

Per Layer  M 5.4 11.4 19.4 26   
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