
 

 

 

 

 

            

 

 

 

 

 

            

                                                 

 

 

ÖVERSPÄNNINGSSKYDD FÖR LED GATUBELYSNING OCH LADDUTRUSTNING ELFORDON                  

WS(V+T)/275-20 

 

 

 

 

 

 

                                                            

                                                

                          

 

                           Kretsshema                        Måttritning 

 

Typ 2+3. WS(V+T)/275-20 är ett kompakt överspänningsskydd speciellt för LED gatubelysning och laddutrustning 

till elfordon.  

 Uppfyller IEC 61643-11 och UL 1449-4 

 Utformad för att skydda enfas LED belysnings stolpar o laddutrustning för elfordon.  

 Klass II + III Tålighet 20kA (8/20) 

 Erbjuder skydd mellan L-PE, L-N, N-PE.  

 Kapslingsklass IP65 

 LED status indikering. 

  

Part No. WS(V+T)/275-20 

In accordance with IEC61643-11:2011; UL1449-4th 

Category IEC/VDE/UL II+III/C/ Type 4 CSA for type 2 

Thermal disconnector internal 

Power system 230V single phase 

Max. continuous operating 

voltage  Uc 
VAC/VDC 

275 

/350 

Mode of Protection Full mode protection 

Nominal discharge current(8/20) In 10kA 

Max. discharge current(8/20) Imax 20kA 

Open circuit voltage Uoc 20kV 

Voltage protection level  

Up(L-N) <1.4kV 

VPR(L-N) <1.0kV 

Up(N-PE) <1.5kV 

Response time 
L-N ≤25 ns 

N-PE ≤100 ns 

Follow current No 

Backup fuse(only required if not already provided in mains) 63A gL/gG 

Protect Status Indication Normal= Blue LED ON ;  Failure: Blue LED Off 

Operating temperature range - 40ºC ~ + 70ºC 

connection wire 16AWG(L=red; N=blue; PE=y/g) 

Enclosure material thermoplastic; extinguishing degree UL94 V-0 

Degree of protection IP65  (Waterproof) 

Dimension 42*40*16mm 

Altitude ≤2000m 

Relative Humidity ≤95% Non Condensing 
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