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For thin walls and low strength concrete elements.

The classic spherical-headed, foot anchors are the  
first choice for most applications. They are manufactured  
from hot-dipped galvanised, forged, high-impact strength 
construction steel.

A range of foot anchors from 1.3T–10T WLL in varying lengths.

Please Note: Load capacity is limited by concrete strength 
and proximity to edges and other anchors.  
See table over page.

KEY FEATURES

• Compliant with worksafe New Zealand 
good practice guide. safe work with 
precast concrete

• Fast	and	easy	to	install
• Various	sizes	and	capacities	to	suit	all	

applications

• Galvanised	to	protect	against corrosion

Canzac offers detailed engineering design and consultation for lifting compliance to national standards 
and certification.
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CONCRETE COMPRESSIVE STRENGTH

15MPa 20MPa 25MPa 32MPa

0.7 0.8 0.9 1.0

0.8 0.9 1.0 1.2

1.0 1.2 1.3 1.3

1.3 1.3 1.3 1.3

1.3 1.3 1.3 1.3

0.8 1.0 1.1 1.2

1.3 1.5 1.6 1.9

1.6 1.9 2.1 2.4

2.4 2.5 2.5 2.5

2.5 2.5 2.5 2.5

1.8 2.1 2.4 2.7

2.5 2.9 3.3 3.7

4.5 5.0 5.0 5.0

ANCHOR SIZE ANCHOR 
LENGTH (mm)

1.3 45

1.3 55

1.3 65
1.3 85

1.3 120

2.5 55

2.5 75

2.5 85

2.5 120

2.5 170

5.0 95

5.0 120

5.0 180

WLL (Working Load Limits) Tonne 

Formers
HEMISPHERICAL FORMER

Round rubber recess formers, can be used 30 to 40 
times, compared to plastic formers.

The rubber formers are used to position the spherical 
head anchors and form the clutch recess.

All round formers are supplied with a fixing set, (bolts & 
wing nuts).

CODE HEMISPHERICAL FORMERS

91305 1.3 Ton Hemispherical Former

91310 2.5 Ton Hemispherical Former

91315 5 Ton Hemispherical Former

91320 10 Ton Hemispherical Former

91325 20 Ton Hemispherical Former

ROUND STEEL FORMER
Round, articulated, steel formers are reusable, with an 
opening to allow easy insertion of the anchor.

Regular maintenance and visual observation is required 
to ensure the unit is fit for service.

CODE DESCRIPTION

91405 1.3 Ton Round Steel Formers 

91410 2.5 Ton Round Steel Formers 

91415

CODE

91505

5.0 Ton Round Steel Formers  

DESCRIPTION

1.3 Rubber Rings for Steel Former

91510 2.5 Rubber Rings for Steel Former

91515 5.0 Rubber Rings for Steel Former

IMPORTANT: Under no circumstance should a lifting eye or clutch be used with a different series anchor.
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