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Check · Relief · Excess Flow Valves

Relief Valves

Materials of Construction

Low Pressure Relief Valve

Technical Data
• Maximum working pressure : 300 psig (20.6 bar)
• Cracking pressure range : 10~250 psig (0.69~17.2 bar)
• Orifice size : 4.8mm
• One spring for the full set pressure range

Features

Set Pressure

• Compact design
• Cracking pressure adjustable externally
• Lock wire feature secures a given pressure setting
• Each and every valve is tested at the factory

• Set pressure is the upstream pressure at which the first indication of flow occurs.
• Set pressure of each valve after initial relief is repeatable within ±5% at room temperature

Relief Valve
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Check · Relief · Excess Flow Valves

Materials of Construction

SRVH Series 
High Pressure Relief Valve

Technical Data
• Maximum working Pressure : 6000 psig (413 bar)
• Cracking Pressure Range : 225~6000 psig (15.5~414 bar)
• Orifice size : 4.8mm
• Multiple springs for a selection of set pressure ranges

Table of Dimensions

SRVH Series Spring

Relief Valve
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Check · Relief · Excess Flow Valves

Ordering Information

  = Low Pressure
 = High Pressure

For Low Pressure Relief Valve (SRVL): SRVL-KIT
For High Pressure Relief Valve (SRVH): Add the Spring Designator to SRVH-KIT-  (Example: SRVH-KIT-YE)
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1. Valve Series

YE  = 225 ~ 750 psig
PP =750 ~ 1500 psig
OE = 1500 ~ 2250 psig
BN = 2250 ~ 3000 psig

WH =3000 ~ 4000 psig
RD = 4000 ~ 5000 psig
GN = 5000 ~ 6000 psig

4. Spring Designator

Spring Kit Ordering Information

3. Inlet and Outlet Connection Size & Type

 = Tube Fitting
M = Male Pipe Thread
F = Female Pipe Thread

2. End Connection

2 3 4
Example :

Relief Valve
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