3600S SERIES

i Dwlrin Seat ASME Cl 1500 Body Limi
Class 1500 NPT Threaded Ball Valve b, i : = — s

Two Piece / 3,600 PSI [
1/4°- 1-1/2" Full Port - 2” Reduced Port '

Features:

1. Investment Casting B s
2. Wall Thickness - ASME B16.34 Class 1500 £
3. Floating Ball §
4. NACE MR-0175 Compliant & &
5. Fire-Safe Approved Per AP1607 5th Ed. i W g A wE
6. 1SO 5211 Mounting Pad
7. Locking Lever Handle
8. Seal Welded g = n
9. Pressure Tested to API 598
E [3 Tapped Holes)
Pressure Test - BT2HA 36 N
Shell Test (Water) - 4,500 PSI F J
Seal Test (Water) - 3,300 PSI
Seat Test (Air) - 85PSI
Unit: Inch
No.| Part Name Material | |PartNumber| 22¢ | A [B| c | D | E | F | G | H

1 | Body A351-CFEM 3600502

2 |cap A351-CF8M Ltk

3 |Ball 351-CF8M gggggg;

4 Ball Seat Delrin 3600508

5 |Joint Gasket Graphite 3600512

6 Stem A276-316 3600516

7 | Thrust Washer | Delrin e

Stem Packing | Graphite Part Number| J K L !éﬁ {IEG%] Cv | Max Torque

Gland Nut AlSI 304
Spring Washer | AISI 304
Stermn Nut AlSI 304
Handle AlSI 304
Locking Device | AISI 304
Handle Cover | PVC

3600502 1/4-20 UNC 75 in-Ib
3600503 1.417 | 1/4-20 UNC 75 in-Ib
3600504 1.417 | 1/4-20 UNC 75 in-lb

3600506 1.654 1/4-20 UNC 120 in-Ib
3600508 1.969 | 1/4-20 UNC 22 400 in-lb
3600512 2.756 | 5/16-18 UNC 750 in-Ib
3600516 2.756 | 5/16-18 UNC 33 750 in-Ib
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