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Pressure Ratings

Ordering Information

•
•
•

Gasket, O-Ring MaterialsInstallation Instructions

2. Pipe Thread Size
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1. Fitting Type 3. Pipe Thread Type

4. Material

2 23 3 4

To ensure a leak-tight seal, BMT recommends the use of a pipe 
thread sealant on all NPT, ISO Tapered threads. The most effective 
sealing method is teflon tape. Tape should be used only on male 
tapered pipe threads.
Do not use tape on flared, coned or tube fitting ends.
Clean both male and female tapered threads. Wrap tape in the 
direction of the male tapered thread spiral.

Example :

Instrumentation Thread Fittings

Please refer to Instrumentation Thread Fitting Index on page 220.  N = NPT (ASME B1.20.1, SAE AS71051)
 = ISO/BSP Parallel (ISO 228/1, JIS B 0202)
 = ISO/BSP Tapered (ISO 7/1, JIS B 0203)

The mumbers in parentheses indicate the maximum temperature rating.
(Blank) = 316 Stainless Steel [1000 (537 )]

 = Brass [400 (204 )]
 = Carbon Steel [375 (190 )]
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IHRN 
Hex Reducing Nipple

IA 
Adapter

Male ISO Parallel Pipe Threads to Female NPT

Male NPT Threads 

Male to Female NPT Threads
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