


Function Color Designation Note

General Input2

General Output1 (Default)

Analog Input

Blue IN2/O1/A1/ General input

General Input1

1-Wire Protocol Input

Green IN1/1W Connect With Temperature Sensor

General Input3

General Output2 (Default)

Yellow IN3/O2 Connect WIth Door Sensor Wire 

Main power input Red PWR Power

Power ground Black GND Ground

ACC Input White ACC ACC

Blue Green

Yellow

Red

Black White

Function Color Designation Note

One Wire Protocol Red IN1 Connect with Green wire of Locator

Ground White GND Ground



LED Indication Description

PWR (Green)

Solid On

1 blink (0.1 sec.) in every 8 sec.

In full operation mode

In sleep mode

1 sec. On, 1 sec. Off
GPS module off, external power lost, running on

backup battery

GPS (Red)

Cellular (Blue)

0.7 sec. On, 0.7 sec. Off

Solid On

Searching for GPS signal

Position fixed

Off Cellular off

0.7 sec. On, 0.7 sec. Off Searching for Cellular signal

0.2 sec. On, 2 sec. Off Registered to Cellular network

2 blinks in every 2 sec. Connected to Cellular network

Solid on Connected to Hutch Systems

Continuous blinking SIM PIN Error

CELLULAR GPS POWER
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