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ADDITIVE MACHINES

BRAND m CHARACTERISTICS UNITS

Potenza laser: 400W
N° Laser: 2
Concept M2 Dual laser . 1
Volume di stampa: 250*%250%300

Materiale: Inconel

Potenza laser: 400W
N° Laser: 1
EOS M290 . 2
Volume di stampa: 250%250*300

Materiale: Titanio

Potenza laser: 400W
N° Laser: 1
EOS M290 . 1
Volume di stampa: 250*%250%300

Materiale: Alluminio

Potenza laser: 700W
N° Laser: 4
SLM SLM 500 Quad . 1
Volume di stampa: 500%280*360

Materiale: Alluminio

HEAT TREATMENT

BRAND m CHARACTERISTICS UNITS

quenching and solubilization treatments
Chamber dimensions: 600x600x900 mm
TAV He S 1
Tmax=1,250°C

Max cooling P = 11.5 bar (N2 or Ar)

tempering and stress relief treatments
Chamber dimensions: 600x600x900 mm
TAV He T 1
Tmax=750°C

Cooling P max = 2 bar (N2 or Ar)

guenching in water or in a polymer solution
TAV waQ5 Chamber dimensions: 550x400x800 mm 1
Tmax=1.150°C



7 ot
ANALYSIS EQUIPMENT

BRAND MODEL CHARACTERISTICS UNITS

Bench hardness tester - HRC and HRB hardness tests -
Ernst AT250 1

150 kg max load

Micrographic analysis - Software Nis - magnification
Nikon Eclipse LV150NL 5 : = 1
max 1000X

metallographic preparation
Remet MICROMET M ogr e pa 1
cutting-off machine

metallographic preparation
Struers LaboForce-100 . ogr . p. e . 1
automatic lapping machine for specimens
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