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Specifications

Current Rating: 1Amp

Insulation Resistance: 1000MQ
Dielectric Withstanding: 500V AC
Contact Resistance: 20mQ Max

Operating Temperature:—40° C to +105° C
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Materials
1.27XPIN No./2+0.30 Contact Material: Copper Alloy
Insulation Material: Thermoplastic, UL 94V-0

1.27XPIN No./2-1.27 Harmful material should comply with the “RoHS2.0”
6.50 standard

1.27

Product Number Matrix:

SZ2A-XXT-C/D-X-XXX

C£0.30

1.27 ’ ‘ [ ]0.40+£[0J05

‘ |
| {
|

a Header— T
| | | 2Rowj L
1 1R 1.27Pitch Packing
[ [ | 1 Series code L
1 Y
:24=24PIN SRR
il | U7 . . 20 NN AT
o 30.60+0.10 o M Pin lenght F:TUBE-WLAR
1Y — o 5.50+0.50 eg:030=3. 00mm K REEL
- 1.27 X PIN NO-/272-54 H 0:Without location peg— C:REELMYLAR
1 o 1:Have location pe B: REELMPAD
’ LD 8 R:REEL+PAD
plating T TRAY
s - N: TRAY+MYLAR
1.27XPIN No./2-2.54 Definition Code DL TRAYAIPID
| Qe e | 4| | SRR
7 7 7 7 7 7 7 7 7 o ©Bright Tin plated| V . HOT SEALING REELYEAD
N ©Gold plated over all T
20, 95 AN A e el el e e o flash/B | 1u” [R [3u” |C L Null:Thermoplastic
3 o o[ | Bl
7 7 7 7 7 7 7 7 7 7 © 20u” |G | 25u” |H |[30u” | J Thermoplastic
©Duplex plated
v e e e e e e e flash| K [1u” | S |3u” | L
197 0.75 LJ 5u” | M |10u” | N[ 1507 | P
1 97PIN N 9_1 97 B 20u” | Q |25u” | T [30u” | U
. °./2-1. OALl plated is lead free
Recommended P. C.Board Layout
(PCB TOLERANCE =0. 05)
SCALE ORIGINAL DRAWN: DATE DWG.  NO. TITLE REV
/A TOLERANCES UNLESS OTHERWISW SPECIFIED 5:1 70U 2019.04 27 !
O o o = e oI CHECK: DATE 461-0000-0144 CUSTOMER DRAVING
nnocosg - F R e PG 2019.04.27 | pARTS NO. (INTENDED USE) 1.27PH  Header SHEET
) +0. ) + STZE APPROVE: DATE
X. XXX X. XX° +1° A4 €$>E553 Ady zhou 2019.04.27 SZ2A-XXT-C/D-X-XXX 1/1
i [ o [ 3 [ 4 [ o [ 6 [ / [ 8




