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ComPact INS DC PV

INS PV-1
600V

600 10A

600V DC Max  4PS
40A    60°Ith

DC21B
500 25ADC21B
400 32ADC21B
300 40ADC21B

Ue (V) Ie

IEC / EN 60947-3 KEMA
EUR

D
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world leader in energy management.

The INS PV-1 is a direct current switch disconnector dedicated to array isolation and 
control with Voc until 600 V DC.

ComPact INS PV-1.

ComPact INS80 PV
Number of poles 4 serial pole

Electrical characteristics
Conventional thermal current (A) lth
Conventional thermal current in enclosure (A) lthe
Rated insulation level (DC V) Ui
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (DC V) Ue
Rated operational voltage DC21B (V)
Rated operational current (A) le Electrical DC

DC21B 600
DC21B 500
DC21B 400
DC21B 300

Rated duties Uninterrupted duty -
Intermittent duty Class 120 - 60 %

Short-circuit making capacity (kA peak) lcm
Short-time withstand current (A rms) lcw
Suitability for isolation Yes

Mechanical 20000
Electrical DC
600 V 1500

Positive contact indication Yes
Visible break -

Yes
Degree of pollution 3
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ComPact INS40 to 80 switch-disconnector.
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ComPact INS100 to 160 switch-disconnector.
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ComPact INS switch-disconnectors
Number of poles

Electrical characteristics as defined by IEC 60947-1 / 60947-3  
and EN 60947-1 / 60947-3
Conventional thermal current (A) Ith at 60 °C
Conventional thermal current in enclosure Ithe at 60 °C
Rated insulation level (V) Ui AC 50/60 Hz
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (V) Ue AC 50/60 Hz

DC
Rated operational voltage AC20 and DC20 (V) AC 50/60 Hz
Rated operational current (A) Ie Electrical DC

125 V (2P in series)
250 V (4P in series)

Rated duties Uninterrupted duty

Intermittent duty
Short-circuit making capacity (kA peak) Icm Min. (switch-disconnector alone)
Short-time withstand current (A rms) Icw 1 s

3 s
20 s
30 s

Suitability for isolation

Mechanical

Electrical DC
250 V

Positive contact indication   

Visible break

Degree of pollution

Upstream protection

  

Switch-disconnector selection
ComPact INS40 to 160 DC
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INS40 INS63 INS80 INS100 INS125 INS160
3-4 3-4 3-4 3-4 3-4 3-4

40 63 80 100 125 160
40 63 80 100 125 160
690 690 690 800 800 800
8 8 8 8 8 8
500 500 500 690 690 690
250 250 250 250 250 250
690 690 690 750 750 750

DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A
40 40 63 63 80 80 100 100 125 125 160 160
40 40 63 63 80 80 100 100 125 125 160 160

Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 %
15 15 15 20 20 20
3000 3000 3000 5500 5500 5500
1730 1730 1730 3175 3175 3175
670 670 670 1230 1230 1230
550 550 550 1000 1000 1000

20000 20000 20000 15000 15000 15000

DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A
1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500

- - - - - -

3 3 3 3 3 3

- - - - - -

Switch-disconnector selection
ComPact INS40 to 160 DC
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ComPact INS switch-disconnectors
Installation
Fixed, front connection

Fixed, rear connection

Connection
By cables To bare cable connectors

By cables with lugs Directly to terminals

To spreaders
To vertical-connection adapters via cable-lug adapters

Flat-facing bars Directly to terminals

To spreaders
Edgewise bars To vertical-connection adapters

Indication and measurement auxiliaries
Auxiliary contacts

Voltage-presence indicator
Current-transformer module
Ammeter module

Control, locking and interlocking
Control Direct front rotary handle

Extended front rotary handle

Direct lateral rotary handle

Extended lateral rotary handle

Locking By keylock
By padlocks

Interlocking By keylock
Mechanical

Complete source-changeover assembly

Installation and connection accessories
Bare cable connectors

Rear connectors
Terminal extensions
Spreaders

Terminal shrouds

Terminal shields

Interphase-barrier

Front panel escutcheons
Coupling accessories
Tightening torque for electrical connections (Nm)

Dimensions and weights
3 poles
4 poles

Approximate weight (kg) 3 poles
4 poles

Enclosure dimensions for Ithe

D
B4

31
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Switch-disconnector selection
ComPact INS40 to 160 DC
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INS40 INS63 INS80 INS100 INS125 INS160

- - -

- - -

- - -

- - - - - -
- - - - - -

  
- - - - - -
- - - - - -

- - - - - -
- - - - - -
- - - - - -

- - - - - -

- - - - - -

- - - - - -
0.7 < Nm < 1.3 0.7 < Nm < 1.3 0.7 < Nm < 1.3 1.4 < Nm < 2 1.4 < Nm < 2 1.4 < Nm < 2

- - - - - -
- - - - - -
- - - - - -
- - - - - -

- - - - - -
- - - - - -
5 5 5 8 8 8

85 x 90 x 62.5 85 x 90 x 62.5 85 x 90 x 62.5 100 x 135 x 62.5 100 x 135 x 62.5 100 x 135 x 62.5
85 x 90 x 62.5 85 x 90 x 62.5 85 x 90 x 62.5 100 x 135 x 62.5 100 x 135 x 62.5 100 x 135 x 62.5
0.5 0.5 0.5 0.8 0.8 0.8
0.6 0.6 0.6 0.9 0.9 0.9

190 x 115 x 55 190 x 115 x 55 190 x 115 x 55 260 x 160 x 55 260 x 160 x 55 260 x 160 x 55

Switch-disconnector selection
ComPact INS40 to 160 DC
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ComPact INS250 switch-disconnector.
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ComPact INS630 switch-disconnector.
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ComPact INS switch-disconnectors

Number of poles

Electrical characteristics as defined by IEC 60947-1 / 60947-3  
and EN 60947-1 / 60947-3
Conventional thermal current (A) Ith at 60 °C
Conventional thermal current in enclosure Ithe at 60 °C
Rated insulation level (V) Ui AC 50/60 Hz
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (V) Ue AC 50/60 Hz

DC
Rated operational voltage AC20 and DC20 (V) AC 50/60 Hz
Rated operational current (A) Ie Electrical DC

125 V (2P in series)
250 V (4P in series)

Rated duties Uninterrupted duty

Intermittent duty
Short-circuit making capacity (kA peak) Icm Min. (switch-disconnector alone)
Short-time withstand current (A rms) Icw 1 s

3 s
20 s
30 s

Suitability for isolation

Mechanical

Electrical DC
250 V

Positive contact indication

Visible break

Degree of pollution

Upstream protection

[1] Suitable for 480 V NEMA.
[2] 550 A (DC).

Switch-disconnector selection
ComPact INS250-100 to 630 DC
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INS250-
100

INS250-
160

INS250-
200

INS250 INS320 INS400 INS500 INS630

3-4 3-4 3-4 3-4 3-4 3-4 3-4 3-4

100 160 200 250 320 400 500 630
100 160 200 250 320 400 500 630 (2)

800 800 800 800 800 800 800 800
8 8 8 8 8 8 8 8
690 690 690 690 690 690 690 690
250 250 250 250 250 250 250 250
750 750 750 750 750 750 750 750

DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC23B
100 100 160 160 200 200 250 250 320 320 400 400 500 500 550 550 630
100 100 160 160 200 200 250 250 320 320 400 400 500 500 550 550 630

Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 %
30 30 30 30 50 50 50 50
8500 8500 8500 8500 20000 20000 20000 20000
4900 4900 4900 4900 11500 11500 11500 11500
2200 2200 2200 2200 4900 4900 4900 4900
1800 1800 1800 1800 4000 4000 4000 4000

15000 15000 15000 15000 10000 10000 10000 10000

DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC23A DC23B DC23A DC23B DC23A DC23B DC23A DC23B
1500 1500 1500 1500 1500 1500 1500 1500 1000 - 1000 - 1000 - 1000 200

- - - - - - - -

3 3 3 3 3 3 3 3

- - - - - - - -

Switch-disconnector selection
ComPact INS250-100 to 630 DC
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ComPact INS switch-disconnectors

Installation
Fixed, front connection

Fixed, rear connection

Connection
By cables To bare cable connectors

By cables with lugs Directly to terminals

To spreaders

To vertical-connection adapters via cable-lug adapters
Flat-facing bars Directly to terminals

To spreaders

Edgewise bars To vertical-connection adapters

Indication and measurement auxiliaries
Auxiliary contacts

Voltage-presence indicator

Current-transformer module

Ammeter module

Control, locking and interlocking
Control Direct front rotary handle

Extended front rotary handle

Direct lateral rotary handle

Extended lateral rotary handle

Locking By keylock

By padlocks

Interlocking By keylock

Mechanical

Complete source-changeover assembly

Installation and connection accessories
Bare cable connectors

Rear connectors

Terminal extensions

Spreaders

Terminal shrouds
Terminal shields

Interphase-barrier

Front panel escutcheons

Coupling accessories

Tightening torque for electrical connections (Nm)

Dimensions and weights
3 poles
4 poles

Approximate weight (kg) 3 poles
4 poles

Enclosure dimensions for Ithe

D
B4

31
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Switch-disconnector selection
ComPact INS250-100 to 630 DC
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INS250-
100

INS250-
160

INS250-
200

INS250 INS320 INS400 INS500 INS630

- - - - - - - -

- - - - - - - -

- - - -

- - - -

- - - -

5 < Nm < 6.2 5 < Nm < 6.2 5 < Nm < 6.2 5 < Nm < 6.2 13.5 < Nm < 16.5 13.5 < Nm < 16.5 13.5 < Nm < 16.5 13.5 < Nm < 16.5

- - - -

- - - - - - - -

15 15 15 15 50 50 50 50

136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130
136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130
2 2 2 2 4.6 4.6 4.6 4.6
2.2 2.2 2.2 2.2 4.9 4.9 4.9 4.9

400 x 300 x 200 400 x 300 x 200 400 x 300 x 200 400 x 300 x 200 600 x 400 x 200 600 x 400 x 200 600 x 400 x 200 600 x 400 x 200

Switch-disconnector selection
ComPact INS250-100 to 630 DC
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ComPact INS1600 switch-disconnector.
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ComPact INS2500 switch-disconnector.

ComPact INS switch-disconnectors
Number of poles

Electrical characteristics as defined by IEC 60947-1 / 60947-3  
and EN 60947-1 / 60947-3
Conventional thermal current (A) Ith at 60 °C
Conventional thermal current in enclosure Ithe at 60 °C
Rated insulation level (V) Ui AC 50/60 Hz
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (V) Ue AC 50/60 Hz

DC
Rated operational voltage AC20 and DC20 (V) AC 50/60 Hz
Rated operational current (A) Ie Electrical DC

125 V (2P in series)
250 V (4P in series)

Rated duties Uninterrupted duty

Intermittent duty
Short-circuit making capacity (kA peak) Icm Min. (switch-disconnector alone)
Short-time withstand current (kA rms) Icw 0.5 s

0.8 s
1 s
3 s
20 s
30 s

Suitability for isolation

Mechanical
Electrical DC

125 V (2P)
250 V (4P)

Positive contact indication

Visible break

Degree of pollution

Upstream protection

[1] Suitable for 480 V NEMA.
[2] For vertical connection busbars only. For horizontal connection busbars, see derating charts 

Switch-disconnector selection
ComPact INS630b to 2500 DC
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Switch-disconnector selection
ComPact INS630b to 2500 DC

INS630b INS800 INS1000 INS1250 INS1600 INS2000 INS2500
3-4 3-4 3-4 3-4 3-4 3-4 3-4

630 800 1000 1250 1600 (2) 2000 2500
630 800 1000 1250 1600 (2) 2000 2500
1000 1000 1000 1000 1000 1000 1000
12 12 12 12 12 12 12
690 690 690 690 690 690 690
250 250 250 250 250 250 250
800 800 800 800 800 800 800
DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21B DC22B DC23B DC21B DC22B DC23B
630/2 630/2 630/2 800/2 800/2 800/2 1000/2 1000/2 1000/2 1250/2 1250/2 1250/2 1600/2 1600/2 1600/2 2000/2 2000/2 - 2500/2 2500/2 -
630/4 630/4 630/4 800/4 800/4 800/4 1000/4 1000/4 1000/4 1250/4 1250/4 1250/4 1600/4 1600/4 1600/4 2000/4 2000/4 - 2500/4 2500/4 -

Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 %
75 75 75 75 75 105 105
50 50 50 50 50 50 50
42 42 42 42 42 50 50
35 35 35 35 35 50 50
20 20 20 20 20 30 30
10 10 10 10 10 13 13
8 8 8 8 8 11 11

5000 3000 3000 3000 3000 3000 3000
DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23B DC21B DC22B DC23B DC21B DC22B DC23B
1000 1000 1000 500 500 500 500 500 500 500 500 500 500 500 500 100 100 - 100 100 -
1000 1000 1000 500 500 500 500 500 500 500 500 500 500 500 500 100 100 - 100 100 -

- - - - - - -
- -

3 3 3 3 3 3 3

- - - - - - -
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ComPact INS switch-disconnectors
Installation
Fixed, front connection

Fixed, rear connection

Connection
By cables To bare cable connectors
By cables with lugs Directly to terminals

To spreaders
To vertical-connection adapters via cable-lug adapters

Flat-facing bars Directly to terminals

To spreaders

Edgewise bars To vertical-connection adapters

Indication and measurement auxiliaries
Auxiliary contacts

Voltage-presence indicator
Current-transformer module
Ammeter module
Control, locking and interlocking
Control Direct front rotary handle

Extended front rotary handle

Direct lateral rotary handle
Extended lateral rotary handle

Locking By keylock

By padlocks

Interlocking By keylock

Mechanical
Complete source-changeover assembly

Installation and connection accessories
Bare cable connectors
Rear connectors
Terminal extensions

Spreaders

Terminal shrouds
Terminal shields

Interphase-barrier

Front panel escutcheons

Coupling accessories
Tightening torque for electrical 
connections (Nm)
Dimensions and weights

3 poles
4 poles

Approximate weight (kg) 3 poles
4 poles

Enclosure dimensions for Ithe

D
B4

31
73
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Switch-disconnector selection
ComPact INS630b to 2500 DC
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INS630b INS800 INS1000 INS1250 INS1600 INS2000 INS2500

- - - - - - -

- - - - - - -
- - - - -

- - - - - - -
- -

- -

- -

- - - - - - -
- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -
30 30 30 30 30 60 60

- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -

- - - - - - -
50 50 50 50 50 50 50

300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 440 x 347.5 x 227.5 440 x 347.5 x 227.5
300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 440 x 462.5 x 227.5 440 x 462.5 x 227.5
14 14 14 14 14 35 35
18 18 18 18 18 45 45

- - - - - - -

Switch-disconnector selection
ComPact INS630b to 2500 DC
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ComPact INV250 switch-disconnector.
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ComPact INV630 switch-disconnector.
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ComPact INV switch-disconnectors
Number of poles

Electrical characteristics as defined by IEC 60947-1 / 60947-3 
and EN 60947-1 / 60947-3
Conventional thermal current (A) Ith at 60 °C
Conventional thermal current in enclosure Ithe at 60 °C
Rated insulation level (V) Ui AC 50/60 Hz
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (V) Ue AC 50/60 Hz

DC
Rated operational voltage AC20 and DC20 (V) AC 50/60 Hz
Rated operational current (A) Ie Electrical DC

125 V (2P in series)
250 V (4P in series)

Rated duties Uninterrupted duty

Intermittent duty
Short-circuit making capacity (kA peak) Icm Min. (switch-disconnector alone)
Short-time withstand current (A rms) Icw 1 s

3 s
20 s
30 s

Suitability for isolation

Mechanical
Electrical DC

250 V
Positive contact indication

Visible break

Degree of pollution

Upstream protection

[1] Suitable for 480 V NEMA.
[2] 550 A (DC).

Switch-disconnector selection
ComPact INV100 to 630 DC
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Switch-disconnector selection
ComPact INV100 to 630 DC

INV100 INV160 INV200 INV250 INV320 INV400 INV500 INV630
3-4 3-4 3-4 3-4 3-4 3-4 3-4 3-4

100 160 200 250 320 400 500 630
100 160 200 250 320 400 500 630 (2)

800 800 800 800 800 800 800 800
8 8 8 8 8 8 8 8
690 690 690 690 690 690 690 690
250 250 250 250 250 250 250 250
750 750 750 750 750 750 750 750
DC21A DC22A DC23B DC21A DC22A DC23B DC21A DC22A DC23B DC21A DC22A DC23B DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A/

DC23B

100 100 100 160 160 160 200 200 200 250 250 250 320 320 320 400 400 400 500 500 500 550 550 550/630
100 100 100 160 160 160 200 200 200 250 250 250 320 320 320 400 400 400 500 500 500 550 550 550/630

Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 %
30 30 30 30 50 50 50 50
8500 8500 8500 8500 20000 20000 20000 20000
4900 4900 4900 4900 11500 11500 11500 11500
2200 2200 2200 2200 4900 4900 4900 4900
1800 1800 1800 1800 4000 4000 4000 4000

15000 15000 15000 15000 10000 10000 10000 10000
DC22A DC23A DC22A DC23A DC22A DC23A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A/

DC23B

1500 1500 1500 1500 1500 1500 1500 1500 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000 1000/200

3 3 3 3 3 3 3 3

- - - - - - - -
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ComPact INV switch-disconnectors
Installation
Fixed, front connection

Fixed, rear connection

Connection
By cables To bare cable connectors

By cables with lugs Directly to terminals

To spreaders

To vertical-connection adapters via cable-lug adapters
Flat-facing bars Directly to terminals

To spreaders

Edgewise bars To vertical-connection adapters

Indication and measurement auxiliaries
Auxiliary contacts

Voltage-presence indicator

Current-transformer module

Ammeter module

Control, locking and interlocking
Control Direct front rotary handle

Extended front rotary handle

Direct lateral rotary handle

Extended lateral rotary handle

Locking By keylock

By padlocks

Interlocking By keylock

Mechanical

Complete source-changeover assembly

Installation and connection accessories
Bare cable connectors

Rear connectors

Terminal extensions

Spreaders

Terminal shrouds
Terminal shields

Interphase-barrier

Front panel escutcheons

Coupling accessories

Tightening torque for electrical connections (Nm)
Dimensions and weights

3 poles
4 poles

Approximate weight (kg) 3 poles
4 poles

Enclosure dimensions for Ithe

D
B4

31
73
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s H x W x D (mm)

Switch-disconnector selection
ComPact INV100 to 630 DC
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INV100 INV160 INV200 INV250 INV320 INV400 INV500 INV630

- - - - - - - -

- - - - - - - -

- - - -

- - - -

- - - -

- - - - - - - -
5 < Nm < 6.2 5 < Nm < 6.2 5 < Nm < 6.2 5 < Nm < 6.2 13.5 < Nm < 16.5 13.5 < Nm < 16.5 13.5 < Nm < 16.5 13.5 < Nm < 16.5

- - - - - - - -

15 15 15 15 50 50 50 50

136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130
136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 136 x 140 x 96 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130 205 x 185 x 130
2 2 2 2 4.6 4.6 4.6 4.6
2.2 2.2 2.2 2.2 4.9 4.9 4.9 4.9

400 x 300 x 200 400 x 300 x 200 400 x 300 x 200 400 x 300 x 200 600 x 400 x 200 600 x 400 x 200 600 x 400 x 200 600 x 400 x 200

Switch-disconnector selection
ComPact INV100 to 630 DC
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ComPact INV1600 switch-disconnector.
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ComPact INV2500 switch-disconnector.

ComPact INV switch-disconnectors
Number of poles
Electrical characteristics as defined by IEC 60947-1 / 60947-3 
and EN 60947-1 / 60947-3
Conventional thermal current (A) Ith at 60 °C
Conventional thermal current in enclosure Ithe at 60 °C
Rated insulation level (V) Ui AC 50/60 Hz
Impulse-withstand voltage (kV) Uimp
Rated operational voltage (V) Ue AC 50/60 Hz

DC
Rated operational voltage AC20 and DC20 (V) AC 50/60 Hz
Rated operational current (A) Ie Electrical DC

125 V (2P in series)
250 V (4P in series)

Rated duties Uninterrupted duty

Intermittent duty
Short-circuit making capacity (kA peak) Icm Min. (switch-disconnector alone)
Short-time withstand current (kA rms) Icw 0.5 s

0.8 s
1 s
3 s
20 s
30 s

Suitability for isolation

Mechanical
Electrical DC

125 V (2P)
250 V (4P)

Positive contact indication

Visible break

Degree of pollution
Upstream protection

[1] Suitable for 480 V NEMA.
[2] For vertical connection busbars only. For horizontal connection busbars, see derating charts 

Switch-disconnector selection
ComPact INV630b to 2500 DC
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Switch-disconnector selection
ComPact INV630b to 2500 DC

INV630b INV800 INV1000 INV1250 INV1600 INV2000 INV2500
3-4 3-4 3-4 3-4 3-4 3-4 3-4

630 800 1000 1250 1600 (2) 2000 2500
630 800 1000 1250 1600 (2) 2000 2500
1000 1000 1000 1000 1000 1000 1000
12 12 12 12 12 12 12
690 690 690 690 690 690 690
250 250 250 250 250 250 250
800 800 800 800 800 800 800
DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21B DC22B DC23B DC21B DC22B DC23B
630/2 630/2 630/2 800/2 800/2 800/2 1000/2 1000/2 1000/2 1250/2 1250/2 1250/2 1600/2 1600/2 1600/2 2000/2 2000/2 - 2500/2 2500/2 -
630/4 630/4 630/4 800/4 800/4 800/4 1000/4 1000/4 1000/4 1250/4 1250/4 1250/4 1600/4 1600/4 1600/4 2000/4 2000/4 - 2500/4 2500/4 -

Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 % Class 120 - 60 %
75 75 75 75 75 105 105
50 50 50 50 50 50 50
42 42 42 42 42 50 50
35 35 35 35 35 50 50
20 20 20 20 20 30 30
10 10 10 10 10 13 13
8 8 8 8 8 11 11

5000 3000 3000 3000 3000 3000 3000
DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23A DC21A DC22A DC23B DC21B DC22B DC23B DC21B DC22B DC23B
1000 1000 1000 500 500 500 500 500 500 500 500 500 500 500 500 100 100 - 100 100 -
1000 1000 1000 500 500 500 500 500 500 500 500 500 500 500 500 100 100 - 100 100 -

- -

3 3 3 3 3 3 3

- - - - - - -
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ComPact INV switch-disconnectors
Installation
Fixed, front connection

Fixed, rear connection

Connection
By cables To bare cable connectors
By cables with lugs Directly to terminals

To spreaders
To vertical-connection adapters via cable-lug adapters

Flat-facing bars Directly to terminals

To spreaders

Edgewise bars To vertical-connection adapters

Indication and measurement auxiliaries
Auxiliary contacts

Voltage-presence indicator
Current-transformer module
Ammeter module

Control, locking and interlocking
Control Direct front rotary handle

Extended front rotary handle

Direct lateral rotary handle
Extended lateral rotary handle

Locking By keylock

By padlocks

Interlocking By keylock

Mechanical
Complete source-changeover assembly

Installation and connection accessories
Bare cable connectors
Rear connectors
Terminal extensions

Spreaders

Terminal shrouds
Terminal shields

Interphase-barrier

Front panel escutcheons

Coupling accessories
Tightening torque for electrical connections (Nm)

Dimensions and weights
3 poles
4 poles

Approximate weight (kg) 3 poles
4 poles

Enclosure dimensions for Ithe

D
B4

31
73

6.
ep

s H x W x D (mm)

Switch-disconnector selection
ComPact INV630b to 2500 DC
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INV630b INV800 INV1000 INV1250 INV1600 INV2000 INV2500

- - - - - - -

- - - - - - -
- - - - -

- - - - - - -
- -

- -

- -

- - - - - - -
- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -
30 30 30 30 30 60 60

- - - - - - -
- - - - - - -

- - - - - - -
- - - - - - -

- - - - - - -
50 50 50 50 50 50 50

300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 300 x 340 x 146.5 440 x 347.5 x 227.5 440 x 347.5 x 227.5
300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 300 x 410 x 146.5 440 x 462.5 x 227.5 440 x 462.5 x 227.5
14 14 14 14 14 35 35
18 18 18 18 18 45 45

- - - - - - -

Switch-disconnector selection
ComPact INV630b to 2500 DC


