
RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

325   R

ECTC1516 16 100 60 6000
ECTC151650 16 50 96 4800
ECTC1520 20 100 52 5200
ECTC152050 20 50 66 3300
ECTC1525 25 50 60 3000
ECTC1532 32 25 64 1600
ECTC1540 40 25 40 1000

800

PALLETR   
R mm

  
m

 x 
R.    m

ECTC151625 16 25 198
ECTC152025 20 25 132
ECTC152525 25 25 99

ECTC1550 50 25 32

R   
R mm

  
m

 x 
R. 

ECTC151610 16 10 288
ECTC152010 20 10 216
ECTC152510 25 10 165

liable corrugated insulating conduits class.   blac   mt coils
R   

R mm
  
m

 x 
R. 

ECTC1516 16 100 60 6000
ECTC1520 20 100 52 5200
ECTC1525 25 50 60 3000

64 1600

liable corrugated insulating conduits class. - coloured 
Please add t e colour code to t e ite  code  VE  Green, B  W ite, BL  Blue, M  Brown, L  Violet 

PALLETR   
R mm

  
m

 x 
R. m

 RR      SERIESTC15
MAIN TECHNICAL FEATURES:

• aterial  s oc  resistant tec nopolymer  on  base, self extinguis ing   degree according to  standard.
• Resistance to flame propagation  self extinguis ing in less t an  seconds.
• Resistance to abnormal eat  up to  lo  ire est according to   standard .
• ompression resistance 750 N. • lassification  medium -3321 according to t e tandard EN 61386-1, EN 
61386-22. ailable it  dra  tape on re uest  add letter  to t e item code.

• ac ed in coils, rapped it  transparent plastic film. 
• oils on ooden pallet, rapped it  plastic film and plastic ood on t e top.
• ot free of micro oles.  ot suitable for li uid cement.

liable corrugated insulating conduits class. 3321 - blac
L= 

M = R

BL = 

B = 

VE = R

STANDARD

ECTC1532 32 25

liable corrugated insulating conduits class.   blac   mt coils 

Conduits a ailable wit  draw tape on re uest  Please add t e letter T  to t e ite  code
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ECTC1216 16 100 60 6000
ECTC121650 16 50 96 4800
ECTC1220 20 100 48 4800
ECTC122050 20 50 66 3300
ECTC1225 25 50 56 2800
ECTC1225100 25 100 36 3600
ECTC1232 32 25 64 1600
ECTC123250 32 50 36 1800
ECTC1240 40 25 40 1000
ECTC1250 50 25 32 800

PALLETR   
R mm

  
m

 x 
R. m

ECTC121625 16 25 165
ECTC122025 20 25 121
ECTC122525 25 25 90

liable corrugated insulating conduits class. 2221 - lig t grey - mt coils
R   

R mm
  
m

 x 
R.

ECTC121610 16 10 288
ECTC122010 20 10 216

154

liable corrugated insulating conduits class.   lig t grey  mt coils
R   

R mm
  
m

 x 
R.

ECTC122510 25 10

Conduits a ailable wit  draw tape on re uest  Please add t e letter T  to t e ite  code

RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

 RR    SERIESTC12
MAIN TECHNICAL FEATURES:
• aterial  s oc  resistant tec nopolymer  on  base,  self extinguis ing   degree according to  standard.
• Resistance to flame propagation  self extinguis ing in less t an  seconds.
• Resistance to abnormal eat  up to  lo  ire est according to   standard .
• ompression resistance   .  lassification  lig t  according to t e tandard   ,  .
• ailable it  dra  tape on re uest  add letter  to t e item code.
• ac ed in coils, rapped it  transparent plastic film. 
• oils on ooden pallet, rapped it  plastic film and plastic ood on t e top.
• ot free of micro oles.  ot suitable for li uid cement.

liable corrugated insulating conduits class.2221 - lig t grey

R RRAALL 77003355
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ECTC1816 16 100 60 6000
ECTC181650 16 50 96 4800
ECTC1820 20 100 48 4800
ECTC182050 20 50 66 3300
ECTC1825 25 50 56 2800
ECTC1825100 25 100 36 3600
ECTC1832 32 25 64 1600
ECTC183250 32 50 36 18 00
ECTC1840 40 25 40 1000
ECTC1850 50 25 32 800

PALLETR   
R mm

  
m

 x 
R. m

ECTC181625 16 25 165
ECTC182025 20 25 121
ECTC182525 25 25 90

liable corrugated insulating lubricated conduits class.     grey - mt coils
R   

R mm
  
m

 x 
R.

ECTC181610 16 10 288
ECTC182010 20 10 216

154

liable corrugated insulating lubricated conduits class.     grey  mt coils
R   

R mm
  
m

 x 
R.

ECTC182510 25 10

Conduits a ailable wit  draw tape on re uest  Please add t e letter T  to t e ite  code

-25° C

RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

 RR      SERIES TC18 (-25°C)
MAIN TECHNICAL FEATURES:
• aterial  s oc  resistant tec nopolymer  on  base,  self extinguis ing   degree according to  standard.
• Resistance to flame propagation  self extinguis ing in less t an  seconds.
• Resistance to abnormal eat  up to  lo  ire est according to   standard .
• ompression resistance   .  inimum nstallation temperature  .
• lassification  medium  according to t e tandard   ,  .
• ailable it  dra  tape on re uest  add letter  to t e item code.
• ac ed in coils, rapped it  transparent plastic film.  oils on ooden pallet, rapped it  plastic film and plastic ood on 

t e top.  ot free of micro oles.  ot suitable for li uid cement.

liable corrugated insulating lubricated conduits class. 3341 (-25° C) - grey

R RAL 7031

 LUBRICATED
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ECTP1216 16 100 70 7000
ECTP1220 20 100 50 5000
ECTP1225 25 50 60 3000
ECTP1232 32 25 64 1600
ECTP1240 40 25 40 1000
ECTP1250 50 25 32 800

liable corrugated self reco ering lubricated conduits class. 2232 - orange
PALLETR   

R mm
  
m

 x 
R. m

ECTP1516 16 100 70 7000
ECTP1520 20 100 50 5000
ECTP1525 25 50 60 3000
ECTP1532 32 25 64 1600
ECTP1540 40 25 40 1000
ECTP1550 50 25 32 800

liable corrugated self reco ering lubricated conduits class.   orange
PALLETR   

R mm
  
m

 x 
R. m

STRENGTHS OF POLYPROPYLENE CONDUITS
• ree of micro oles, t is guarantees maximum internal cleaning.
• uitable for floor systems it  li uid cement.
• o not undergo permanent deformation due to crus ing and reco er at least 

 of t e initial diameter.
• lastic  in case of impact ill not be damaged, do not re uire concrete 

protecti e co er during t e installation on site.
• Resistance to ig  temperatures, up to   , ma es t em ideal for reinforced 

concrete casting.
• o  emission of opa ue fumes and lo  toxicity ma e t em preferable in 

public and pri ate facilities ere t e safety of people and t ings is of utmost 
importance. 

ECTP2016 16 100 70 7000
ECTP2020 20 100 50 5000
ECTP2025 25 50 60 3000
ECTP2032 32 25 64 1600
ECTP2040 40 25 40 1000
ECTP2050 50 25 32 800

liable corrugated self reco ering lubricated conduits class. 2332 - blac - LSZH
PALLETR   

R mm
  
m

 x 
R. m

+90°C+90°C

STANDARD

Conduits a ailable wit  draw tape on re uest  Please add t e letter T  to t e ite  code

RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

 RR  R R      SERIESTP
MAIN TECHNICAL FEATURES:

• aterial  s oc  resistant self reco ering tec nopolymer on  base.
• aterial  alogen free tec nopolymer according  to  ,  ,  ,  .
• o  mo e according to  ,  .
• ompression resistance     .  nstallation temperature min    , max  .
• lassification  lig t  , medium  according to t e tandard   ,  .
• ailable it  dra  tape on re uest  add letter  to t e item code.
• ac ed in coils, rapped it  transparent plastic film.
• oils on ooden pallet, rapped it  plastic film and plastic ood on t e top. 
• ree of micro oles.  uitable for li uid cement. 

R RAL 2004 LUBRICATED

  



32N   N  

T E T E E C IT
• ee  - le   u ee  u  e l le
• u ble  l  e   l u  e e
•   u e  e e  e  ue  u   e e   le  0   

e l e e
• l   e   ll  be e    e u e e e e e 

e  u  e ll   e
• e e   e e u e  u   0   e  e  e l  e e  

e e 
•  e   ue u e   l   e e  e e ble  ubl   

e l e  e e e e   e le     u  e

ECICTA16 16 100 70 7000
ECICTA20 20 100 50 5000
ECICTA25 25 100 36 3600
ECICTA32 32 50 36 1800
ECICTA40 40 25 40 1000
ECICTA50 50 25 32 800

PALLETN  N N  
 

 N    
N m

ECICTA16HF 16 100 70 7000
ECICTA20HF 20 100 50 5000
ECICTA25HF 25 100 36 3600
ECICTA32HF 32 50 36 1800
ECICTA40HF 40 25 40 1000
ECICTA50HF 50 25 32 800

 l e  ee - l ble u e  el -e u  -lub e  u  
l 3422 g e - LSZH

PALLETN  N N  
 

 N    
N m

+90°C+90°C

SERIE  LSZH

I I C ATE I A E I E C IT

  - N N -  N   SERIE  ICTA
AI TEC ICA EAT E :

• e l   e  el  e e  e l e    b e
• e l  l e  ee e l e     N 02 -2-1  N 02 -1-2  N 0 4-1  N 0 4-2
•  e   N 1034-1  N 1034-2
• e e  l e  el -e u   le   30 e
• e e  b l e  u   0  l  e e     0 -2-11 
•  e    e • e  e e  750 N. ll  e e u e  -    0  
• l  e u  -3422   e   N 13 -1  N 13 -22
• e   l  e   e  l  l  - l   e  lle  e   l  l   

l    e   - ee  - le   u ble  l u  e e  

l ble u e  el -e u  -lub e  u  l  3422 - g e

RAL 7037

ICAT
E
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C T

ECICTA16K 16 100 70 7000
ECICTA20K 20 100 50 5000
ECICTA25K 25 100 36 3600
ECICTA32K 32 50 36 1800
ECICTA40K 40 25 40 1000
ECICTA50K 50 25 32 800

PALLETN  N N  
 

 N    
N m

1000N l ble u e  el -e u  -lub e  u  l  3422 - blue

ECICTAK
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ECICTA163G15U 16 3G1,5 100 28 2800

ECICTA164G15U 16 4G1,5 100 28 2800

ECICTA165G15U 16 5G1,5 100 28 2800

ECICTA163G25U 16 3G2,5 100 28 2800

ECICTA165G25U 16 5G2,5 100 28 2800

ECICTA205G25U 20 5G2,5 100 24 2400

re ired H07V-U
PALLETR   

R mm R R  
m

 x 
R. m

ECICTA163G15R 16 3G1,5 100 28 2800

ECICTA164G15R 16 4G1,5 100 28 2800

ECICTA165G15R 16 5G1,5 100 28 2800

ECICTA163G25R 16 3G2,5 100 28 2800

20 5G2,5 100 24 2400

alogen free  liable corrugated self extinguis ing lubricated conduits class. 
re ired H07V-R

PALLETR   
R mm R R

  
m

 x 
R. m

ECICTA205G25R 

+90°C+90°C

RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

 RR  R   SERIES ICTA
MAIN TECHNICAL FEATURES:

• aterial  s oc  resistant self reco ering tec nopolymer on  base.
• Resistance to flame propagation  self extinguis ing in less t an  seconds.
• Resistance to abnormal eat  up to  lo  ire est according to   standard .
• o  emission of toxic gasses conduit .  ompression resistance   .
• nstallation temperature min  , max  .
• lassification  medium  according to t e tandard   ,  .
• ac ed in coils, rapped it  transparent plastic film.
• oils on ooden pallet, rapped it  plastic film and plastic ood on t e top.
• ree of micro oles.  uitable for li uid cement. 

alogen free liable corrugated self extinguis ing lubricated conduits class.

R RAL 7037

Ot er wirings on re uest
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ECGFE08 ECGFE08N 8 12,4 30 69 2070
ECGFE10 ECGFE10N 10 14,6 30 60 1800
ECGFE12 ECGFE12N 12 16,2 30 60 1800
ECGFE14 ECGFE14N 14 18,2 30 48 1440
ECGFE16 ECGFE16N 16 20,2 30 36 1080
ECGFE20 ECGFE20N 20 24,2 30 36 1080
ECGFE22 ECGFE22N 22 26,3 30 24 720
ECGFE25 ECGFE25N 25 29,6 30 20 600
ECGFE28 ECGFE28N 28 33,0 30 16 480
ECGFE32 ECGFE32N 32 37,2 30 16 480
ECGFE35 ECGFE35N 35 40,2 30 16 480
ECGFE40 ECGFE40N 40 45,3 30 12 360
ECGFE50 ECGFE50N 50 56,0 30 6 180
ECGFE60 ECGFE60N 60 66,4 30 4 120

  
m

 x 
R.

PALLET
R   

R   
R mm

R   
R mm m

       RIGID, CORRUGATED, SPIRAL FLEXIBLE CONDUITS

R      SERIES GFE
MAIN TECHNICAL FEATURES:

• aterial  for t e internal spiral rigid anti s oc  t ermoplastic material on  base  for t e 
external coating soft t ermoplastic material on  base  rays resistant.

• Resistance to flame propagation  self extinguis ing in less t an  seconds.
• Resistance to abnormal eat  up to  lo  ire est according to   

standard .
• ompression resistance   .
• nstallation temperature  operating temperature    .
• nstallation temperature  operating temperature    .
• lassification  lig t  according to t e tandard  ,  ,  .
• ac ed in coils, rapped it  transparent plastic film.
• oils on ooden pallet, rapped it  plastic film and plastic ood on t e top.

R RAL 7035




