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GENERAL NOTES ALGEMENE NOTAS

COPYRIGHT RESERVED KOPIEREG VOORBEHOU

ALL MEASUREMENTS AND ALLE MATES EN HOOGTES MOET
HEIGHTS HAVE TO BE VOORAF OP DIE TERREIN
CONTROLLED AND WHERE GEKONTROLEER WORD EN INDIEN
APPLICABLE ADAPTED TO VAN TOEPASSING BY BESTAANDE

EXISTING BUILDINGS, PRIOR TO BOUWERK AANGEPAS WORD.
COMMENCEMENT OF ANY WORK.

ANY INDISTINCTNESS OR ENIGE ONDUIDELIKHEID OF

CONTRADICTION HAS TO BE TEENSTRYDIGHEID MOET

DISCUSSED WITH THE ARCHITECT ONMIDDELIK MET DIE ARGITEK

IMMEDIATELY. BESPREEK WORD.

NO DRAWINGS ARE TO BE GEEN TEKENING MAG GESKAAL

SCALED. WORD NIE.

THE CONTRACTOR MUST HAVE A DIE KONTRAKTEUR MOET °'N

FULL SET OF DRAWINGS ON SITE VOLLEDIGE STEL TEKENINGE QP

DURING CONSTRUCTION. DIE TERREIN BESKIKBAAR HE.

ALL DIMENSIONS AS INDICATED ALLE MATES SO0S OP PLAN

ON PLAN ARE TO BE SET QUT ON A AANGEDUI MOET OP 'N

LEVEL HORIZONTAL PLANE. HORISONTALE  WATERPASVLAK
UITGESIT WORD.

THE CONTRACTOR IS DIE KONTRAKTEUR IS

RESPONSIBLE FOR CORRECT VERANTWOORDELIK VIR DIE

SETTING OUT OF BUILDINGS ON KORREKTE UITLEG VAN DIE

THE SITE. WITH PARTICULAR GEBOU OP DIE TERREIN VERAL

REFERENCE TO SITE TEN QPSIGTE VAN DIE ERFGRENS

BOUNDARIES AND BUILDING EN BOULYNE.

LINES.

THE CONTRACTOR IS TQ BUILD IN DIE KONTRAKTEUR IS

SABS APPROVED D.P.C.S VERANTWOORDELIK VIR

WHETHER OR NOT THESE ARE GOEDGEKEURDE VWL'e IN ALLE

SHOWN ON DRAWINGS. TO ALL BUITEMURE BY ALLE VLOERE,

EXTERNAL WALLS AT EACH BALKE QOF

FLOOR, BEAM OR PARAPET LEVEL BORSWERINGSMUURVLAKKE,

AND TO ALL WINDOWS, DOORS, VENSTERS, DEURE, ROOSTERS EN

GRILLES OR OTHER OPENINGS IN ANDER OPENINGE IN BUITEMURE,

EXTERNAL WALLS. CAVITY WALLS ONGEAG DIT OP TEKENINGE

TO HAVE STEPPED D.P.C'S. AANGETOON WORD AL DAN_NIE.
SPOUMURE MOET VERSTAPTE
WL'e KRY.

QUALITY OF ALL MATERIALS AND KWALITEIT VAN ALLE MATERIAAL

WORKMANSHIP TO COMPLY WITH EN VAKMANSKAP SAL

THE RELEVANT SABS OOREENSTEM MET DIE

SPECIFICATION. TOEPASLIKE SABS SPESIFIKASIE.

NB: ALL NEW EXTERNAL WALLS TO BE
250mm CAVITY WALLS WITH BITUMEN
PAINT TO INSIDE LEAF, AS
WATERPROOFING

NEW LOUNGE IS OVER EXISITNG
STOEP FOOTPRINT, CHECK
DIMENSIONS

NEW STAIR FROM LOUNGE: FROM FLOOR
LEVEL TO LANDING IS =170mm THUS 14
STEPS AT 165mm RISER AND 270mm
TREAD

STANDARD TYRE FILLED WITH COMPACTED
CEMENT STABILIZED EARTH
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CEILING LIGHT

WALL MOUNTED EXTERNAL LIGHT

SINGLE LEVER LIGHT SWITCH

WALL SOCKET WITH HEIGHT ABOVE FFL

REVISIONS WYSIGINGS
WYSIG.  [DATUM | PAR. BESKRYWING
REVS. DATE SIGN. DESCRIPTION

WVERSTER

M. ARCH. P. (UFS) SAIA SACAH
wverster1@gmail.com
cell: 084 77 11 428
tel: 051 436 0699
P.0. BOX 43292
HEUWELSIG

9332
BLOEMFONTEIN

NEW GATE

Service

NEW RESIDENCE FOR ITUMELENG MPHOMELA
AND QALA PHELANG TALA

Diens

ERF NR 39283 MANGAUNG

FREEDOM PARK BLOEMFONTEIN
DRAWING TEKENING
DESCRIPTION BESKRYWING

SITE PLAN WINDOW SCHEDULE
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SITE PLAN
SCALE 1:100
DOOR AND WINDOW SCHEDULE
CODE Q DESCRIPTION SIZE
STANDARD SOLID CORE TIMBER DOOR.
D1 4| EXTERIOR DOORS VARNISHED 900mm x 2100mm
SALVAGED STEEL FRAME WINDOW WITH
V1 0 | STANDARD CLEAR GLAZING SIDE HUNG 1200mm x 1200mm
V1 V2 N V2 | 2| Swionmo clews cuazne SO HNG 1200mm x 1500mm
. o V3|1 [ e et | 1200mm x 900mm
iy D1 SALVAGED STEEL FRAME WINDOW WITH
FRAVE WINDOW V4 T | STANDARD CLEAR GLAZING TOP HUNG 600mm x 600mm
V3

AREA SCHEDULE

CLIMATIC ZONE 1

TOTAL SITE AREA 300.88m2
EXISTING STRUCTURE AREA

PROPOSED NEW RESIDENCE AREA 81.22m2
TOTAL COVERAGE

TOTAL AREA OF GLAZING 13.32m2
% OF GLAZING TO TOTAL FLOOR AREA 16.39%

NAME DATE
NAAM DATUM
DESIGNED
QALA PHEUNG TLA| o, 0 1
ONTWERP
DRAWN
W. VERSTER 2014-01-19
GETEKEN
OWNER
EIENAAR
SCALE :
SKAAL : 1:100 AND AS INDICATED
APPROVED :
GOEDGEKEUR :
DAWG. NR :

TEK. NO : 001_QPT_NEW




