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ElectroShade Motor Comparison

iQ2-AC  
Key Characteristics
Power  

- AC, multiple connector options

Control

- Network: MechoNet, RJ45

- Dry Contact: RJ45

Min/Max Shade Size

- Brackets:  EL1/2, EL3 Custom

- Tubes:  2.2+, 3”, 3.5”, more

Tools

- Handheld Programmer (Limits)

- Computer - MPS (Addr, Config)

- Dealer App (All – if avail)

iQ2-DC  
Key Characteristics
Power  

- DC, terminal block

Control

- Network: MechoNet

- Dry Contact: RJ45

Min/Max Shade Size

- Brackets:  EL1/2, EL3 Custom

- Tubes:  2.2+, 3”, 3.5”, more

Tools

- Handheld Programmer (Limits)

- Computer - MPS (Addr, Config)

- Dealer App (All – if avail)

iQ3-DC MechoNet  
Key Characteristics
Power  

- DC, terminal block

Control

- Network: MechoNet

- Dry Contact: NO

Min/Max Shade Size

- Brackets:  EL3, EL1/2

- Tubes:  1.79”, 2.2+, 3”, 3.5”, more

Tools

- Computer - MPS (Addr, Config)

iQ3-DC RF  
Key Characteristics
Power  

- DC, terminal block

Control

- Network RF: MechoNet  
  Wireless

- Network: MechoNet

- Dry Contact: NO

Min/Max Shade Size

- Brackets:  EL3, EL1/2

- Tubes:  1.79”, 2.2+, 3”, 3.5”, more

Tools

-Computer - MPS (Addr, Config)

- Dealer App (All – if avail)


