What fire does not destroy, it hardens.
Oscar Wilde



LAVA Board

Additonal Safety for Interiors

Our LAVA Board has a Class A fire rating. It guarantees to
protect your interiors from one of nature's most destructive
elements.

In addition to LAVA Board's certified safety feature, our
collection emphasizes sleek, practical, and contemporary
design. Our non-combustible, fireproof wall panel is the
perfect solution for those spaces that need it most: hospitals,
schools, restaurants, and more.

A wise man would never underestimate the power of Mother
Nature.

Fire Protection Properties m Very Low Levels o Swelling Properties

Formats up to 1200%2400mm 4.5mm Thickness
Pt 1200 x3020mm 8.0mm Thickness

Freedom




Reed Sulti Oak
WO0022B RW



Sankei Cedar
WO0058A DW




Kanto Cedar
WO0058B RW




Satra Blanc
WO0O068A VF



Austin Natural Ash
WO0069A RW



Espresso Ash
WO0076 RW



Frisco Eucalyptus
Wo0083 IV

PoliLam



Jek Sexton Ash
WO0O084A IV



Amal Sexton Ash
WO0084B RW



Elixir Davente
S0003A SU
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Soul Ystad Terrazzo
S0010B PS




Gai Harlow
S0007A SY




Lapid Terrazzo Moda
S0015CPS




Bea Rosig
$0029C TX



Stoni Merced
S0030A PS




Euphori Merced
S0030B PS




Kahlani
S0033 SU



ia Weave
FO005 FM
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Fustian Yale
FO007B FM




Carbon Pave
L0024A SU




