Eos Nausicaa Aether

Nm. 13000 Nm. 5500 Nm. 23000
84% Cashmere, 16% Nylon 93% Cashmere, 7% Nylon 95% Cashmere, 5% Nylon

IMPIEGO: finezza 12. APPLICATION: 12 gauge. IMPIEGO: finezza 7. APPLICATION: 7 gauge.

SOLIDITA
Rispondenti alle norme AWI-WOOLMARK.

Per maglieria rigata richiedere solidita specifica. Alcuni colori richiedono I'uilizzo di componente offico, perfanto possono presentare una ridotta soliditar alla luce.

MINIMI PER COLORE
Colori Kg 1 senza supplemento
COLORI A CAMPIONE UNITI vasche oftimali: Kg 3 - 5 - 10 - 20 con supplemento.
COLORI A CAMPIONE MELANGE quantita ofiimali: da Kg 100 con supplemento.

FINISSAGGIO
Lavaggio a secco, oppure in acqua a 30° C dopo aver effettuato un accurato prestiro.
Centrifuga delicata ed asciugatura a temperatura non elevata. 40,/50° C max. Pressatura finale e risfiro manuale del capo.
£ necessario effetiuare prove specifiche sui propri capi, poiche il risuliato finale viene sensibilmente influenzato dal tipo di macchina utilizzata e dalla fitezza maglia adottata.

E disponibile, su richiesta, una scheda tecnica dell'arficolo con le relafive istruzioni.

Questi filati sono conformi agli standard contemplati dai regolamenti REACH e GB18401

COLOR FASTNESS
AWI-WOOLMARK standards.

For striping please ask for special colours fasiness. Some of the colours contain optic, dyes stuff and may have low fastness to light.

MINIMUMS PER COLOR
Colours Kg. 1 without surcharge.
CLENT'S OWN SOLID COLORS optimal dye/batches: Kgs 3 - 5 - 10 - 20 with surcharge.
CLENT'S OWN MELANGE COLORS optimal quantity: from Kgs 100 with surcharge.

FINISHING
Dry cleaning, or soft wet cleaning at low temperature 30° C after making a careful pressing with steam before washing.
Dry at low temperature 40,/50° C max. Press again strongly with steam, and the iron.
Itis necessary to make specific trials on own knits, as the final result always depends on type of kniting machine used and stitch density.

A technical data sheet with all the related insfructions is available on request.

These yarns comply the REACH and GB18401 regulation quality standards

Infernational symbols: OEKO-TEX® REACH
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IMPIEGO: finezza 14. APPLICATION: 14 gauge.
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colori con ridotta solidita alla luce
colors with low fastness to light
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