
Key Benefits

Corinex AMI Coupler
As part of our Broadband over Power Line (BPL) end-to-
end solution, the Corinex AMI Coupler collects data from 
numerous smart meters and IOT devices, and passes the 
collected data to a Concentrator, which then sends it to a 
centralized management system. It provides secure, near 
real-time communication over utility customers’ existing 
electric infrastructure. The best-in-class of standard 
G.hn products in the industry. It has high resilience, 
noise immunity and reliable performance supported by 
advanced design with over 265 components.
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• Corinex BPL’s superior communication performance 
& voltage sensing capability 

• Improved frequency modulation over competing 
technologies 

• Promotes network ownership and gives control back 
to utilities 

• A proven and tested solution that reduces 
deployment risks 

• Fully automated network deployment. Zero-touch 
network maintenance technology 
 

• Low cost, inter-operable and future-proof solution 

• Unification of data from all smart meters and IoT 
devices in the network
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Technical Specifications
CXP-UFSGX

5W
135mm x 105mm x 32mm
400 grams
Screw mount or cable tie
Plastic (PC), IP65
CE and CE Mark, Class II
0% to 90% non-condensing
-40C to +70C
DIN EN 6100
DIN 60950-1, V-1
G.hn-BPL (ITU-T- G9960)
Up to 400Mbps on physical layer
Optional: 10/100 Mbps 
Autosensing and Auto MDX

AC Port for BPL Coupling
2 - 50 MHz
N/A

16
1024

3-Phase (4-wire)
@ 50/60Hz
90-300V (Line to Neutral)
Max. 520V (Line to Line)

Power Input

Power Consumption
Dimensions
Weight
Mounting
Enclosure
Safety and EMI
Operating Humidity
Operating Temperature
Noise Immunity
Fire Class
PLC Standard
Backbone Speed
Ethernet Interface

PLC Interface
Frequency Range
Signal Insertion Loss

MAC Address
Max VLAN/OVLAN Tags

Electrical

Mechanical

Environmental

Communication Voltage Sensing 90 - 300V

<1V

Phase A, B, C
± 1% (within 
Voltage Range)

On demand: 
1 secs

Every 5 secs
4500 Samples
Every 1 secs

Measurement 
Range

Voltage Reading 
Resolution

Measurement 
Accuracy

Sensor Sampling 
Frequency

Measurement Point

Response Speed

Sensor Measurement

Corinex AMI Coupler

IPv4/v6 Dual Stack - SNMPv3 with 
TLS 1.2 - FTP - 3DES/AES 128bit - 
SSH - DHCP - RADIUS - TACACS+ 
- IEEE 802.1p - IEEE 802.1q - IGMP 
- NTP - TCP/IP - UDP
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Corinex AMI Coupler

Corinex GridValue
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Corinex AMI CLMS100
Corinex AMI CLMS300

SCHEMATIC DRAWINGS NOT TO SCALELABORATORY SPECIFICATIONS | ACTUAL TRANSMISSION SPEEDS MAY 
DIFFER DUE TO ENVIRONMENTAL CONDITIONS

Model No.

Supporting Protocols
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Data Concentrators

Data Collectors

Network ManagementAs part of our Broadband over Power Line (BPL) end-to-
end solution, the Corinex AMI Coupler collects data from 
numerous smart meters and IOT devices, and passes the 
collected data to a Concentrator, which then sends it to a 
centralized management system. It provides secure, near 
real-time communication over utility customers’ existing 
electric infrastructure. The best-in-class of standard 
G.hn products in the industry. It has high resilience, 
noise immunity and reliable performance supported by 
advanced design with over 265 components.


