
Siena Nylon Carpet Specifications: FREE FORM, FOUNDATION & ABSTRACT TILE

Style Name Free Form, Foundation & Abstract Tile
Style Number 26, 27, 28

SPECIFICATIONS
Construction Tufted

Yarn Content 100% Solution-Dyed Nylon

Dye Method Solution Dyed

Machine Gauge 1/10"

Stitch Count 11 S.P.I

Yarn Weight Tufted 32oz/yd2

Pile Height .219" (Average)

Total Thickness 5/16" (Approx.)

Primary Backing 100% Synthetic 

Secondary Backing
High Performance Vinyl Composite (Non-Ortho 
Phthalate)

Size 24" x 24" Standard, 12" x 48" Available (250 yd2 min.)

Packaging 18 tiles per carton (8 yd2)

Special Technology Stain and Soil Release Technology

PERFORMANCE

Static Control Less than 3.5 K.V. 

Flame Resistance Passes (DOC FF-1-70)

Flooring Radiant Panel Class 1 (ASTM E-648)

Smoke Density Less than 450 (ASTM E-662)

Soil Resistance Commercial Anti-Soil Protection

Stain Resistance Commercial Stain Protection

CRI Green Label Plus Approved

WARRANTIES

Limited Warranty Limited Lifetime Warranty
RECOMMENDED INSTALLATION(S)

1/4 Turn, Brick, Ashlar, Ashlar Horizontal
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