LUCET

Lideres Mundiales en luminacion y Energia Sustentable

Goldesn Win3

GARANTIA 2 ANOS/GARANTY 2 YEARS

LAMPARA MINERA LIFEPO4 / CORDLESS LAMP LIFEPO4

o MODELO/MODEL WIN3 K5-DS

BATERIA / BATTERY

Tipo De Bateria/ Battery LiFe PO4

PESO Bateria/Battery Weight 860 grs

PESO Total / Total Weight 650 grs i

Indicador de Carga/ Charging Indicator @

Voltaje/ Voltage 50v ﬂ
Proteccion Contra Bajas de Voltaje / Overcharging Protection © ¥ ;

Tiempo de Carga/ Charging Time 10 hrs Laf. : *‘
(iclos de Vida Bateria/ Battery Life Cycles 1200

Test de Impacto a 6 ms/ ( Impact Test (6 mts) @)

Certificacion ROHS/ROHS Certification 9)

Certificacion CE/CF Certification @)

LUMINOSIDAD / LUMINOSITY

Tipo De Led/Led Type CREE CHIP

CRI' Cumple normativa evitar encandilomiento y dafio a la vista/ Color Rendering Index >80

Meet health eyes request

Autonomia Luz Principal / Primary Led Autonomy 32 hr

Autonomia Luz Secudaria/Secondary Led Autonomy 120 hr

Luz de Advertencia Trasera Back Light/ Warning Back Light @

Luxes/Luxes 8500 Ix/26h

Luxes Constantes durante fodo el tumo,/ Constant Luxes @

Radiacion Optica Adecuada a la vista / Optical Radiation in health level @)

Temperatura del Color/ Color Temperature 5500k-6500k @
CARACTERISTICAS GENERALES e

Grado de Profeccion IP/Ingress Protection P48 60079-35-1

Temperatura de Operacion/ Operating Temperature 0°Cto 40°C
Temperatura de Almacenaje/Storage Temperature 0°Cto 40°C
Libre de Servicio Durante 2 Afios/Manteinance Free for 2 years

@
Repuestos/Spare Parts Available @ ECEX TS 160035
Anti-explosion Anti-chispa /Anti-Spark- Anti Explosion @) Interte
Antiflama/ Fire Retardant @)
Infegracion Con Sistemas De Tracking Rfid-wifi/ Tag Ready System @ Valued Quality. Delivered
Antifloma,/Anti Flame @ C € RoHS
Antiripping (Interferencias) /Anti - Tripping @) Ny, Comeliant
ISO 9001:2008
SANS 1438 | Exia | /IICT4
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