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- 	 Continuous CO Measurement

- 	 Instrument calculates TWA continuously	

- 	 Data Logging with USB Downloading 	

- 	 Exposure flag - LED indication for exposure event

- 	 Internal Coin Cell Battery

- 	 1 year Battery Life – Exposure Dependant

- 	 Fixes to Cap Lamp Cable (Or Pocket Clip)

- 	 Rugged Design & IS approved

- 	 Low Cost

-	 Bump test station

-	 Wearable options: crocodile clip or

	 Tamper proof clip for caplamp cables.

-	 Full maintenance options available

- 	 Allows configuration of logging interval 

- 	 Allows configuration of 3 alarm settings

- 	 Serial number is factory assigned and

	 can not be changed

- 	 Allows for downloading of all logged 

	 information in CSV format

- 	 Exposure flag is reset when instrument

	 is downloaded

USB CONFIGURATION & DOWNLOADING SOFTWARE

CO WARNING 
DEVICE
Low Cost CO Exposure Management 
with Downloadable Warning Device 

COLOUR CODED ALARM INDICATION

- 	 Green – Safe, Yellow – 1st Alarm, Red – 2nd Alarm, 

	 Purple – TWA Alarm 

- 	 Audible Warning for 2nd Alarm and TWA


