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LAMPARA INALAMBRICA / CORDLESS CAP LAMP

o

MODELO AXTINTELLIGENCE

ESPECIFICACIONES TECNICAS / TECHNICAL SPECIFICATIONS

Tipo de Bateria / Battery Type Li-lon

Vida Util Bateria / Battery Life Spam 1.000 hrs

Rango de Capacidad / Capacity Range 2200 mAh (ATEX approved)
Voltaje / Voltage 5,0V

Peso Total / Total Weight 180 gr

Tiempo de Carga / Charging Time 3-5hrs

Tipo de LED / LED Type Cree Chip + Expansor Lens
Limenes / Luxes 4.000-7.500 |m
Vida Util LED / Life Spam LED 10.000 hrs
Autonomia Luz Principal / Primary LED Autonomy 11 hrs
Autonomia Luz Secundaria / Secondary LED Autonomy 18 hrs

Luxes Constantes / Constant Luxes

Proteccion Conira Bajas de Voliaje / Overcharging Protection

Radiacion Optica Adecuada a la Vista / Optical Radiation in

Health Level

Antiflama / Fire Retardant

Anti-explosion Anti-chispa / Anti-Spark- Anti Explosion

Anti-tripping (Interferencias) / Anti - Tripping

Libre de Servicio Durante 2 Afios / Manteinance Free for 2 years

QA A 90

Repuestos Disponibles / Spare Parts Available

HEAD OFFICE - CHINA AUSTRALIA
m@win3worldwide.com au@uwin3worldwide.com
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NEW ZELAND TURKEY

nzl@win3worldwide.com tr@win3worldwide.com

GARANTIA 2 ANOS / 2 YEARS WARRANTY

C € RoHS

Compliant
0359
1ISO 9001:2008
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