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796mm
31.34in

336mm
13.23in

847mm
33.33in

392mm
15.45in

1.5mm
R0.06in typ.

corner radius

28mm
1.09in

black masking

23mm
0.92in

black masking

71mm
2.81in

A

830mm
32.68in

376mm
14.81in

8mm
0.32in

9.5mm
0.37in*

1.25 maximum 
material 

thickness
(using optional 

clamping 
brackets)

81mm
3.20in

27mm
1.06inglass/sensor

clamping 
bracket 
(optional)

DETAIL A
SCALE 1 : 2

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.
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200mm
15.75in
VESA

pattern
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4
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0
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7m

m

7.
70
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19

6m
m

1.0
1in

12
.12

in
30

8m
m

audio (x2)

display
control

300mm
11.81in

VESA pattern

M8 threaded VESA 
pattern (do not 
penetrate beyond 
12mm past backplate)

ventilation (x2)

16
.6

7i
n

4
24

m
m

4
23

m
m

16
.6

6i
n

0mm
0in

30mm
1.19in

111mm
4.38in

1.19in

196mm
7.73in

196mm
7.73in

111mm
4.38in

30mm

119mm
4.69in

82mm
3.23in

882mm
34.71in

with clamping brackets

427mm
16.82in



587mm
23.13in

990mm
38.99in

1.5mm
R0.06in  typ.

corner radius

944mm
37.15in

532mm
20.94in

28mm
1.09in

black masking

23mm
0.92in

black masking

A

571mm
22.49in

8mm
0.32in

9.5mm
0.37in *

32
1.25  maximum

material
thickness

(using optional
clamping brackets)

81mm
3.20in

27mm
1.06in

DETAIL A
SCALE 1 : 2

glass/sensor

clamping bracket
(optional)

974mm
38.36in

71mm
2.81in

A

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.
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109mm
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m
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1in

audio (x2)

ventilation

M8 threaded
VESA pattern
(do not penetrate
beyond 12mm
past backplate)

display control

1044mm
41.11in

641mm
25.24in

with clamping brackets
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1153mm
45.39in

684mm
26.93in

1.5mm
R0.06in  typ.

corner radius

1078mm
42.43in

608mm
23.94in

38mm
1.50in

black masking

36mm
1.41in

black masking

669mm
26.33in

1137mm
44.76in

A

8mm
0.32in

9.5mm
0.37in *

32
1.25  maximum

material thickness
(using optional

clamping brackets)

81mm
3.20in

27mm
1.06in

DETAIL A
SCALE 1 : 2

glass/sensor

clamping bracket
(optional)

1137mm
44.76in

71mm
2.81inA

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.
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400mm
15.75in

VESA pattern

400mm
15.75in
VESA

pattern

0mm
0in

177mm
6.97in

222mm
8.73in
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M8 threaded VESA 
pattern (do not 
penetrate beyond 
12mm past backplate)

display control

audio (x2)

1207mm
47.51in

739mm
29.08in

with clamping brackets
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744mm
29.29in

1274mm
50.16in

1.5mm
R0.06in

corner radius

1212mm
47.71in

683mm
26.88in

31mm
1.22in

black masking
(all around)

728mm
28.66in

1258mm
49.52in

71mm
2.81in

A

9.5mm
0.37in *8mm

0.32in

32
1.25  maximum

material thickness
(using optional

clamping brackets)

81mm
3.20in

27mm
1.06in

DETAIL A
SCALE 1 : 2

clamping bracket
(optional)

glass/sensor

1258mm
49.52in

71mm
2.81in

A

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.
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10.65in

372mm
14.65in

372mm
14.65in

M8 threaded
VESA pattern
(do not penetrate
beyond 12mm
past backplate)

audio (x2)

display
control

ventilation (x2)

1328mm
52.27in
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31.41in

with clamping brackets
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1521mm
59.90in

896mm
35.29in

1.5mm
R0.06in  typ.

corner radius

1429mm
56.28in

804mm
31.67in

46mm
1.81in

black masking
(all around)

880mm
34.65in

1505mm
59.26in

71mm
2.81in

A

9.5mm
0.37in *

32
1.25  maximum

material thickness
(using optional

clamping brackets)8mm
0.32in

81mm
3.20in

27mm
1.06in

DETAIL A
SCALE 1 : 2

clamping bracket
(optional)

sensor/glass

1505mm
59.26in

71mm
2.81in

A

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.
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23.62in

VESA pattern
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M8 threaded 
VESA pattern
(do not penetrate 
beyond 12mm 
past backplate)

ventilation (x2)

audio (x2)

display
control

1575mm
62.01in

950mm
37.40in

with clamping brackets
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1995mm
78.54in

1166mm
45.91in

1.5mm
R0.06in  typ.

corner radius

1896mm
74.65in

1067mm
42.01in

50mm
1.95in

black masking
all around

1150mm
45.27in

73mm
2.87in

1979mm
77.91in

A

DETAIL A
SCALE 2 : 15

73mm
2.87in

1979mm
77.91in

A

38mm
1.49in  maximum

material thickness
(using optional

clamping brackets)
8mm
0.32in

11mm
0.44in *

83mm
3.26in

27mm
1.06in

DETAIL A
SCALE 1 : 2

*It is recommended to measure the actual
unit being installed if possible, as the foam
adhesive used can vary slightly in
compression.

clamping bracket
(optional)

glass/sensor
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400mm
15.75in

800mm
31.50in

VESA pattern
(+400mm, 600mm)
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M8 threaded VESA pattern 
(do not penetrate beyond 
12mm past backplate)

ventilation (x4)

display control
audio (x2)

2049mm
80.66in

1220mm
48.02in

with clamping brackets
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