
Kitchen Ventilation
Controller (KVM)

Features:
• Onboard supply fan and extract fan speed controllers
   (up to 8 amps)

• In built fan current sensors
  (terminals available for the use of air pressure switches if desired)

• Comprehensive fan, fire & emergency stop status indication

• Fan speed PCB is seperate to the interlock PCB  

• On board emergency stop button

• Clearly-marked terminals for easy installation

• Fire alarm interlock
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Kitchen Ventilation Controller (KVM)
The KVM-SF is a fully integrated controller capable of directly driving single phase fans up to 8 amps, it also provides a built in current sensing 
interlock to monitor those fan outputs.  The system has an input for a CO2 sensor which can vary the fan speeds to ensure the working 
environment is kept safe.  If the Co2 level continues to rise then the system can isolate the gas to ensure staff safety.   

If 3 phase fans are being used then the system also has signal outputs to drive invertors.  Air pressure switches or remote current sensors can 
be installed and wired into the spare inputs in the panel.

The KVM-SF is a comprehensive controller that is also capable of satisfying installations where solid fuel appliances are installed

Technical details:
• Enclosure dimensions 240 x 195 x 90 (keyswitch protrudes upto 50mm more)

• Electrical supply 230v upto 700w depending on outputs used

• Inputs:
   230vac 5amp
   2 x Onboard fan current sensors
   1 x Fire alarm interlock
   1 x Remote emergency stop connections
   Onboard emergency stop

• Outputs:
   230v gas valve output
   Variable speed supply fan output
   Variable speed extract fan output


