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Inkool Makine Satis Paz. ve San. A.S. teknik detaylarda degisiklik yapma hakkini gizli tutar.
Inkool Makine Satis Paz. ve San. A.S. reserves the right to make changes in technical details.



Lime Cerceve ve Cam Ozellikleri
Lime Frames and Doors Features
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Meet the most elegant member of the family, Lime.
One of the most environmentally friendly examples of
its class, Lime has been redesigned for positive multi-

decks cabinets, taking into account all the needs of the

industry.

- Ease of assembly without equipment

- Narrow glass doorways, excellent visibility

- Minimum thermal conductivity coefficient

- Advanced cabling

- 90’ fixable braking system

- Self closing with spring hinge

- Matte anodized integrated handles

- Perfect harmony with positive multidecks

- Bristle wick application between glass doors
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Ailenin en zarif liyesi ile tanisin Lime. Sinifinin en
gelismis 6rneklerinden biri olan Lime, bircok yeni
ozellikle geliyor. Kendisi sektoriin tiim ihtiyaclar g6z
oniine alarak pozitif sutliik kabinleri icin yeniden
tasarlandi.
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- Ekipmansiz montaj kolayhigi

- Dar cam kapi araliklari, muhtesem gorinarliik
- Minimum isi iletken katsayisi

- Gelismis kablolama

- 90°sabitlenebilir fren sistemi

- Yayli mentese ile kendi kendine kapanma

- Mat eloksalli entegre kulplar

- Pozitif suitliik dolaplarla muhtesem uyum

- Cam kapr arasinda kil fitil uygulamasi
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Lime Technical Datasheet

Lime Teknik Dokiman

inkool:



Lime Cerceve ve Cam Olculeri
Lime Frames and Doors Dimensions
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Lime Cerceve Rezistans Watt Degerleri
Lime Frame Resistor Watt Values
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Lime Technical Datasheet

Lime Teknik Dokiman
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Kenar profiller tek sira rezistans
Edge profiles single row resistance

N

Orta kayitlarda cift sira rezistans
Double row resistance in middle registers

Modul Boylar Watt Degerleri
Modules

. : Watt Values
Dimensions
937 mm 35 Watt
1250 mm 43 Watt
1875 mm 67 Watt
2500 mm 80 Watt
2812 mm 91 Watt
3125 mm 108 Watt
3750 mm 130 Watt
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*Rezistanslar 24 saat boyunca calisir.
*The resistors work for 24 hours.
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Lime Kapi Cam Ozellikleri
Lime Door Glass Features

Lime Technical Datasheet

Lime Teknik Dokiman
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<—— DI$ CAM TEMPERLI

DUZ CAM TEMPERSIZ —*
YUMUSAK LOW-E
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Camin s iletim katsayisi
Heat transfer coefficient of glass

1,TW/m’k
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