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optical

• • • • • • •• ••T1

type

24
30
36
42

48
60
66
72

length

•

mount

Pendent
Top
Side
Rear

finish

Silver
Black
White
Other

2700°K
3000°K
3500°K
4000°K
5000°K

CCT

None
10 0-10
DALI
Lutron  
Other

dimming

None

sensor lumen/ft

3-step 
4-step 
5-step 

SDCM

80 
90 

CRIpower

24VDC
36VDC
LV
PowerHub
POE

direction

Up
Down

beam

Wash
Aisle
Other

•

0100 
 thru
1000

source •••••••••••• solid state (LED)
power ••••••••••••••••••• low voltage
dimmable •••••••••••••••• 0-10v, DALI
efficacy ••••••••• fixture @ ~120lm/W
output  ••••••••••••••  100 to 1000 lm/ft
wattage •••• (lm/ft) x (ft) ÷ (120lm/W) 
life •••••••••••••• TM-21  (available)
dimensions •••• 1¼” x 1¼” x length
material ••••••• extruded aluminum
finish ••••••••••••••••••••• powder coat
warranty ••••••••••••••••••••• 5 years
certification ••••••••••••• CULUS 2108

distributions

wash

ordering

specifications

certifications

UL 2108

aisle

T1-Aisle and T1-Wash fixtures are designed specifically for library 
applications where the main illumination is on the shelves, while still 
providing the needed light in the aisle.  Our T1 fixture can be cable sus-
pended or hard mounted in a variety of manners, including to static and 
high density mobile shelving.  Occupancy and daylight controls can 
easly be remotely ntegrated into the system.

physical electrical

20 vertical fc at 30", 4:1 max:avg,  2:1 avg:min 
10 vertical fc at 12", 4:1 max:avg, 2:1 avg:min
30 horizontal fc at 30", 2:1 avg:min 
20 horizontal fc at floor,  2:1 avg:min

20 fc(vert)
@12-90” AFF

30 fc(horz) 
@30”AFF

20 fc(vert)
@12-90” AFF

10 fc(vert)
@ 12” AFF

10 fc(vert)
@ 12” AFF

20 fc(horz) 
@ AFF


