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Linear Asymmetric 
LucaLight    T2• Library

library
T2

project name                                 project no.                           type                     date                     specifier                        

ies files available upon request

opticalphysical electrical

• • • • • • •• ••T2

type

24
36
42
48

60
72
84
96

length

•

mount

Pendent
Top
Side
Bottom

finish

Silver
Black
White
Other

2700°K
3000°K
3500°K
4100°K
5400°K

CCT

None
10 0-10
DALI
Lutron  
Other

dimming

None
OCCupancy     
Daylight  
OCC/D 
Other

sensor lumen/ft

3-step 
4-step 
5-step 

SDCM

80 
90 

CRIpower

110
277
UNI 110-277

direction

Up
Down

beam

(repeat for bidirectional fixtures)

Aisle
Wash
Ceiling

Other

•

0100 
 thru
2000

2½”  x   2½” 

2.5”

source •••••••••••• solid state (LED)
power ••••••••••••••••••• 110-277VAC
dimmable •••••••••••••••• 0-10v, DALI
efficacy ••••••••• fixture @ ~150lm/W
output  ••••••••••••••  100 to 1000 lm/ft
wattage •••• (lm/ft) x (ft) ÷ (150lm/W) 
life •••••••••••••••••• TM-21 available
dimensions •••• 2½” x 2½” x length
material ••••••• extruded aluminum
finish ••••••••••••••••••••• powder coat
warranty ••••••••••••••••••••• 5 years
certification ••••••••••••• CULUS 1598 

distributions

ordering

specifications

The T2 fxture meets IES & ALA 
recommendations for library stacks

 aisle                    perimeter optional uplight

20 vertical fc at 30", 4:1 max:avg  and 2:1 avg:min 
10 vertical fc at 12", 4:1 max:avg  and 2:1 avg:min
30 horizontal fc at 30", 2:1 avg:min 
20 horizontal fc at floor,  2:1 avg:min
(ies files and calculations available upon request)

20 fc(vert)
@12-90” AFF

30 fc(horz) 
@30”AFF

20 fc(vert)
@12-90” AFF

10 fc(vert)
@ 12” AFF

10 fc(vert)
@ 12” AFF

20 fc(horz) 
@ AFF

ceiling

aisle wash

certifications

UL 1598


