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step 4

As before, install the
fixture and secure in place

with screw B2 in the back of the
left end of the fixture. The right

end installs with screws A through
the trim cap and th ebracket and
into the fixture.

The L4 is a hard-wired lighting system for illuminating library stacks. L4 fixtures interconnect between mounting
brackets, sending power and signal end to end as needed along the run of fixtures. Power and/or signal can be 
fed into the PowerFeed (PF) fixture and placed anywhere along a run to feed all adjacent fixtures.

LucaLight™ L4 StackLight
IMPORTANT SAFETY INSTRUCTIONS

step 2 
Install the first fixture on the left of the range, making sure that the selected fixture.
Install with screws A through the end bracket and into the left of the fixture. On the
right side of the fixture install screw B1 through the bracket and into the fixture to
secure.

step 3
Plug the next fixture to the right into the first fixture

aligning the hole in the left end of the fixture to capture the
head of B1 screw secure in place with screw B2 in the back of the

fixture. On the right side of the fixture install screw B1 through the
bracket and into the fixture to secure. For additional fixtures, repeat
step 3 as needed.

DISCONNECT POWER 
BEFORE INSTALLING 
OR SERVICING.

Follow all local codes

A A

L4
-PF

note on connecting power feeds
Power Feeds can be installed anywhere along the run, although
your layout may differ. Connect the power whip to the fixture
with the pigtail and secure by pushing and locking the
connector into the hole at the back of the fixture.

B2 B1

Installation, from left to right.

step 1
Hang brackets at desired
locations.

Occupancy 
(OCC)

Power Feed 
(PF)

whip

fixture
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Standard 
(STD) low head 

screws for 
trim caps

left end bracket

right end bracket

A

trim caps

mid bracket

socket head screws 
for fixture 
connections

B

step 5
Place the wood or laminate
top on the brackets and
secure with fasteners.
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