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Linear Asymmetric 
LucaLight    F3• Series

series
F3

project name                                 project no.                           type                     date                     specifier                        

optical

• • • • • • •• • • • •

2700°K
3000°K
3500°K
4000°K
4500°K
5000°K

CCT

None
10 0-10
DALI
Lutron  
Other

dimming

None
Remote
Other

sensor

80 
90 

CRIdirection

Up
Down

beam

Wash
Broad
Ceiling
Other

power

24VDC
PowerHub
POE
Other

Silver
Black
White
Other

finishmount

CAble
POwer cable
COve 
STem-#
TableEdge-#
TableHole-#
  (# in inches)

type

F3
24
30
36

42
48
60

length position

Single
Left
Middle
Right

0100 
 thru
1000

lumen/ft

ordering

certifications

    • Retail
    • Grocery
    • Library   
    • Education
    • Cove
  

source •••••••••••• solid state (LED)
power ••••••••••••••••••• low voltage
cord   ••••••••••••••  18ga, 2 conductor
dimmable ••••••• 0-10v, Lutron DALI
SDCM ••••••••••••• 3-step MacAdam
efficacy ••••••••••••••• up to 150lm/W
output  ••••••••••••••  100 to 1000 lm/ft
wattage •••• (lm/ft) x (ft) ÷ (150lm/W) 
life •••••••••••••• TM-21  (available)
dimensions •••• 2¼” x 1” x length
material ••••••• extruded aluminum
finish ••••••••••••••••••••• powder coat
warranty ••••••••••••••••••••• 5 years
certification ••••••••••••• CULUS 2108

specifications

profile

physical

Upon request, LucaLight 
will verify the  desired 
part number.

electrical

UL 2108

2.5”

.94”+/- 20º

positions

single

power enters through the left mount arm 
in both daisy chained and single fixtures

cove and stem mount available daisy chained

 daisy chained 

left middle right

distributions
ceiling

wash broad

ies files available upon request

The F3 fixture comes in a 
variety of lumen outputs 
and distributions and can 
be cable suspended or 
mounted to a cove, a wall 
or a ceiling or structural 
element, including shelv-
ing or furniture systems. 

mounts

4”  to 16”
2”  increments

stemcove

+/- 20º

+/- 45º

180º

6’ cord

cable or power over cable table:   edge or hole mount180º

8’ cord
48” cable

8’ cord on Cable version

6”

front  
views

 canopy
Ø 2” , 3.5“ or 5”

other mounting options are available for furniture integration, see installation sheet

6’ cord

4”

6-24”


