
Founded in 1963, Lester Electrical is a worldwide leader in designing and 
manufacturing electrical power conversion and monitoring products.  Our 
team proudly introduces our Battery Discharger/Tester.  Designed by our 
expert Engineers, the Discharger/Tester helps optimize daily battery capacity 
and overall battery life.

AVAILABLE MODELS

72V / 75A36-48V / 75-56A12-24V / 75A

256801777025270
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DC INPUT
Battery Volts 12 / 24 36 / 48 72

Discharge Amps 75 75 (at 36V) 56.25 (at 48V) 75

Model Number 25270 17770 25680

Protection Thermal Protection

TERMINATION
Termination Voltage Automatic (user programmable)

Termination Time Automatic (user programmable)

Start/Stop button Manual

Over temperature Automatic

LAPTOP / PC COMMUNICATION INTERFACE
Connector 9-pin D-sub

Protocol RS-232 serial

Data transfer interval 1 sec or 60 sec

DISPLAY
Func 1 Present battery volts

Func 2 Discharge time (minutes and seconds)

Func 3 Minimum battery volts reached

Func 4 Nominal battery volts (12 or 24, 36 or 48, 72)

Func 5 RS-232 data transfer interval (seconds)

Indicators 5-digit, 7-segment display

Controls Start/Stop button, Display button

MECHANICAL
Dimensions (WxHxD) 14.1 x 10.7 x 10.3 in 

(25270 and 17770)

14.3 x 10.7 x 17.4 in 

(25690)

Weight 20 lbs 33 lbs

Case Material Powder-Coated Steel. 25270, Red/Black; 

17770, Gray/Black; 25680 Blue/Black

DC Cable Length 8 (eight) feet

DC Cable Guage 6 AWG

DC Connectors 500 A alligator clamps

Cord Wrap Built into handle


