I RM InouStrieSine.

The Toughest Hose Protection Products on the Planet...Period!

RHiNo SAFETY ORANGE DRIP PROOF PLUGS™

MATERIAL SPECIFICATIONS Note: We reserve the right to make any engineering

Nitrile-NBR; does not contain silicone or material changes at any time to our products for
enhancement, performance and quality.

FEATURES
New Hex Head Design for “Better Grip”
High quality oil resistant rubber
Strong, reusable
Protects the environment
Meets California Prop 65
Meets RoHS

USES

» Use RHINO SAFETY ORANGE DRIP PROOF PLUGS
anywhere hydraulics are in use.
RHINO SAFETY ORANGE DRIP PROOF PLUGS are a
handy tool for emergency leaks. One plug covers
many sizes.

MARKETS
Hydraulics
Vehicle Repair and Maintenance
Forestry
Marine
Agriculture
Industrial
Mining
Rescue
Construction —
Building Maintenance 1 INSERT
Lifting
Displays
Demolition

2 PUSH

New ) 3 PUSH&TWIST

Hex Head Design
for “Better Grip”

Proper use of product is the sole responsibility of the user.

www.rhinosleeve.com 1-877-744-6602
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RHINO ORANGE DRIP PROOF PLUGS™ Manufactured for SRM Industries Inc.

www.rhinosleeve.com 1-877-744-6602




SRM Inou JSTRIE S INC.

The Toughest Hose Protection Products on the Planet...Period!

RHino SaFeTy ORANGE DRrip ProoF PLugs™

Meets California Prop 65
Meets RoHS

Physical & Mechanical Properties

Durometer

Tensile Strength Range
Elongation (Range %)
Abrasion Resistance
Adhesion to Metal
Adhesion to Rigid Materials
Compression Set

Flex Cracking Resistance
Impact Resistance
Resilience/Rebound
Tear Resistance
Vibration Dampening

Chemical Resistance

Acids, Dilute

Acids, Concentrated

Acids, Organic (Dilute)

Acids, Organic (Concentrated)
Acids, Inorganic

Alcohol’s

Aldehydes

Alkalies, Dilute

Alkalies, Concentrated
Amines

Animal & Vegetable Oils
Brake Fluids, Non-Petroleum Based
Diester Qils

Esters, Alkyl Phosphate

Esters, Aryl Phosphate

Ethers

Fuel, Aliphatic Hydrocarbon
Fuel, Aromatic Hydrocarbon
Fuel, Extended (Oxygenated)

50

200-3,500 PS|
350 %-650 %
Good to Excellent
Excellent

Good to Excellent
Good to Excellent
Fair to Good

Fair to Good
Good

Good to Excellent
Fair to Good

Good
Poor to Fair
Good

Poor

Fair to Good
Fair to Good
Poor to Fair
Good
Poor to Good
Poor
Good to Excellent
Poor

Fair to Good

Poor

Poor to Fair

Poor

Good to Excellent
Fair to Good
Fair to Good

Note: We reserve the right to make any engineering
or material changes at any time to our products for

Fuel, Gasoline (all grades)
Fuel, Diesel

Halogenated Solvents
Hydrocarbon, Halogenated
Ketones

Lacquer Solvents

LP Gases & Fuel Qils

Chemical Resistance
Mineral Qils

Oil Resistance

Petroleum Aromatic
Petroleum Non-Aromatic
Refrigerant Ammonia
Silicone Oil

Solvent Resistance

Thermal Properties

Low Temperature Range

Minimum for Continuous Use (Static)
Brittle Point

High Temperature Range

Maximum for Continuous Use (Static)

Environmental Performance
Colorability

Flame Resistance
Gas Permeability
Ozone Resistance
Oxidation Resistance
Radiation Resistance
Steam Resistance
Sunlight Resistance
Weather Resistance
Water Resistance

Good to Excellent
Good to Excellent
Poor

Poor to Fair

Poor

Fair

Excellent

Excellent
Good to Excellent
Good

Excellent

Good

Good

Good to Excellent

-70°F / -57°C
-40°F / -40°C
-60°F /-51°C
2500F /121°C
250°F / 121°C

Excellent

Poor

Fair to Excellent
Fair to Good
Good

Fair to Good

Fair to Good

Poor to Good

Fair to Good
Good to Excellent

enhancement, performance and quality.

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHINO SLEEVE® HT

Toughest Hose Protection...
Anything Else is a Compromise

Min. Inside Dia. Max. Inside Dia.
PART # In. Mm. In. Mm. MATERIAL SPECIFICATIONS

RS68HT | 068 17 084 2! Melting Point:  480°F/248°C

RS-79HT | 079 20 0.95 24 Denier: 1300

RS-91HT 0.91 23 1.03 26 Material: Proprietary Engineered Fabric

RS-98HT 0.98 25 1.10 28 Dim. Stability: ~ Great resistance to sun, atmospheric agents

RS-106HT | 1.06 27 1.18 30 o and aging

RS-122HT | 122 31 134 34 Toxicity: Non-Toxic

RS-142HT 1.42 36 1.54 39 FEATURES & BENEFITS

RS-157HT 1.57 40 1.73 a4 Meets new line of sight operator specification EN982 ISO norm 833 EN414
RS-163HT 163 4 179 45 Meets Australian MDG41 specifications for mining applications
RS-173HT 1.73 44 1.89 48 Meets California Prop 65
RS-185HT 1.85 47 2.01 51 Meets RoHS
RS-209HT 2.09 53 225 57 Ultra tight construction contains oil spillage from pin hole leaks
RS-219HT 219 55 235 60 Tight, smooth surface to resist water

50% less bulky than Cordura
523 8H) 2.38 60 2.54 g2 Densely twisted proprietary engineered fabric offers optimum UV &
RS-262HT | 2.62 66 2.78 70 abrasion protection
RS-288HT 2.88 73 3.04 77 MSHA# 1C-234/1
RS-315HT 3.15 80 3.31 84 Meets abrasion standard 1SO 6945
RS-366HT 3.66 93 3.82 97 Meets Fed-STD191-Test Method 5309 for abrasion
Meets ASTM D6770 for abrasion resistance of textile webbing
Meets conductivity requirements of ISO 8031
Cut to length

RS-394HT 3.94 100 4.10 105
RS-441HT 441 112 4.57 116
RS-494HT 4.94 125 5.10 130
RS-550HT 5.50 140 5.66 144

Manufactured in the USA for SRM Industries Inc.

See Cross Reference Chart on page 25 Note: We reserve the right to make any engineering
Sold in 300FT (91.44 Meters) Rolls - Standard Roll is 3 pieces maximum or material changes at any time to our products for
enhancement, performance and quality. U.S. Department of Labor

MSHA

c h e m ica I CO m pati b i I ity Proper use OfprOdUCt iS the SOIe responSibility Mine Safety & Health Administration
Meets RoHS « Meets California Prop 65 ofthe user.

Gasoline Very Good
Oil Very Good
Mineral & Vegetable Oil Very Good
lonic Metallic Solutions Very Good
Alcohols Very Good
Diluted Bases Very Good

1
Diluted Acids Good Fagedor mnnn E .
Benzene Very Good - :

Acetone Very Good
Ether Very Good
Carbon Tectrachloride Very Good
Chlorine Based Solvents Very Good
Mold, Bacteria, Moths Very Good
Strong & Concentrated Acids May Have Some Corrosive Action

www.rhinosleeve.com 2 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

| RHINO SLEEVE® HT

Protecting people and your product from the effects of hose failure.

SRM's RHINO SLEEVE® HT SLEEVING is designed to provide protection against hydraulic hose

failure by containing pressure and fluids that may escape during a hose burst or pinhole leak. With this
new line of sight sleeving which meets industry standards, both equipment operators and the environ-
ment are guarded from the effects of hose failures.

U.S. Department of Labor

Benefits when sized properly through 1 inch I.D. hydraulic hose:
BursT Pressure: Capable to contain hose burst up to 20,000 p.s.i. M s HA

Pin HoLe LEak: Handles a Tmm pin hole leak up to 4,000 p.s.i.
AsrasioN TesTING: Tested to over 250,000 abrasion cycles using ISO Testing 6945

Mine Safety & Health Administration

See Chart for proper sizing

RHINO SLEEVE® HT Sleeve Selection as per Hose Dash Size* Hose Sleeve I.D to
1. Select the correct sleeve I.D. for the hose, refer to table Dash Size | Hose O.D. Ratio
for sleeve I.D. to Hose O.D.. ratio per hose dash size. 1.44
For example:
Selecting -8 hydraulic hose (1/2"1.D.)
The Sleeve I.D. to use from the chart on the right is: 1.50, then
multiply your selected Hose O.D. times the number from the 1.55
chart to equal (=) the Selected Sleeve I.D. 1.55
3. Then select the RHINOSLEEVE HT part number whose I.D. is 1.55
closest to the calculated I.D. 160
* Sleeve should be cut 2-3 inches longer than hose length.
* Proper use of product is the sole responsibility of the user

1.45
1.50

1.63
1.65

Actual picture of pin hole burst Close up of RHINO SLEEVE® HT
dispersion pattern at 4,000 PS.I. sleeving after pin hole burst

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHINO SLEEVE® HT

CRross REFERENCE CHART

Meets CA Prop 65 Meets CA Prop 65
4 Meets RoHS 4 Meets RoHS 4

Weather
Atlantex Southern Tompkins Head
SRM P/N .D. .D. P/N: .D. | Dixon P/N: .D. .D. Parker P/N .D. Weave .D. P/N .D. P/N .D. | SRMP/N

RS-68HT I TF11800-30 I K AS-B-11 X 1236ZN106 . NHS-071 . RS-68HT

FC425-12

RS-79HT . TF12800-30 . NHS-077

AS-B-13&PS-B-13 . 1236ZN108

RS-91HT . FC425-15 . TF14800-30 . DHS-90-300 . k 1236ZN116 . NHS-090

RS-98HT . FC425-16 A TF16800-30 A DHS-100-300 A 1236ZN121 K NHS-100

RS-106HT L K AS-B-15&PS-B-15

FC425-18 5 TF18800-30 5 DHS-106-300 5 1236ZN128 5 NHS-114

FC425-20 . . AS-B-17 &PS-B-17 . 1236ZN204

TF20800-30 ¢ DHS-122-300 ¢ AS-B-19 g 1236ZN201 NHS-125

1236ZN206 . NHS-130

DHS-138-300

TF22800-30 . DHS-142-300 E 4 AS-B-22 &PS-B-22 E 1236ZN208 4 NHS-138 . RS-142HT

1236ZN216

RS-157HT . FC425-24 . TF24800-30 . . 1236ZN218 . NHS-153 . RS-157HT

RS-163HT K DHS-159-300 d K NHS-159 ¢ K RS-163HT

RS-173HT . FC425-28 . TF28800-30 . DHS-175-300 . NHS-175 . RS-173HT

RS-185HT k TF30800-30 k DHS-181-300 d k AS-B-33 &PS-B-33 k 1236ZN226 a NHS-185 k k RS-185HT

1236ZN300

FC425-32 . TF32800-30 . 1236ZN310 NHS-207

TF35800-30 A DHS-219-300 A A A 1236ZN320

TF36800-30 L NHS-225

FC425-38 . DHS-238-300 . . AS-B-37 &PS-B-37 . 1236ZN326 . NHS-238

FC425-40 A TF-40800-30 A 1236ZN402 A NHS-254

TF42800-30 . DHS-263-300 . X . 1236ZN408 X NHS-264

RS-288HT . FC425-46 . TF44800-30 . DHS-288-300 . . . 1236ZN418 . NHS-286 . RS-288HT

1236ZN424 NHS-296

RS-315HT A TF48800-30 . A RS-315HT

FC425-54 . TF52800-30 . 1236ZN510 b NHS-334

RS-366HT 1 FC425-59 . TF58800-30 . DHS-366-300 . . 1236ZN526 X NHS-366 X RS-366HT

RS-394HT K RS-394HT

RS-441HT z z z 1236ZN700 z RS-441HT

RS-494HT . . 1236ZN801 X RS-494HT

RS-550HT . . 1236ZN904 . RS-550HT

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHiNO SLEEVE® DISPENSER

FEATURES & BENEFITS
RHINO SLEEVE® DISPENSER will hold up to five 300FT (91.44 meter) rolls of RHINOSLEEVE HT

RHINO SLEEVE Dispenser Part Number 102277

« Keep Tubular sleeve organized & tangle free
- Easily mounted to a wall or set on a shelf
- Cut sleeve to length without getting the

spiral effect e
« A must for hose assembly shops R - ILEEVE

& parts departments 9, s
« Includes all hardware to adjust dividers 2 >

Manufactured in the USA for SRM Industries Inc.

o ® 8 8 8 8 0 000 AP s e s sPe s e sPe s e s s

JRM Inou SRESNG. &

i/
[
MAADE LW Puosi: 1-877-744-6602 (1-877-RHINO 02)  Wimsrm: www.rhinosleeve.com TougH

RS RS RS RS
142 91 288

Proper use of product is the
sole responsibility of the user.

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

[ RHiINO SPIRAL GuarRD™ HD

MATERIAL
+ High Density Polyethylene

FEATURES
Easy to install on loose or mounted hose & cables
Strong, Flexible, Light Weight
UV Resistant
Beveled Edges for Safety
Temperature Range: -40°F to +280°F (-40°C to +137°C)
Meets California Prop 65
Meets RoHS

USES
Preventing hose wear due to friction & abrasion
Protecting hoses from external forces & harsh
environments
Bundling hoses, cables
Colors for providing "HIGH" visibility
Tree Sapling Hose Cover Protection

MARKETS
Construction
Logging
Welding
Transportation
Agriculture
Note: We reserve the right to make any engineering ManUfaCturing

or material changes at any time to our products for Marinas
enhancement, performance and quality. Mining

Proper use of product is the sole responsibility
of the user. Manufactured in the USA for SRM Industries Inc.

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

| RHino SPiIrAL GuarRD™ HD

Meets California Prop 65 & RoHS

Hose O.D.
SRM 1.D. Range Opening
Part Number Inches In. Mm.

RSG-38HD 0.380 0.39-0.66 10-17
RSG-50HD 0.500 0.47 - 0.86 12-27
RSG-62HD 0.620 0.62 -1.06 16-30
RSG-95HD 0.875 0.86-1.37 22-35
RSG-1.125HD 1.000 1.06 - 1.69 27-43
RSG-1.50HD 1.500 1.30-2.17 33-55
RSG-1.75HD 1.750 1.75-2.52 42 - 64
RSG-2.25HD 2.000 2.05-2.95 52-75
RSG-2.62HD 2.625 2.56-3.80 65 -97
RSG-3.00HD 3.000 3.15-4.30 50-110
RSG-4.00HD 4.000 3.80-4.90 97-125
RSG-5.00HD 5.000 4.80 - 6.00 122 -152
RSG-6.00HD 6.000 5.70 - 7.00+ 145-178

See Cross Reference Chart on page 26

Add Color suffix after Part Number: Y=Yellow, R=Red, BL=Blue: i.e.: RSG-1.50HDBL is for Blue Spiral Wrap
Manufactured in the USA for SRM Industries Inc.

Nominal Dimensions for RHINO SPIRAL GUARD HD:
SRM 1.D. Wall Thickness Helix Width Box Footage
Part Number In. Mm. In. Mm. In. Mm. Ft. M

RSG-38HD 10 0.060 1.5 0.40 10 165 50.3
RSG-50HD 11 0.060 1.5 0.48 12 66 & 100 20.1 & 30.48
RSG-62HD 14 0.070 1.8 0.57 14.5 66 & 100 20.1 &30.48
RSG-95HD 20 0.080 2.0 0.82 21 66 & 100 20.1 &30.48
RSG-1.125HD 25 0.090 2.3 0.94 24 66 & 100 20.1&30.48
RSG-1.50HD 32 0.090 2.3 1.18 30 66 & 100 20.1 &30.48
RSG-1.75HD 38 0.120 3.0 1.38 35 66 & 100 20.1 &30.48
RSG-2.25HD 50 0.140 3.5 1.57 40 66 & 100 20.1 &30.48
RSG-2.62HD 60 0.150 3.8 1.60 40 66 20.1
RSG-3.00HD 72 0.180 4.6 1.78 45 66 20.1
RSG-4.00HD 0.220 5.6 2.17 55 40 12.19
RSG-5.00HD 0.220 5.6 2.17 55 27 8.23
RSG-6.00HD 0.220 5.6 2.36 60 20 6.096

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHinO SPiIRAL GuarRD™ HD

Meets CA Prop 65 Meets CA Prop 65
Meets CA Prop 65 CRross REFERENCE CHART Meets CA Prop 65
Opening Available

Range Lengths | Aeroquip
SRM P/N: in Inches in Feet P/N: .D. .D. .D. .D. SRM P/N:

900952-4

RSG-38HD .38-.66 165 900952-6 RSG-38HD
RSG-50HD 47-.86 66/100 | 900952-8 NFSGX16 RSG-50HD

RSG-62HD .62-1.06 66/100 | 900952-10 NFSGX20 RSG-62HD
RSG-95HD .86-1.37 66/100 | 900952-12 NFSGX25 RSG-95HD
RSG-1.125HD 1.06-1.69 66/100 | 900952-27 NFSGX32 RSG-1.125HD
RSG-1.50HD 1.30-2.17 66/100 | 900952-22 NFSGX40 RSG-1.50HD
RSG-1.50HD 1.30-2.17 66/100 | 900952-30 NFSGX50 RSG-1.50HD
RSG-1.75HD 1.65-2.52 66/100 NFSGX63 RSG-1.75HD
RSG-2.25HD 2.05-2.95 66 NFSGX75 RSG-2.25HD

RSG-2.62HD 2.56-3.80 66 NFSGX90 RSG-2.62HD

RSG-3.00HD 3.15-4.30 66 NFSGX110 RSG-3.00HD

RSG-4.00HD 3.80-4.90 40 RSG-4.00HD

RSG-5.00HD 4.80-6.00 27 RSG-5.00HD

RSG-6.00HD 5.70-7.00+ 20 RSG-6.00HD

Meets CA Prop 65 Meets CA Prop 65
4 Meets RoHS 4 Meets RoHS

Tompkins
ProWrap
Opening Available Plus Weather
Range Lengths Pigs Tail Extreme Head
SRM P/N: in Inches in Feet . P/N: .D. | DutyP/N: P/N: .D. SRM P/N:

RSG-38HD .38-.66 165 R12SSG PWP-12 RSG-38HD
RSG-50HD 47-.86 66/100 R16SSG PWP-16 RSG-50HD
RSG-62HD .62-1.06 66/100 R20SSG PWP-20 RSG-62HD
RSG-95HD .86-1.37 66/100 R25SSG PWP-25 RSG-95HD
RSG-1.125HD 1.06-1.69 66/100 R32SSG PWP-32 RSG-1.125HD
RSG-1.50HD 1.30-2.17 66/100 R40SSG PWP-40 RSG-1.50HD
RSG-1.75HD 1.65-2.52 66/100 R50SSG PWP-50 RSG-1.75HD
RSG-2.25HD 2.05-2.95 66 R63SSG PWP-63 RSG-2.25HD

RSG-2.62HD 2.56-3.80 66 R75SSG PWP-75 RSG-2.62HD

RSG-3.00HD 3.15-4.30 66 E R90SSG PWP-90 RSG-3.00HD
RSG-4.00HD 3.80-4.90 40 R110SSG PWP-110 RSG-4.00HD

RSG-5.00HD 4.80-6.00 27 R140SSG PWP-140 RSG-5.00HD

RSG-6.00HD 5.70-7.00+ 20 R160SSG PWP-160 RSG-6.00HD

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHino GRIP™ RHino SPrRING GUARD ™

R

f] I"Z!‘;j}_e’ _:':;.g,_:f
g

o

/

Meets California Prop 65 -« Meets RoHS

Min. Inside Dia. Stock L h
FEATURES & BENEFITS samp/N | ansice rockkeng?

Pre-cut RHINO GRIP shrink tubing with adhesive RSP-53 0.53 13 20 6.10
lining for permanent sleeve attachment RSP-61 0.61 15 20 6.10
Eliminate sharp edges from clamps & cable ties RSP-66 0.66 17 20 6.10
Meets California Prop 65
Meets RoHS

Pre Shrunk I.D. Stock Length
SRM P/N In. Mm. . Mm.

RG-11 1.10 28 1.83
RG-17 1.73 44 1.83

RG-27 2.70 69 1.83
RG-35 350 89 183 RSP-164 1.64 41 20 6.10

- - RSP-188 1.88 48 20 6.10
Shrink Ratio: 3:1 —_— -
Color: Black IO RSP-212 2.12 54 20 6.10

Available in cut lengths ’ RSP-230 2.30 58 20 6.10
Available in longer lengths N L " :

RSP-75 0.75 19 20 6.10
RSP-84 0.84 21 20 6.10
RSP-91 0.91 23 20 6.10
RSP-99 0.99 25 20 6.10
RSP-105 1.05 26 20 6.10
RSP-134 1.34 34 20 6.10

See Cross Reference Chart on page 25

Note: We reserve the right
to make any engineering

or material changes at any

A 4 time to our products for
Manufactured in the USA for SRM Industries Inc. Yyyes. enhancement, performance

Note: We reserve the right to make any engineering L and G

or material changes at any time to our products for

enhancement, performance and quality. T e

Proper use of product is the sole responsibility sole responsibility of the user.
of the user.

Manufactured in the USA for SRM Industries Inc.
www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

RHino SPRING GUARD ™

CRross REFERENCE CHART

Meets CA Prop 65 Meets CA Prop 65
4 Meets RoHS 4 4 Meets RoHS 4

Aeroquip
P/N: Weather

900564 Couplamatic Head

Dash- .D. P/N: .D. Dixon P/N: .D. | Gates P/N: .D. .D. P/N:

SG-550 7277-0521 A1900-20
SG-610 A1902-20

SG-650 7277-0510 A1903-20

7277-0535

CWG-C-0.75-25 7277-0511 . A1904-20

RSP-84 SG-835 7277-0512 . A1905-20 RSP-84
RSP-91 SG900 7277-0513 A1906-20 RSP-91

RSP-99 SG-990 CWG-C-1.00-25 7277-0514 A1907-20 RSP-99

RSP-1.05 SG-1055 7277-0515 A1908-20 RSP-1.05
CWG-C-1.25-25 7277-0522

SG-1240

7277-0516

RSP-1.34 g 5 SG-1300 7277-0517 5 RSP-1.34

CWG-C-1.50-25 7277-0518
RSP-1.64 SG-1630 CWG-C-1.75-25 7277-0519 RSP-1.64

RSP-1.88 7277-0524 RSP-1.88

CWG-C-2.00-25 7277-0523

RSP-2.12 . SG-2125 7277-0548 RSP-2.12

RSP-2.30 CWG-C-2.50-25 . RSP-2.30

CWG-C-3.00-25

www.rhinosleeve.com 1-877-744-6602
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The Toughest Hose Protection Products on the Planet...Period!

| RHino BLue Viny. Wrap™

MATERIAL

+ 35 0z.Vinyl Coated Polyester

+ Coating: Poly Vinyl Chloride

+ Construction: Woven

+ Coating Distribution: 60% Front / 40% Back

FEATURES
+ Sealing Properties: Dielectric, Thermal
« Mildew and UV Resistant

MECHANICAL PROPERTIES

+ Grab Tensile: Meets ASTM D5034
Results: 696-741 Lbs.
Strip Tensile: Meets ASTM D5035
Results: 356-530 Lbs.
Tongue Tear: Meets ASTM D2261
Results: 84-111 Lbs.
Adhesion: Meets ASTM D751
Results: 33 Lbs.
Temperature: Meets ASTM D751
Temperature Range: + 180°F
Continuous to -41°F
Meets RoHS
This product can expose you to chemicals
including di(2-ethylhexyl)phthalate
(DEHP), which are known to the State
of California to cause cancer and birth
defects or other reproductive harm.
For more information go to

Wrap I.D. | Wrap I.D. | Flat Width | Flat Width www.P65Warnings.ca.gov
SRM Part # (inches) (mm) (inches) (mm) BENEFITS

RW-2.00-BLV 2.00" 50.80 7.75" 196 Lightweight, tough, highly flexible
RW-3.00-BLV 3.00" 76.20 11.00” 279 Fast OEM & field service

RW-4.00-BLV 4.00" 101.60 14.00" 355 Easy to retrofit

RW-5.00-BLV 5.00" 127.00 17.25" 438 Fast and easy installation

RW-6.00-BLV 6.00" 152.40 20.38" 517 Proprietary bonding process allows cutting
RW-7.00-BLV |  7.00" 177.80 23.58" 598 without fraying

RW-8.00-BLV |  8.00" 20320 | 2662" 676 - Easyto cut to length

Note: We reserve the right to make any engineering
or material changes at any time to our products for
enhancement, performance and quality.

* Other Sizes available — minimum 1 - 150 foot roll required
Contact us for pricing

Manufactured in the USA for SRM Industries Inc. Proper use of product is the sole responsibility of the user.

www.rhinosleeve.com 1-877-744-6602
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RHino BLue VinyL WraP™

Also available in Green, Yellow or Black

Meets RoHS

CHEMICAL RESISTANCE CHART

Chemical

PVC

Chemical

PVC

Chemical

°
<
N

Acetaldehyde

Diethyl Benzene

Methoxyethyl Oleate

Acetamide

Diethyl Ether

Methyl Ethyl Ketone

Acetic Acid, 5%

Diethyl Ketone

Methyl Isobutyl Ketone

Acetic Acid, 50%

Diethyl Malonate

Methyl Propy1 Kelone

Acetone

Dimethy1 Formamide

Methylene Chloride

Aluminum Hydroxide

Ether

Nitric Acid. 50%

Ammonia

Ethyl Acetate

Nitric Acid. 70%

Ammonium Hydroxide

Ethyl Benzene

Nitrobenzene

Ammonium Oxalate

Ethyl Benzoate

n-Octane

n-Amyl Acetate

Ethyl Butyrate

Orange Oil

Amyl Chloride

Ethyl Chloride, Liquid

Perchloric Acid

Aniline

Ethyl Cyanoacetate

Perchloroethylene

Benzaldehyde

Ethyl Lactate

Phenol, Crystals

Benzene

Ethylene Chloride

Phosphoric Acid, 1-5%

Benzoic Acid, Sat.

Ethylene Glycol

Phosphoric Acid, 85%

Benzyl Acetate

Ethylene Oxide

Potassium Hydroxide

Boric Acid

Fluorine

Propane Gas

Bromine

Formic Acid, 50%

Propylene Glycol

Bromobenzene

Formic Acid, 90-100%

Propylene Oxide

n-Butyl Acetate

Fuel Oil

Resorcinol

sec-Butyl Alcohol

Gasoline

Salicylaldehyde

Butyric Acid

Glycerine

Sulfuric Acid. 1-6%

Calcium Hypochlorile

n-Heptane

Sulfuric Acid. 20%

Carbazole

Hexane

Sulfuric Acid. 60%

Carbon Disulfide

Hydrochloric Acid. 1-5%

Sulfuric Acid. 98%

Carbon Telrachloride

Hydrochloric Acid. 35%

Sulfur Dioxide, Lig.

Chlorine

Hydrofluoric Acid, 4%

Sulfur Salts

Chloroacelic Acid

Hydrofluoric Acid, 48%

Tartaric Acid

Chloroform

Hydrogen

Telrahydrofuran

Chromic Acid

Hydrogen Peroxide

Thionyl Chloride

Citric Acid

Isopropyl Acetate

Toluene

Cresol

Isopropyl Benzene

Trichloroelhane

Cyclohexane

Kerosene

Trichloroelhylene

Decalin

Lactic Acid, 3%

Turpentine

o-Dichlorobenzene

Lactic Acid, 85%

Vinylidene Chloride

p-Dichlorobenzene

ZIom|o|1Z|Io|m|Z|m|m|a|Z|Z|o|lo|o|Z|M|o|m|mm|Z|Z|Z|Z|m|mmmmimm|m|Z|o

Magnesium Salts
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Xylene

Zinc Salts/Stearate
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This product can expose you to chemicals including di(2-ethylhexyl)phthalate (DEHP), which are known to the State of California
to cause cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov

Resistance
E = Excellent

G = Good

F = Fair

N = Not Recommended

This information is based on experience to date and is believed to be reliable.

Itis intended as a guide for use at your own discretion and risk. ~ All indications refer to room temperature
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