
How To Use A Tractor-Powered 
Snowblower

TipsNotebook.com

So that’s  
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do it.
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3-Point Snowblowers 
Move snow out of the way so you can get on with your work with a powerful 

3-Point Snow Blower. These blowers are the ideal size for large-property and 

commercial operations, clearing yards, parking lots, driveways, or sidewalks.

 • Adjustable skid shoes

 • Standard manual or optional hydraulic chute deflector 

 • Welded- or bolted-on reversible cutting edges

 • Rotating drum equipped on SB13R Series

 • iMatch and/or Quick Hitch compatible1

Model Working Width PTO HP Hitch

SB1148 48 in. (121.9 cm) 16 - 35 hp (11.9 - 26.1 kW) Category 1

SB1154 54 in. (137.2 cm) 16 - 35 hp (11.9 - 26.1 kW) Category 1

SB1164 64 in. (162.6 cm) 20 - 50 hp (14.9 - 37.3 kW) Category 1

SB1174 74 in. (188.0 m) 35 - 50 hp (26.1 - 37.3 kW) Category 1

SB1184 84 in. (213.4 cm) 35 - 90 hp (26.1 - 67.1 kW) Category 1 and 2

SB1194 94 in. (238.8 cm) 35 - 90 hp (26.1 - 67.1 kW) Category 2

SB1274 74 in. (188.0 m) 30 - 80 hp (22.4 - 59.7 kW) Category 1 and 2

SB1280 80 in. (203.2 cm) 30 - 80 hp (22.4 - 59.7 kW) Category 1 and 2

SB1388 88 in. (223.5 cm) 55 - 85 hp (41.0 - 63.4 kW) Category 2

SB1388R 88 in. (223.5 cm) 55 - 85 hp (41.0 - 63.4 kW) Category 2

SB1392 92 in. (233.7 cm) 75 - 125 hp (55.9 - 93.2 kW) Category 2

SB1392R 92 in. (233.7 cm) 75 - 125 hp (55.9 - 93.2 kW) Category 2

SB1308 98 in. (248.9 cm) 100 - 150 hp (74.6 - 111.9 kW) Category 2 and 3

SB1308R 98 in. (248.9 cm) 100 - 150 hp (74.6 - 111.9 kW) Category 2 and 3

SB1309R 104 in. (264.2 cm) 100 - 150 hp (74.6 - 111.9 kW) Category 2 and 3

Snow Removal Equipment

1Quick-Coupler optional on SB13 Series. Requires additional kit.   


