
10 

Model
Working Width/ 

Front / Rear Blade Spacing
Engine HP Hitch

DH1048 4 ft. (1.2 m) / 7.5 in. (19.1 cm) space1 14 - 28 hp  
(10.4 - 20.9 kW)  Cat. 12

DH1066 5 ft. 6 in. (1.7 m) / 7.5 in. (19.1 cm) space1 14 - 28 hp  
(10.4 - 20.9 kW) Cat. 12

DH1166 5 ft. 6 in. (1.7 m) / 7.5 in. (19.1 cm) space1 22 - 45 hp  
(16.4 - 33.6 kW) Cat. 12

DH1176 6 ft. 4 in. (1.9 m) / 9 in. (22.9 cm) space1 22 - 45 hp  
(16.4 - 33.6 kW) Cat. 12

DH1180 6 ft. 8 in. (2.0 m) / 7.5 in. (19.1 cm) space1 22 - 45 hp  
(16.4 - 33.6 kW) Cat. 12

DH1276 6 ft. 4 in. (1.9 m) / 9 in. (22.9 cm) space1 30 - 55 hp  
(22.4 - 41.0 kW) Cat. 12

DH1280 6 ft. 8 in. (2.0 m) / 7.5 in. (19.1 cm) space1 30 - 55 hp  
(22.4 - 41.0 kW) Cat. 12

DH1280 6 ft. 8 in. (2.0 m) / 9 in. (22.9cm) space 30 - 55 hp  
(22.4 - 41.0 kW) Cat. 12

DH1296 8 ft. (2.4 m) / 7.5 in. (19.1 cm) space1 30 - 55 hp  
(22.4 - 41.0 kW) Cat. 12

DH1296 8 ft. (2.4 m) / 9 in. (22.9 cm) space1 30 - 55 hp  
(22.4 - 41.0 kW) Cat. 12

DH1376 6 ft. 4 in. (1.9 m) / 9 in. (22.9 cm) space1 40 - 75 hp  
(29.8 - 55.9 kW) Cat. 1 and 22

DH1380 6 ft. 8 in. (2.0 m) / 7.5 in. (19.1 cm) space1 40 - 75 hp  
(29.8 - 55.9 kW) Cat. 1 and 22

DH1396 8 ft. (2.4 m) / 7.5 in. (19.1 cm) space1 40 - 75 hp  
(29.8 - 55.9 kW) Cat. 1 and 22

DH1396 8 ft. (2.4 m) / 9 in. (22.9 cm) space1 40 - 75 hp  
(29.8 - 55.9 kW) Cat. 1 and 22

DH1508 8 ft. (2.4 m) / 7.5 in. (19.1 cm) space1 35 - 55 hp  
(26.1 - 41.0 kW) Drawn / Clevis

DH1508 8 ft. (2.4 m) / 9 in. (22.9 cm) space1 35 - 55 hp  
(26.1 - 41.0 kW) Drawn / Clevis

DH1508 8 ft. (2.4 m) /  
9 in. (22.9 cm) / 7.5 in. (19.1 cm) space

35 - 55 hp  
(26.1 - 41.0 kW) Drawn / Clevis

DH1509 9 ft. 6 in. (2.9 m) / 7.5 in. (19.1 cm) space1 40 - 65 hp  
(29.8 - 48.5 kW) Drawn / Clevis

DH1509 9 ft. 6 in. (2.9 m) / 9 in. (22.9 cm) space1 40 - 65 hp  
(29.8 - 48.5 kW) Drawn / Clevis

DH1509 9 ft. 6 in. (2.9 m) /  
9 in. (22.9 cm) / 7.5 in. (19.1 cm) space

40 - 65 hp  
(29.8 - 48.5 kW) Drawn / Clevis

DH1510 10 ft. 6 in. (3.2 m) / 7.5 in. (19.1 cm) space1 45 - 75 hp  
(33.6 - 55.9 kW) Drawn / Clevis

DH1510 10 ft. 6 in. (3.2 m) / 9 in. (22.9 cm) space1 45 - 75 hp  
(33.6 - 55.9 kW) Drawn / Clevis

DH1510 10 ft. 6 in. (3.2 m) /  
9 in. (22.9 cm) / 7.5 in. (19.1 cm) space

45 - 75 hp  
(33.6 - 55.9 kW) Drawn / Clevis

DH1512 12 ft. (3.7 m) / 7.5 in. (19.1 cm) space1 55 - 85 hp  
(41.0 - 59.7 kW) Drawn / Clevis

DH1512 12 ft. (3.7 m) / 9 in. (22.9 cm) space1 55 - 85 hp  
(41.0 - 59.7 kW) Drawn / Clevis

DH1512 12 ft. (3.7 m) /  
9 in. (22.9 cm) / 7.5 in. (19.1 cm) space

55 - 85 hp  
(41.0 - 59.7 kW) Drawn / Clevis

DH1610 10 ft. 6 in. (3.2 m) / 9 in. (22.9 cm) space1 60 -80 hp  
(44.7 - 59.7 kW) Drawn / Clevis

DH1612 12 ft. (3.7 m) / 9 in. (22.9 cm) space1 75 -115 hp  
(55.9 - 85.8 kW) Drawn / Clevis

DH1613 13 ft. 6 in. (4.1 m) / 9 in. (22.9 cm) space1 75 -125 hp  
(55.9 - 93.2 kW) Drawn / Clevis

DH1615 15 ft. (4.6 m) / 9 in. (22.9 cm) space1 80 -140 hp  
(59.7 - 104.4 kW) Drawn / Clevis

1Front and rear spacing is identical.    2iMatch and/or Quick Hitch compatible 

Disks 
When it’s time to work your land, Frontier Disks are built to handle a variety of 

unpredictable soil conditions.

	 •	Notched or spherical blades available for aggressive or smooth cutting

	 •	Adjustable front-to-rear leveling

Heavy Offset Disks 
Break up hard, fallow ground with a Heavy Offset Disk. Large, heavy-duty blades 

on rugged, reinforced frames provide ground breaking force, penetration, and high 

load absorption to withstand punishing tillage jobs.

	 •	240 to 868 lb. (108.9 to 393.7 kg) per blade

	 •	Tapered roller gang bearings with oil bath lubrication 

	 •	Adjustable disk blade scrapers keep disk blades working in wet and sticky soils

	 •	�DH51 and DH52 Series feature 26 to 28 in. (66 to 71.1 cm) diameter disk  
blades (available in smooth or notched)

	 •	�DH53 Series features 28 to 32 in. (71.1 to 81.3 cm) diameter disk blades  
(available in notched only)

	 •	�DH54, DH55, and DH56 Series deliver 503 lb. to 868 lb. (228.2 to 393.7 kg)  
per blade

	 •	Two independent control arms for transport and ground leveling

Model Working Width Drawbar HP Hitch

DH5108 8 ft. (2.4 m) rigid 80 hp (60 kW) Minimum Cast link

DH5110 10 ft. (3.0 m) rigid 90 hp (67 kW) Minimum Cast link

DH5112 12 ft. (3.7 m) rigid 110 hp (82 kW) Minimum Cast link

DH5114 14 ft. (4.3 m) rigid 140 hp (104 kW) Minimum Cast link

DH5116 16 ft. (4.9 m) rigid 160 hp (119 kW) Minimum Cast link

DH5210 10 ft. (3.0 m) rigid 100 hp (75 kW) Minimum Cast link

DH5212 12 ft. (3.7 m) rigid 110 hp (82 kW) Minimum Cast link

DH5214 14 ft. (4.3 m) rigid 125 hp (93 kW) Minimum Cast link

DH5216 16 ft. (4.9 m) rigid 150 hp (112 kW) Minimum Cast link

DH5217 17 ft. (5.2 m) rigid 160 hp (119 kW) Minimum Cast link

DH5219 19 ft. (5.8 m) rigid 170 hp (127 kW) Minimum Cast link

DH5221 21 ft. (6.4 m) rigid 180 hp (134 kW) Minimum Cast link

DH5221F 21 ft. (6.4 m) folding 180 hp (134 kW) Minimum Cast link

DH5222F 22 ft. (6.7 m) folding 190 hp (142 kW) Minimum Cast link

DH5224F 24 ft. (7.3 m) folding 200 hp (149 kW) Minimum Cast link

DH5308 8 ft. (2.4 m) rigid 120 hp (90 kW) Minimum Cast link

DH5310 10 ft. (3.0 m) rigid 130 hp (97 kW) Minimum Cast link

DH5312 12 ft. (3.7 m) rigid 150 hp (112 kW) Minimum Cast link

DH5314 14 ft. (4.3 m) rigid 170 hp (127 kW) Minimum Cast link

DH5316 16 ft. (4.9 m) rigid 200 hp (149 kW) Minimum Cast link

DH5410 10 ft. (3.1 m) 175 hp (130 kW) Minimum Cast link

DH5411 11 ft. (3.4 m) 200 hp (149 kW) Minimum Cast link

DH5412 12 ft. (3.7 m) 225 hp (168 kW) Minimum Cast link

DH5413 13 ft. (4.0 m) 275 hp (205 kW) Minimum Cast link

DH5414 14 ft. (4.3 m) 300 hp (224 kW) Minimum Cast link

DH5510 10 ft. (3.1 m) 200 hp (149 kW) Minimum Cast link

DH5511 11 ft. (3.4 m) 225 hp (168 kW) Minimum Cast link

DH5513 12 ft. 6 in. (3.8 m) 250 hp (186 kW) Minimum Cast link

DH5514 13 ft. 9 in. (4.2 m) 300 hp (224 kW) Minimum Cast link

DH5610 10 ft. (3.1 m) 225 hp (168 kW) Minimum Cast link

DH5612 11 ft. 6 in. (3.5 m) 275 hp (205 kW) Minimum Cast link

DH5613 13 ft. (4.0 m) 325 hp (242 kW) Minimum Cast link

DH5615 14 ft. 6 in. (4.4 m) 350 hp (261 kW) Minimum Cast link
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