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Model Duty / Working Width PTO HP Hitch

CA2048E Economy / 48 in. (121.9 cm) 20 - 50 hp (14.9 - 37.3 kW) Cat. 1

CA2060E Economy / 60 in. (152.4 cm) 20 - 50 hp (14.9 - 37.3 kW) Cat. 1

CA2060 Economy / 60 in. (152.4 cm) 20 - 70 hp (14.9 - 52.2 kW) Cat. 1 and 2

CA2072E Economy / 72 in. (182.9 cm) 20 - 50 hp (14.9 - 37.3 kW) Cat. 1

CA2072 Standard / 72 in. (182.9 cm) 20 - 70 hp (14.9 - 52.2 kW) Cat. 1 and 2

Model Duty / Working Width PTO HP Scarifier 
Teeth Hitch

SP2048B Standard / 48 in. (121.9 cm) 30 - 45 hp (22.3 - 33.6 kW) Bar Type Cat. 1

SP2060B Standard / 60 in. (152.4 cm) 30 - 45 hp (22.4 - 33.6 kW) Bar Type Cat. 1

SP2072B Standard / 72 in. (182.9 cm) 30 - 45 hp (22.4 - 33.6 kW) Bar Type Cat. 1

SP2272B Heavy / 72 in. (182.9 cm) 30 - 70 hp (22.3 - 52.2 kW) Bar Type Cat. 1

SP2284B Heavy / 84 in. (213.4 cm) 30 - 70 hp (22.3 - 52.2 kW) Bar Type Cat. 1

Core Aerators 
Keep your lawn, park, or golf course healthy with a Core Aerator. These tools help 

reduce soil compaction, and promote air, water, and nutrient circulation.

 • Reduces compaction and increases soil vitality

 • Two bronze bushings per rotor for wear resistance

 • Penetrates to depth of 4.5 in. (11.4 cm)

 • iMatch compatible

Model Feed 
Opening Limb PTO HP Hitch

WC1103 3 x 5.5 in.  
(7.6 x 14.0 cm) 3 in. (7.6 cm) 18 - 40 hp (13.4 - 29.8 kW) Cat. 1

WC1105 5.5 x 8 in.
(14.0 x 20.3 cm) 5 in. (12.7 cm) 25 - 85 hp (18.6 - 63.4 kW) Cat. 1 and 2

WC1205 5.5 x 8 in.
(14.0 x 20.3 cm) 5 in. (12.7 cm) 35 - 95 hp (26.1 - 70.8 kW) Cat. 1 and 2

WC1208 9 x 16 in.
(22.9 x 40.6 cm) 8 in. (20.3 cm) 75 - 115 hp (55.9 - 86 kW) Pull-type

Wood Chippers 
Wood Chippers make big cleanup jobs fast and easy. They quickly chew up tree 

branches, turning them into wood chips or wood chip mulch.

 • Gravity or hydraulic feed system

 • Feed stop control bar with reverser (WC1205 & WC1208 only)

 • iMatch and/or Quick Hitch compatible (iMatch only on WC1103)

Soil Pulverizers 
Sod growers, landowners, landscapers, and contractors can prepare soil for 

seeding or sodding with a Soil Pulverizer. 

 • Standard single roller with self-aligning 1 in. (2.5 cm) bearings

 • Optional second roller with 80 lb. (36.3 kg) compression springs

 • Rugged 10 in. (25 cm) H-beam design adds strength and operating weight

 • iMatch compatible

Land Planes 
Level driveways, fill potholes, or recondition gravel areas with the all-purpose Land 

Planes. Durable frame allows you to smooth over challenging terrain. Heavy-duty 

options available.

 • Pull-type or 3-point-hitch-mounted models

 • Two cutting edges promote ground leveling

 • Optional adjustable scarifier shanks (LP12 Series only)

 • iMatch and/or Quick Hitch compatible

 • Adjustible skid shoes (LP12 Series only)

Landscape Equipment
Landscape Equipm

ent

Model Working Width Engine HP Hitch

LP1048L 48 in. (121.9 cm) 18 - 40 hp (13.4 - 29.8 kW) Limited Category 1

LP1060L 60 in. (152.4 cm) 18 - 40 hp (13.4 - 29.8 kW) Limited Category 1

LP1048 48 in. (121.9 cm) 25 hp (18.6 kW) maximum 1.875 in. ball (.05 m)

LP1060 60 in. (152.4 cm) 30 hp (22 kW) maximum 1.875 in. ball (.05 m)

LP1160 60 in. (152.4 cm) 18 - 50 hp (13.4 - 37.3 kW) Category 1

LP1172 72 in. (182.9 cm) 18 - 50 hp (13.4 - 37.3 kW) Category 1

LP1184 84 in. (213.4 cm) 22 - 75 hp (16.4 - 55.9 kW) Category 1 and 2

LP1196 96 in. (243.8 cm) 22 - 75 hp (16.4 - 55.9 kW) Category 1 and 2

LP1207 84 in. (213.4 cm) 35 - 75 hp (26.1 - 55.9 kW) Category 1 and 2

LP1208 96 in. (243.8 cm) 50 - 95 hp (37.3 - 70.8 kW) Category 1 and 2

LP1210 120 in. (304.8 cm) 50 - 105 hp (37.3 - 78.3 kW) Category 2


