


OUR COMPANY
HaVACo Technologies, Inc. — headquartered in Erie, 

Pennsylvania, designs and manufactures superior quality plastic, 

America-Made heating, ventilation, and air conditioning products 

with the intent to solve installation, distribution, or on-going 

maintenance concerns.  Whether it is ease of install, ease of use, 

shipping and warehousing benefits, or product longevity, HaVACo 

products are THE NEW STANDARD for all your commercial, 

institutional and residential projects. Our superior quality plastic 

will not rust, corrode, or discolor. HaVACo Technologies, Inc. 

is continually developing additional grilles, registers and diffuser 

categories to continue to offer the most innovative air distribution 

products in the industry. Our products are readily available, and 

our warehouse is fully stocked for package, LTL and truckload 

orders. We encourage you to experience HaVACo — THE NEW 

STANDARD in HVAC Air Distribution products.
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2’ x 2’ LAY-IN PLAQUE DIFFUSER
•  Magnetic Engagement System - Four (4) pre-installed magnets with 40 lbs. of pull force.

•  Easily remove plaque grille for simple cleaning

•  6” - 12” Pre-Molded Boots available:
  White:  6” (HT-2X2-PSPL06), 8” (HT-2X2-PSPL08), 10” (HT-2X2-PSPL10), and 12” (HT-2X2-PSPL12)
 Black:  6” (HT-2X2-PSPL06-BK), 8” (HT-2X2-PSPL08-BK), 10” (HT-2X2-PSPL10-BK), and  
 12” (HT-2X2-PSPL12-BK)

•  Cut away Bulls-Eye Backs with 6” - 16” inlet size option available. Add Standard or HaVACo Collar
  White:  (HT-2X2-PSBLPE) or Black:  (HT-2X2-PSBLPE-BK).  

•  Insulated Backs available for each size.  Add “IB” to product number
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2’ x 2’ LAY-IN SUPPLY (QUICK CONNECT)

INSULATED BACK

2’ x 2’ LAY-IN 3 CONE DIFFUSER
•  Quick Connect Knob to easily remove grille for fast and easy cleaning

•  6” thru 12” Pre-Molded Boots available
 White:  6” (HT-2X2-SPL06), 8” (HT-2X2-SPL08), 10” (HT-2X2-SPL10), and 12” (HT-2X2-SPL12) 
    Black:  6” (HT-2X2-SPL06-BK), 8” (HT-2X2-SPL08-BK), 10” (HT-2X2-SPL10-BK),  
 and 12” (HT-2X2-SPL12-BK)

•  Insulated Backs available for each size.  Add “IB” to product number

•  HaVACo Rotary Dampers available for each Size.  Add “D” to product number

ROTARY DAMPER

2’ x 2’ LAY-IN BORDERED DIFFUSER
•  Quick Connect Knob to easily remove grille for fast and easy cleaning

•  2-Way, 3-Way and 4-Way grille options available

•  6” thru 14” Pre-Molded Boots available
  White:  6” (HT-2X2-BSPL06), 8” (HT-2X2-BSPL08), 10” (HT-2X2-BSPL10),  
 12” (HT-2X2-BSPL12), and 14” (HT-2X2-BSPL14) 
 Black:  6” (HT-2X2-BSPL06-BK), 8” (HT-2X2-BSPL08-BK),  
 10” (HT-2X2-BSPL10-BK), 12” (HT-2X2-BSPL12-BK), and 14” (HT-2X2-BSPL14)

 NOTE: For 2-Way or 3-Way grille add “2” or “3” before BSPL

•  Insulated Backs available for each size.  Add “IB” to product number

•  HaVACo Rotary Dampers available for 6” thru 12” connections.  Add “D” to product number

Standard Stock Colors:

 White    Black

Standard Stock Colors:

 White    Black

Standard Stock Colors:

 White    Black

BULLS-EYE BACK



2’ x 2’ LAY-IN RETURN

•  2’ x 2’ Lay-In Louvered or Egg Crate style Return models

•  Press Clip to remove the grille for cleaning and filter change

•  Cut away Bulls-Eye Back with 6” - 16” inlet size options.   
 Add standard or HaVACo Collar
  Louver Grille        White:  HT-2X2-RTN      Black:  HT-2X2-RTN-BK
  Egg Crate Grille   White:  HT-2X2-ERTN    Black:  HT-2X2-ERTN-BK

•  Holds 20” x 20” x 1” or 20” x 20” x 2” filter (furnished by others)

•  1’ x 2’  White Egg Crate Return model 

•  Press Clip to remove the grille for easy cleaning 

•  Cut away Bulls-Eye Back with 6” - 10” inlet size options

•  Add standard or HaVACo Start Collar
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  White (HT-1X2-ERTNBE) 
  Black (HT-1X2-ERTNBE-BK) 

1’ x 2’ LAY-IN RETURN

SPIRAL DUCT GRILLES

HT-SMF-BK

2’ x 2’ SURFACE MOUNT FRAME

HT-SMF

Allows for use of HaVACo products in fixed ceilings. 

14”x 6” SURFACE MOUNTED SPIRAL DUCT GRILLE 
•  Fully constructed from a high impact polypropylene - Won’t Dent

•  Integral Surface mount box

•  No assembly required

•  4-Way directional throw

•  No sharp edges

•  Won’t ever rust

•  Can be mounted on 12”, 14” and 16” duct

•  Optional mounting gasket HT-SM-SDG-14X6

12” x 4” SPIRAL DUCT GRILLE 
•  Features 14 fixed diffuser fins for equal left, right  
 and center air dispersion

•  Fits 8” and 10” diameter duct. Can be modified for  
 other corresponding diameter ducts

Standard Stock Colors:

 White    Black

Standard Stock Colors:

 White    Black

HT-SDG
Standard Stock Colors:   White    Black (-BK)    Gray (-G)

Standard Stock Colors:   White    Black

Standard Stock Colors:   White    Gray (-G)



•  12” Low Profile Diffuser with ceiling boot, available in round or square 

  Round Models:  6” (HT-G6B-R1), 8” (HT-GB-R1), or 8” - 7” - 6” (HT-GRB-R1) Reducing model
  Square Models:  6” (HT-G6B-S1), 8” (HT-GB-S1), or 8” - 7” - 6” (HT-GRB-S1) Reducing model

•  High Impact Plastic – Will not rust, corrode, or discolor

•  Includes four (4) Quick Zips for easy install

•  Easy Attach Knob for quick install and removal  of the grille for easy cleaning

•  Optional Dampers available.  6” size is a rotary damper, while 8” is furnished with  
 either a  Butterfly or Rotary type
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QUICK CONNECT DIFFUSERS WITH BOOTS

QUICK CONNECT CAPITAL CROWN DIFFUSERS WITH BOOTS

ROTARY DAMPER

6” 8”

REDUCING 
8”- 7”- 6”

REGISTER
BOOTS

 HT-CCGB-R1
•  12” Round Diffuser with Crown  
 Molding Profile and 8” Boot

•  Optional Butterfly or Rotary  
 Damper models

•  Easy Attach Knob

•  Additional Boot Sizes:   
 6” (HT-CCG6B-R1) or 8”- 7”- 6”  
 Reducing Boot (HT-CCGRB-R1)

 HT-CCGB-S1
•  12” Square Diffuser with Crown  
 Molding Profile with 4-WAY throw  
 and 8” Boot

•  Optional Butterfly or Rotary  
 Damper models

•  Easy Attach Knob  

•  Additional Boot Sizes:   
 6” (HT-CCG6B-S1) or 8”-7”-6”  
 Reducing Boot (HT-CCGRB-S1)

 HT-3CCGB-S1
•  12” Square Diffuser with Crown  
 Molding Profile, 3-Way throw 
 and 8” Boot

•  Optional Butterfly or Rotary  
 Damper models

•  Easy Attach Knob  

•  Additional Boot Sizes:   
 6” (HT-3CCG6B-S1) or 8”-7”-6”  
 Reducing Boot (HT-3CCGRB-S1)

 HT-2CCGB-S1
•  12” Square Diffuser with Crown  
 Molding Profile, 2-Way throw  
 and 8” Boot

•  Optional Butterfly or Rotary  
 Damper models

•  Easy Attach Knob

•  Additional Boot Sizes:  
 6” (HT-2CCG6B-S1) or 8”-7”-6”  
 Reducing Boot (HT-2CCGRB-S1)

HT-GB-S1
Standard Color:

 White

HT-GB-R1
Standard Color:

 White

HT-GRB-R1
Standard Color:

 White

Standard Color:   White
Standard Color:   White Standard Color:   White Standard Color:   White
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MAGNETIC RETROFIT

9” ROUND STEP-DOWN CEILING DIFFUSER

WYES

•  Magnetic Engagement Retrofit Kit features either 12” Round  
 or Square Diffuser

•  Furnished with Galvanized Ring and four (4) Pack of screws  
 with anchors

•  Round Diffuser covers up to 8” round ceiling boot or duct opening
 Square Diffuser covers up to 10” X 10” flush bath fan opening

•  Magnets provide 16 pounds of pull force ensuring the grille  
 is safely secured

HT-RFK-R1

HT-RFK-S1

HTY-8HTY-12

•  Snap Together Wyes easily customized 
 in the field 12”- 10”- 8” (HTY-12) and 
 8”- 7”- 6”- 5” (HTY-8) models

•  Easily cut to size

•  These two models can replace (12) different metal 
 wyes thus saving substantial time and warehousing space

HTY-8
CUTS TO 8”- 6”- 6” 8”- 6”- 5” 8”- 5”- 5” 7”- 6”- 6” 7”- 6”- 5” 7”- 5”- 5”

HTY-12
CUTS TO 12”- 10”- 10” 12”- 10”- 8” 12”- 8”- 8” 10”- 10”- 10” 10”- 10”- 8” 10”- 8”- 8”

Standard Stock Color:   White

Standard Color:   White
HT-9G-R1

•  High quality, white ABS construction

•  Will never rust

•  Will never fade or discolor

•  360º air diffusion pattern

•  (3) securing holes, 120º apart, 6-1/2” on  
 center to line up with existing metal damper

•  Ideal for retrofit and new construction
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QUICK CONNECT START COLLARS

CONNECTORS & REDUCERS

•  8”- 7”- 6” Reducer

•  High Density Plastic

•  Easily cut to size

•  Features flex duct retention ring for more secure installs

HTRD-876

•  6” and 8” Flex Duct Connector models

•  Features two eyelets to easily suspend duct connectors

•  High Density Plastic

•  Features flex duct retention ring for more secure installs

HTC-6

HTC-8

•  Available in 5” - 12” sizes listed above

•  Optional pre-installed damper models available

•  Installs in Seconds!

•  High Impact Plastic

•  No sharp metal tabs to bend - Reduces risk of injury

•  Won’t dent or rust

•  Less conductive than metal - More resistant to sweating

•  Two sided adhesive gasket and four (4) Quick Zips  
 fasten to sheet metal & duct board or insulated  
 board up to 2” thick

•  Air Diffusion Council’s 2” Collar Length Required  
 for Code

•  Easily pre-install your flex duct before getting into  
 an attic or crawlspace

•  Contractor/OEM Preferred - Multiple Applications

5”

HT-0503 HT-0504 HT-0603 HT-0604

6”

HT-0703 HT-0704

7” 8”

HT-0803 HT-0804

HT-1003 HT-1004

10”

HT-1203 HT-1204

12”

UL CLASSIFIED  
2043



SCAN FOR INFO
www.havacotechnologies.com

HAV_PC0122


