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2023	SUPER	ELIMINATOR	RULEBOOK	

Super	Eliminator	is	perhaps	the	most	intricate	of	all	motorcycle	drag	racing	eliminators.		It	is	
certainly	one	of	the	most	competitive.		The	Super	Eliminator	(Semi-Pro	Division)	consists	of	
more	than	180	classes,	grouped	in	Modified,	Experimental,	Fuel,	Gas,	Altered,	Dragster,	and	
Stock	Classes,	with	Nitrous	Oxide	or	Turbo	Boost	sub-class.		
	
Super	Eliminator	is	run	on	a	32-bike	(or	all-run)	tournament-style	ladder,	with	riders	qualified	
based	on	runs	nearest	to	or	furthest	under	their	class	records	or	Tech	Committee-set	standards	
going	into	an	event.	It	is	run	from	a	Pro-Tree	(instant	three-amber).			
	
Payout	will	be	determined	by	participant	count.	
	
Rules	that	apply	to	all	bikes:			
		
Qualifying:	is	based	on	national	record	or	established	index.		The	top	of	the	qualified	field	will	
begin	with	riders	in	classes	posting	national	records,	furthest	under	record	to	furthest	over	
records.		The	remainder	of	the	field	qualifying	against	an	open	record/established	an	open	
record/established	index	will	be	listed	furthest	under	to	furthest	over	the	index.	In	other	words,	
everyone	running	on	a	record	will	qualify	higher	than	those	running	on	an	open	index.			
The	index/record	established	during	qualifying	will	be	the	racer's	“index”	during	
eliminations.			A	rider	may	elect	a	quicker	time,	but	only	ONCE	and	BEFORE	eliminations.				If	
you	want	to	elect	a	quicker	time,	you	must	inform	the	competition	director	at	the	Riders	
Meeting,	which	should	take	place	between	the	last	qualifying	round	and	the	first	round	of	
eliminations.		A	list	of	indexes	is	provided	to	the	tower	prior	to	eliminations;	that	number	is	
entered	into	the	computer	and	will	not	be	changed	after	the	first	round	of	eliminations.		Please	
keep	in	mind	that	setting	up	the	ladder	is	a	time-consuming	process;	it	is	done	by	a	racer,	and	it	
can	be	difficult	to	complete	and	deliver	to	the	tower	prior	to	the	first	round	of	eliminations.					
	
Indexes:		A	five-one-hundredths-second	breakout	buffer	will	be	in	effect.		If	the	rider	runs	.05	
quicker	than	is	record/dial-in	during	eliminations,	they	are	disqualified	(unless	on	a	solo	pass)	or	
break	out	less	than	their	opponent.		Dial-ins	will	NOT	change	once	eliminations	have	begun.		At	
most	tracks,	(depending	on	computer	capability)	tower	operator	will	input	dial-in	as	.05	lower	
than	record/index.		This,	in	effect,	returns	the	race	to	a	zero	break	out.		(A	ladder	will	be	
prepared	on	Saturday	Evening	and	delivered	to	the	tower	on	Sunday	morning)		
	
Records:		A	Super	Eliminator	racer	is	trying	to	go	quicker	and	faster	on	every	pass;	this	is	the	
ultimate	tuner	class,	designed	for	innovators.	Don’t	think	you	are	going	to	buy	a	bunch	of	bolt-
on	parts	and	set	a	record.	Chances	are,	that’s	not	going	to	happen.	
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This	is	a	records	class.	Just	like	going	to	Bonneville,	you	are	running	for	a	record.	There	is	no	big	
prize	money	or	ticker	tape	parade.	Just	a	very	prestigious	piece	of	paper	you	can	hang	on	your	
wall.	
	
Unlike	bracket	or	index	racing,	this	is	an	“out	the	back	door,	twist	the	grip	until	the	last	timing	
light.”	There	is	no	lifting	or	sandbagging	here,	and	again,	little	to	no	money.	
Some	of	the	records	are	very	fast	and	may	seem	unattainable.	Therefore,	they	are	records.	
	
Index	for	New	Record:	Once	a	record	is	set,	that	will	be	the	dial	at	that	race	for	the	racer	
setting	the	record	and	for	all	racers	in	your	sub-class	beginning	at	the	next	race.		In	other	
words,	if	the	record	is	10.00	and	there	is	more	than	one	racer	running	on	that	record,	the	racer	
running	9.90,	setting	the	new	record,	will	run	on	the	9.90	new	record,	and	the	other	racers	will	
remain	on	the	10:00	record	for	that	race.		This	gives	the	other	competitors	a	chance	to	upgrade	
their	bike	before	the	next	race.	In	the	next	race,	all	will	be	at	the	9.90	record.	
	
Let’s	say	you	set	the	record	and	10.00.	This	is	the	fastest	run	you	have	ever	run,	and	you	have	
backed	it	up	within	1%.	(all	records	must	be	backed	up).	We	put	in	-.05	on	the	record	in	case	
you	find	some	more	performance.	Your	dial	on	the	tree	will	be	9.95.	This	happens	to	everyone.	
You	run	a	9.96,	you	have	just	lowered	the	record,	and	you	did	not	break	out.	Win	or	lose	the	
round	in	eliminations,	you	still	set	the	record.		Your	next	race	will	have	a	record	of	9.96,	and	on	
the	tree,	you	will	see	9.91.	
	
Your	records	will	be	handed	out	at	the	next	race	after	Saturday's	qualifying.		You	must	
complete	at	least	two	events,	plus	the	finals.	If	not,	the	records	will	not	be	awarded.		
	
Multiple	Classes:	
Some	bikes	will	fit	in	more	than	one	Super	Eliminator	class,	and	those	bikes	will	be	allowed	2	
classes	per	season.		
	

● No	delay	boxes.		
● No	auto	shift.	
● Wheelie	Bars	allowed	for	all.	
● A	S/E	bike	can	ONLY	be	entered	in	S/E.	It	can	NOT	be	entered	in	another	class	at	the	

event	where	S/E	is	running.	
	
	
Four	Stroke	Rules:	
Four-stroke	bikes	are	divided	by	letter,	the	year	a	motor	was	released,	and	engine	
displacement.		An	example	is	pre-1973	is	a	“1”,	1973-1979	is	“2”,	1980-198	is	“3”	and	1999	to	
present	is	“4”	
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This	is	a	self-regulating	class,	and	the	competition	committee	does	not	have	the	ability	to	
determine	engine	displacement	without	tearing	down	your	engine.	2023	will	be	the	9th	year	of	
this	iteration	of	S/E,	and	we	believe	we	can	make	engine	displacement	an	honorable	
assumption;	if	you	tell	us	its	1,100cc,	we	will	accept	that	is	correct	unless	we	have	obvious	
reasons	to	believe	otherwise.	
	

Engine	size	
1600-1699	

Class	
ZB	

1500-1599	 ZA	
			1400-1499	 Z		
1300-1399	 AA	
1200-1299	 A		
1100-1199	 B	
1000-1099	 C	
900-999	 D	
800-899	 E	
700-799	 F	
600-699	 G	
500-599	 H	
400-499	 I	
300-399	 J	
200-299	 K	

	
Engine	years.	
Break	down	the	year	of	the	manufactured	engine.	
Pre	1973	are	-1	
1973-1979	are	-2	
1980-1998	are	-3	
1999-Today	are	-4	
	
Examples	of	four	stock	bikes:		
G1/FS,	Bonneville	650:		G	=	600-699cc	built	before	1972	
D2/FS,	KZ900:		D	=	900-999cc,	built	between	1973	and	1979	
B3/FS,	GS1150;	B	=	1100-1199	cc,	3)	=	built	between	1980	and	1998		
AA4/FS,	Busa:	AA	=	1300-1399	built	after	1999	
	
The	following	is	what’s	allowed	in	each	class,	if	it	is	not	listed,	you	can’t	do	it.	
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Factory	Stock.	
	
*	Stock	means	stock.		
*	Any	DOT-approved	tires.	Must	be	the	same	size	that	came	on	the	bike	from	the	factory.	
*	If	the	bike	came	with	2	front	rotors,	one	may	be	removed.	
*	Pump	gasoline	only.		
*	Air	cleaner	may	be	removed.	
*	Mirrors	can	be	removed.	
*	Cam	timing	may	be	adjusted.	
*	Carbs	may	be	re-jetted,	or	stock	ECU	may	be	re-flashed.	
*	Sprockets	may	be	changed.	Must	retain	factory	chain	pitch.	
*	Front	can	be	tied	down	with	legal	tie-downs.	
*	Minimum	ground	clearance	2”	
*	Heavy	duty	clutch	springs	are	allowed.	
*	Aftermarket	clutch	plates	allowed	
*	4”	over	swing	arm.	Must	provide	documentation	on	stock	arm	length.	
*	Aftermarket	exhaust	system.	
*	Any	carbs	or	injectors	that	fit	in	the	stock	boots.	
*	Aftermarket	coils	are	allowed.	
*	Air	shifter	allowed.	Must	be	manually	operated.	
	
Modified.	
*	In	This	class,	you	can	go	inside	the	engine.	No	aftermarket	heads.	
	
Stock	Frames.		
In	short,	this	is	a	bolt-on	class.	The	bike	must	be	able	to	be	bolted	back	to	its	original	Factory	
configuration.		No	cutting	or	welding	of	the	frame!	
	
All	Factory	Stock	Mods	plus	what	is	listed	below.	
*	Max	10”	over	the	arm.	Must	provide	documentation	on	stock	arm	length.	
*	Lock-up	clutch	is	allowed.	No	sliders.	
*	2-step	Allowed.	
*	Aftermarket	front	ends	are	allowed.	
*	Aftermarket	wheels	are	allowed.	
*	7”	tire	for	NA	engines	
*	10”	tire	for	power	added	engines	allowed.	
*	Any	internal	modifications	are	allowed.	
*	Aftermarket	ECUs	are	allowed.	
*	Aftermarket	oil	pan	allowed.	
*	Air	shifter	allowed.	
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*	No	auto	transmissions.	This	will	be	checked	at	tech.		
*	Wheelie	bar.	
*	2	steps	allowed.	
*	Minimum	ground	clearance	2”	
	
Class	breakdown	
A	=	Altered.	
*	Same	as	Modified	with	altered	stock	frames.	Cutting	and	welding	are	allowed	on	stock	frame.	
*	Overriding	auto	transmission	allowed.		
*	10”	tire	allowed.		
*	Aftermarket	heads	and	jugs	are	allowed.	
*	Slider	clutches	are	allowed.	
D	=	Dragster.	
*	Lay-down	or	sit-up	aftermarket	frames	are	allowed.	
*	7”	tire	
EX	=	Experimental.	
*	Lay-down	or	sit-up	aftermarket	frames	are	allowed.	
*	10”	tire	
F	=	Fueler	Alcohol	or	E85	
G	=	Gas	This	is	for	oxygen-enriched	fuels	
	
Power	adders	will	have	their	own	destinations.	
T	for	turbo	
S	for	supercharged	
N	for	N2O	
CHE	for	Nitromethane		
HH	for	riders	over	200lbs	
Example.	
AA3/EXTF		1300-1399CC,	built	between	1980	and	1998,	car	tire,	running	turbo,	on	alcohol.	
	
There	is	a	$500	contesting	fee.	
If	a	racer	feels	another	racer	is	not	in	compliance	with	their	classification.	They	may	post	a	$500	
tear-down	check.	If	the	accused	is	NOT	in	compliance	with	their	classification,	the	plaintiff	gets	
their	money	back.	If	the	accused	IS	in	compliance	with	their	classification,	they	will	receive	the	
$500.		
	
OIL	RETENTION:	Lower	oil	retention	device	(diaper)	or	belly	pan	is	required.		
	
	
GENERAL	SAFETY:	
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	HELMET:	
A	Full-face	SNELL:	M2015,	M2020,	SA2015,	SA2020,	ECE	22.06,	FIA	8860-2010,	8860-2015	or	
8860-2018,	helmet	mandatory.	A	shield	is	mandatory.	Goggles	are	prohibited.		
		
PROTECTIVE	GEAR:	
Full	all-leathers	or	SFI	Spec	40.	1/2	suit	is	mandatory	on	all	motorcycles	running	120mph	or	
faster.	Two-piece	suits	must	be	joined	together	with	a	metal	360-degree	zipper	at	the	waist.	SFI	
Spec	40.1/1	40.1/2	suit	or	leather	jacket,	leather	boots/shoes	above	the	ankle,	and	leather	
gloves	are	mandatory	on	all	motorcycles.	Gloves	must	be	kevlar	lined	or	equipped	with	side	
buttons.	Nylon	or	textile	jackets	and	pants	are	not	permitted,	even	if	they	have	pads.	All	jackets	
and	pants	must	be	made	of	100%	leather.	Tether	kill	switches	are	required	on	all	entrants.	The	
kill	switch,	when	activated,	must	disable	the	ignition,	fuel	pump(s),	and	nitrous	system	
solenoids.	
		
Any	rider	running	faster	than	10.99	must	also	have	leather	pants.	Pants	and	jackets	are	
required	to	be	zipped	together	10.99	or	quicker.	
	
	


