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Doeltreffendheid RC 310 ECO 
 

 

SOLVENTGEDRAGEN INJECTIEHYDROFUGE TEGEN OPSTIJGEND VOCHT OP BASIS VAN OLIGOMEER 
SILOXANEN EN ORGANOMETALEN ( 12 %) 

 

capaciteit van de initiële doeltreffendheid 
(*) van het product : 

‘RC 310 ECO’ 

Vochtigheid van de proefstukken onder 
toepassing (% tov de capillaire verzadiging na 

24 uur) 

40% 60% 80% 

Vermindering van de capillaire absorptie  

72 % 
 

69 % 
 

68 % 

Migratie door het materiaal  

82 % 
 

79 % 
 

76 % 

Klasse  

Klasse A 
 

Klasse A 
 

Klasse A 

(*) gemiddelde waarden, vervolledigd met de corresponderende klasse op basis van de waarden in 
onderstaande tabel en volgens richtlijnen van de BUtgb. (Klasse voor 2013) 

 
Class Efficiency Efficiency Remarks 

F < 10% < 25% Product does not meet ATG requirements. 

E 10 >> 20 % < 25 % Product did not come out of the test campaign as very 

efficient. 
D 10 >> 20 % > 25 % Product come out of the test campaign as quiet efficient. 

C 20 >> 40 % > 25 % Product come out of the test campaign as efficient. 

B > 40% 75 % > > 25 % Product come out of the test campaign as very efficient. 

A > 40% > 75% Product come out of the test campaign as highly efficient. 

 
Basis: (alcylalcoxy)siloxaan (oligomeer), organometalen 

Actieve stof: 12% Concentraat 

Aspect: Kleurloze vloeistof 

Draagmiddel : Solvent 
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