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HOUSING Magnesium aluminium alloy, white powder coated.
LAMP COVER Polycarbonate (PC, impact-resistant).
SEALS Short, age-resistant silicone seals.
ELECTRICAL COMPONENTS High power LED, LED converter, with 1 meter connection line.
ASSEMBLY With suspension eyelet, optional accessory with bracket.
FIELDS OF APPLICATION Logistics centres, industrial facilities, cold stores.
SMART FACTORY CASAMBI ready.
CONFIGURABILITY Possible in the COMO PRO LINE. E.g.: light colors, control module, emergency 
lighting modules, cable inlets and much more.

Protection class I  
Protection type IP65
Dustproof, 220-240 V 50/60 Hz *except COMO BL 100

Item P/N Description
Bracket COMO BL 100 9600009 Wall and ceiling mounting bracket white COMO BL 100 
Bracket COMO BL/PRO 150/200 9600019 Wall and ceiling mounting bracket white COMO BL/PRO 150/200
PRACHT CONNECT MODUL 9602009 Plug-In Module for every COMO BL for retrospective CASAMBI extension

ACCESSORIES

Individual luminaire, color temperature 4000 K, diameter 380 mm*, PC (Polycarbonate), Ra>80, IP65, Ta -40°C ... +50°C , CASAMBI READY*
Model P/N Power Light distribution Luminous flux Weight
COMO BL 100 9600012   1x90 W 100° wide 13600 lm 2,4 kg
COMO BL 150 9612212 1x135 W 100° wide 20500 lm 3,9 kg
COMO BL 150 9602212 1x135 W   60° wide 20500 lm 3,9 kg
COMO BL 200 9612112 1x180 W 100° wide 27000 lm 4,0 kg
COMO BL 200 9602112 1x180 W   60° wide 27000 lm 4,0 kg

DISCOVER THE CASAMBI WORLD
Industrial sensors, control units and accessories are available in the PRACHT CASAMBI world at www.pracht.com/casambi

FOR INFO ON  
FUNDING  

OPPORTUNITIES, ASK 
YOUR LOCAL  

GOVERNMENT

COMO BL



  11

PRACHT.COM   +49 64 66 / 91 40-0

Housing made of white 

powder coated magnesium 

aluminium alloy.

Robust materials

A ton of light - no glare. 

Lowest UGR value in it‘s 

class.

D-Mark, ENEC and IP65 thanks   

to robust construction and short, 

ageing resistant silicone seals.

Non-glaring
Multiple certificates

The pluggable way to 

SMART FACTORY.

PRACHT CONNECT MODUL

IP65

UGR<19
ENEC
INEXPENSIVE

EFFICIENT
CASAMBI

UP TO 164 LM/WATT
LIGHT CONTROL VIA BLUETOOTH

Ra >80

CASAMBI READY

3
YEAR

WARRANTY
UP TO 100.000 h 

LIFETIME
FROM -40 °C 
TO +50 °C
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