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VidaGroove
Slat Panels

An iconic trend in architectural design, VidaGroove™ Slats are prefabricated battened 
panels made from walnut, oak, and ash on recycled felt. Offering striking results on 
vertical, horizontal, and curved surfaces.

The slats can be used vertically, horizontally or diagonally. Depending on the situation, 
the mounting technique will differ. We already offer some basic concepts that will give 
you an idea of the possibilities. Always work according to the rules of the art, and use 
precise measuring tools and/or laser equipment.

Wall Ceiling
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Acoustic Slat Panels: 
Available in 6 Colours

1. Unfinished 

The “Unfinished slats” are delivered sanded. So you can immediately 
finish with an oil, stain or varnish so that they fit perfectly into your 
project, together with the other furniture.

Panel Dimensions 

3000 x 600 x 20mm 

Colours Available:

Colours Available:

2. Prefinished

Finished ready to use with a UV Oil, no need for further finishing. This 
will save you even more time during installation.

Grey Oak

Smoked Oak

Black Oak

Black Ash

Black Walnut

Unfinished Oak
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Tools you will need:

• Joinery Panel Saw (Alternative options: Circular Saw or a Handsaw)
• Craft Knife
• A Drill
• Screws for the panels and the underlying battens.

 » Black screws approximately 35 mm. for mounting the panels.
 » You will potentially need small screws (approximately 15 mm.) for refixing the slats to the felt after cutting 

panels to length. Alternatively you could use a staple gun.
 » Screws and plugs for mounting the battens on the wall.

• Battens (Recommend 45 mm. in thickness).
• Insulation (same thickness as Battens).
• A Ruler
• Pencil.
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Choose Installation Method:

The VidaGroove Slats can be used vertically, horizontally or diagonally. Depending on the 
situation, the mounting technique will differ. We already offer some install guides that will 
give you an idea of the possibilities. 

Installation Methods:
Mounting to Battens: (Optional Insulation)
- Achieves optimum Sound absorption

Mounting Direct to Wall: Glue 
 - Skip step 2 & 3

Mounting Direct to Wall: Screwing
 - Skip step 2 & 3
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Step 1 | Preparing the Wall:

Start by preparing the wall. Clean the wall and remove any screws, nails and other obsticles on the wall.
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Step 2 | Mounting the underlying battens:

The first thing you need to do is to mount battens on the wall. This enables you to drill the screws throgh the felt 
of the panels and into the battens. Depending on the wall you will need plugs and and screws that fits accordingly 
to your wall type. We recommend that you keep a distance of 60 cm. between the battens.

The reason you need to mount the battens on the wall is that it enables you to insert insulation between the  
battens to achieve optimum sound absorption. This will obtain Sound Class A, which is the highest attainable 
sound dampening class.

Note: As an alternative you can choose to install the Panels directly on the wall using screws or glue/adhesive. This 
makes the wall reach Sound Class D, which also is a decent sound class.
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Step 3 | Insert Insulation between the 
battens:

Insert 45 mm Insulation between the battens. The insulation can be cut using a knife. The insulation is then 
squeezed in between the battens.

Note: This step will be skipped if you do not require battens/insulation. This makes the wall reach Sound Class D.
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Step 4 | Mounting the Panels:

Mounting to Battens: 

Mount the panels on the wall by drilling the black screws (35 mm.) through the black felt and into the battens. We 
recommend 15 screws per panel.

Mounting Direct to Wall: Glue 

Mount the panels on the wall by applying adhesive to the felt side of the panel. A construction glue or grab  
adhesive is recommended for this.

Mounting Direct to Wall: Screwing

By using 35mm black screws for the black backing option or silver or grey screws for the grey-backed option, the 
panels can be screwed directly into the wall through the acoustic felt. We recommend 15 screws per panel. 

If installing into ceilings, then make sure they are screwed into ceiling joists. Please make sure the correct fixings 
are used if going into plasterboard, for example.



www.vidaspace.co.nz | info@vidaspace.co.nz | 0800 119 388 10

The panels have a felt side and a lamella side. When you mount the panels in continuation of each other you need 
to make sure that the felt side from one panel is flush with the lamella side on another panel so that there is about 
12 mm between the lamellas in the jointing.

Step 4 | Cont.
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Step 5 | Cutting Panel to Width:

When reaching the end of the wall you might need to adjust the panels in order to make the panels fit.
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Step 5 | Cont.

Adjusting the width of the panel is done by cutting the panel in the felt using a knife.
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Step 5 | Cont.

Then mount the last piece on the wall - again by using black screws through the felt.
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Step 6 | Cutting Panel to Length:

If you need to adjust the height of the panels and want to achieve a clean professional finish we recommend cut-
ting to length with a Joinery panel saw to get the most accurate & cleanest cut. 

Mark the cutting line on the panel with a pencil. Once you have cut the panel it is a good idea to refasten the 
lamellas to the felt. This is either done by drilling a screw (approximately 15 mm.) into the lamellas through the felt 
on the back of the panels or by using a staple gun.

If you don’t have access to a joinery panel saw you can cut to length by using a circular saw or a handsaw.
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Step 7 | You are done:

Congratulations! You wall is now fully installed.

If you need any guidance on installing our VidaGroove Slat Panels then you are more than welcome to reach out 
to us. You can contact us at www.vidasapce.co.nz | info@vidaspace.co.nz | 0800 119 388 

Disclaimer: All information provided is purely indicative and not tailored to individual situations and can be changed at any 
time without further notice. The information provided is not legally binding. The user of the information is responsible for the 
choice and use of the information. Subject to printing errors or other mistakes. VidaSpace does not give any guarantee, ex-
plicit or implicit, with regard to the correctness or completeness of the information. VidaSpace is not liable for any claims re-
garding the use of or reliance on the information and data contained herein, regardless of whether the information is claimed 
to be inaccurate, incomplete or misleading. This document is submitted for consideration, examination and verification. Due 
to possible technical changes, it is the user’s responsibility to obtain the most up-to-date information.
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