
Guía 
rápida 

Para más información 
visite nuestra página web:  



Gracias por adquirir nuestro SSD Viper VP4300 
PCIe m2 Gen  4x4 

1: Protector térmico de grafeno 
2: Protector térmico de aluminio 
3: Unidad de estado sólido (SSD)

Contenido de la caja:

1:

2:
3:
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***Nota*** Este producto se utiliza una sola vez. 
No es reutilizable

1. Extraiga el film que cubre el protector de 
grafeno

Instalación del protector de 
grafeno

Installing Graphene
Heatshield
1. Remove protective �lm from the graphene 

heatshield.

***NOTE*** This shield is single use only and 
cannot be reused CM
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2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Ubiquelo sobre la unidad de estado sólido. 
Evite cubrir el orificio del tornillo y el pin conector 
m2

Instalación del protector de 
grafeno

Heatshield
2. Place onto disk. Avoid covering the screw 

hole and m.2 pin connector.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

4



2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)
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(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
1. Extraiga el film del protector de aluminio

Instalación del protector 
de aluminio

(Avoid touching the screw and the M.2 Pin connector.)

Heatshield

1. Remove protective �lm from the 
aluminum heatshield.

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)
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Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Coloque la unidad de estado sólido en una 
superficie plana  de manera tal que el conector m2 
esté ubicado a la derecha al leer el protector 
térmico 

Instalación del protector de 
aluminio

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)2.
Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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3. Alinear con los bordes del disco sólido. Evite 
tapar el orificio del tornillo y el conector m2

Instalación del protector de 
aluminio

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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4. Alinear cuidadosamente la parte inferior del 
protector con el borde inferior del disco sólido y 
deslice el protector de abajo hacia arriba. Evite 
tapar el orificio del tornillo y el conector m2

Instalacion del protector de 
aluminio

Heatshield

4. Carefully align the bottom of the shield to 
the bottom edge of the SSD and lower the 

shield onto the SSD from bottom to top. 
Avoid covering the screw hole and the m.2 

pin connector.

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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5. Coloque el protector térmico sobre el disco sin 
tapar el conector m2

Instalacion del protector de 
aluminio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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6. Para garantizar una adhesión adecuada 
asegúrese de presionar suavemente el protector 
sobre toda la superficie del disco

Instalacion del protector de 
aluminio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Para una disipación térmica adicional, utilice 
ambos protectores térmicos en forma conjunta. 
Primero coloque el protector de grafeno sobre el 
disco y luego coloque el protector de aluminio 
sobre el de grafeno

Instalacion del protector de 
aluminio

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

11



El SSD Viper VP4300 m.2 SSD 
está lista para la acción! 

***NOTA*** El protector térmico de grafeno es para 
un solo uso y no puede ser reutilizado

Por favor siga detalladamente las instrucciones 
de instalación . Una Instalacion inadecuada podría 
dañar la unidad y anular la garantía
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