


Obrigado por adquirir o SSD Viper VP4300 PCIe 
m.2 Gen4 x4!

1. Escudo térmico de grafeno
2. SSD
3. Proteção térmica de alumínio

Conteúdo do pacote:

1:

2:
3:
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*** Nota *** Esta blindagem é de uso único e não 
pode ser reutilizada

1. Remova a película protetora do escudo térmico 
de grafeno.

Instalando Grafeno HeatshieldInstalling Graphene
Heatshield
1. Remove protective �lm from the graphene 

heatshield.

***NOTE*** This shield is single use only and 
cannot be reused CM
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2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Coloque no disco. Evite cobrir o orifício do 
parafuso e o conector de m.2 pinos.

Instalando Grafeno HeatshieldHeatshield
2. Place onto disk. Avoid covering the screw 

hole and m.2 pin connector.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)
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2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)
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(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
1. Remova a película protetora do escudo térmico 
de alumínio.

Instalando o protetor de calor 
de alumínio

(Avoid touching the screw and the M.2 Pin connector.)

Heatshield

1. Remove protective �lm from the 
aluminum heatshield.

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)
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Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Posicione o SSD em uma superfície plana de 
modo que o conector de pino m.2 fique à direita 
ao ler o protetor de calor

Instalando o protetor de calor 
de alumínio

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)2.
Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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3. Alinhe com as bordas do SSD. Evite cobrir o 
orifício do parafuso e o conector de m.2 pinos

Instalando o protetor de calor 
de alumínio

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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3.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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4. Alinhe com cuidado a parte inferior do protetor 
de calor com a borda inferior do SSD e abaixe o 
protetor no SSD, de baixo para cima. Evite cobrir 
o orifício do parafuso e o conector de m.2 pinos

Instalando o protetor de calor 
de alumínio

Heatshield

4. Carefully align the bottom of the shield to 
the bottom edge of the SSD and lower the 

shield onto the SSD from bottom to top. 
Avoid covering the screw hole and the m.2 

pin connector.

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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5. Coloque o protetor de calor plano no disco e 
evite cobrir o pino e o conector

Instalando o protetor de calor 
de alumínio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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6. Pressione suavemente o protetor de calor em 
todo o SSD para garantir a adesão adequada

Instalando o protetor de calor 
de alumínio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

O Viper VP4300 m.2 SSD agora 
está pronto para a ação!

NOTA *** O protetor de calor de grafeno é de uso 
único e não pode ser reutilizado.

Leia e siga as instruções de instalação 
cuidadosamente. A  instalação inadequada pode 
danificar o SSD e anular a garantia.
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