


Grazie per aver acquistato l'SSD Viper VP4300 
PCIe m.2 Gen4 x4!

1. HeatShield in grafene
2. l'SSD Viper VP4300 PCIe m.2 Gen4 x4
3. HeatShield in alluminio

Contenuto della confezione:
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*** Attenzione *** Questo Heatshield è monouso e 
non può essere riutilizzato

1. Rimuovere la pellicola protettiva dall’Heatshield 
in Grafene

Installazione dell’Heatshield 
in Grafene
Installing Graphene
Heatshield
1. Remove protective �lm from the graphene 

heatshield.

***NOTE*** This shield is single use only and 
cannot be reused CM
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2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Allinearlo e posizionarlo sull’SSD evitando di 
coprire il foro della vite ed il connettore pin m.2

Installazione dell’Heatshield 
in Grafene

Heatshield
2. Place onto disk. Avoid covering the screw 

hole and m.2 pin connector.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

4



2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)
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(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
1. Rimuovere la pellicola protettiva dall’Heatshield 
in Alluminio.

Installazione dell’Heatshield 
in Alluminio

(Avoid touching the screw and the M.2 Pin connector.)

Heatshield

1. Remove protective �lm from the 
aluminum heatshield.

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

(Avoid touching the screw and the M.2 Pin connector.)
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Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

(Avoid touching the screw and the M.2 Pin connector.)

Installing Aluminum
Heatshield
1. Tear the back pad for the thermal pad.

2. Stick onto disk. 
(Avoid touching the screw and the M.2 Pin connector.)

2. Posizionare l'SSD su una superficie piana in 
modo che il connettore m.2 sia alla vostra destra 
mentre siete in grado di leggere la scritta  
sull’Heatshield.

Installazione dell’Heatshield 
in Alluminio

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)2.
Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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3. Allinearlo con i bordi dell’SSD evitando di 
coprire il foro della vite e il connettore pin m.2.

Installazione dell’Heatshield 
in alluminio

Heatshield

3. Position the SSD on a �at surface so that 
the m.2 pin connector is to the right when 

reading heatshield.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)

Heatshield

2. Align with the edges of the SSD. Avoid 
covering the screw hole and m.2 pin 

connector.

Installing Aluminum
Heatshield
4. And lay the aluminum heatsheid down on 
the bottom 

(continued)
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3.

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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4. Allineare con attenzione la parte inferiore 
dell’Heatshield al bordo inferiore dell'SSD e 
abbassare l’Heatshield sull'SSD, con un movimen-
to dal basso verso l'alto. Evitare di coprire il foro 
della vite e il connettore da m.2.

Installazione dell’Heatshield 
in alluminio

Heatshield

4. Carefully align the bottom of the shield to 
the bottom edge of the SSD and lower the 

shield onto the SSD from bottom to top. 
Avoid covering the screw hole and the m.2 

pin connector.

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield
3. Put it down on disk head ( M.2 connector 
side direction) .  

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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5. Appoggiare l’Heatshield in piano sul disco 
evitando di coprire pin e connettore.

Installazione dell’Heatshield 
in alluminio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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6. Premere delicatamente sull’Heatshield per tutta 
la superficie dell’SSD per garantire una corretta e 
completa aderenza.

Installazione dell’Heatshield 
in alluminio
5. Lay heatshield �at on the disk and avoid 

covering pin and connector.
Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)
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Installing Aluminum
Heatshield

cover the connector and screw hole.

(continued)

L'SSD Viper VP4300 m.2 è ora 
pronto per entrare in azione!

*** ATTENZIONE *** L’Heatshield in grafene è monouso e 
non può essere riutilizzato.

Si prega di leggere e seguire attentamente le istruzioni di 
installazione. Un'installazione impropria può danneggiare 
l'SSD e invalidare la garanzia.
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